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EXECUTIVE SUMMARY
INTRODUCTION - | “

The methodology used in this Feasibility Study report allows a step-by-step
evaluation of technologies, alternatives and assembled alternatives by
progressing through a series of screenings and evaluations. Initially,
general qualitative information is used. Subsequently, more refined and
quantitative information is used to eliminate from consideration infeasible or
otherwise unacceptable actions. This methodology provides a systematic
procedure for identifying and evaluating alternatives, specifying criteria for
determining the magnitude and importance of effects resulting from the
igglementation of an action, and considering measures to mitigate adverse
effects. ~

SITE DESCRIPTION AND BACKGROUND

The Dorney Road Landfill Site (Oswald’s Landfill) is located. in Upper Macungie
Township in Lehigh County, Pennsylvania, approximately eight miles southwest
of Allentown. The landfill lies one mile southwest of Breinigsville and 1.4
miles north-northwest of Mertztown. The landfill site covers approximately 27
acres of documented landfill area which is bounded to the east by Dorney Road
and extends westward such that the southwest corner of the site is in
Longswamp Township, Berks County. Prior to the landfilling activities .
beginning 1966, the site was operated as an open pit iron mine. The actual
date of the mining operation is unknown. The major portion of the Dorney Road
Site consists of a municipal landfill surrounded by a perimeter soil berm.
Access to the site along Dorney Road is 1imited by a snow fence which was
constructed by the USEPA during a 1986 removal action.

The majority of the site is owned by Emory Mabry of Mertztown, Pennsylvania.

A portion of the westernmost protrusion formerly owned by the Mertz estate is
currently owned by Robert Tercha. Other surrounding land owners include
Kelloggs and Wessners. The general layout of the site and surrounding area is
shown on Figure E-1. '

On January 1, 1983 ‘and again in April, 1983, the Annapolis Field Office of the
USEPA performed an NPL listing inspection. Hazard Ranking System (HRS)
scoring for the site was performed by NUS Corporation and was issued on May
23, 1983. The site scored a 46.10; primarily due to groundwater and dermal
contact concerns. ‘ ' ’ ' o :

Only one remedial action has been reported to have been performed at the site.
From June 11 to June 20, 1986 an emergency removal action was performed by the

. USEPA Emergency Response Contractors (ERCs). The work was performed by 0. H.

Materials with the general objective to regrade the site to collect and
contain on-site surface runoff. The construction of on-site ponds allowed for
controlled discharge of surface runoff via two major spillways.
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SUMMARY OF- PHASED RI ACTIVITIES QRIGINAL

R
The field activities performed during the Dorney Road RI'&ere conducted in two
phases. The Phase Il scope of work was developed for the collection of
information to fill additional data needs identified during the Phase I RI
drilling and well installation activities. Phase II was performed immediately
following the Phase I RI.

During the Phase I RI, the following major activities were performed:
Ambi ir Inve 0
o Air sampling
il diment and Surface Water Inv
o On-site surface water and seep samp1ing
o On-site sediment sampling’
o On-site, off-site, surface and subsurface soil sampling
Groundwat vasti
o Monitoring well installation
o Groundwater monitoring well and residentia1 well sampling
0 Hydraulic conductivity testing
 Numerous difficulties were encountered during Phase I drilling and well
installation due to weathered and fractured bedrock conditions at the site.
As ‘a result, additional data needs were identified and proposed as a Phase II
RI effort. The following identifies the Phase II RI activities performed to,
fi11 data needs and further characterize the Dorney Road Landfill. Site:
o Installed one deep well off-site (MW-8) to the southeast.

o Installed an off-site well nest (MW-7/7D) to the northwest on the Wessner
property.

o Installed one on-site boring (TB-LMW-4) in the vicinity of LMW-4.
o Installed four borings (TB-1, 2, 3, 4) along the southeast corner of the
site just west of MW-2/2D.

o Obtained six additiona) groundwater samples (MW-6, 7, 7D, two rounds) and
- analyze for full HSL parameter plus unfiltered metal analysis.

] Pe;formed borehole geophysics in off-site wells (MW-2D, 3D, 4, 5D, 6, 7,
70
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' 0’%’/‘/
MAJOR FINDINGS "OF THE REMEDIAL INVESTIGATION 3{?9'0',/4'4[

The following paragraphs present the major findings and conclusions for each
media sampled based on the results from the data obtained. A site map is
presented on Figure E-1 to serve as a locational reference for the site
features mentioned.

Based on available literature, two water supply aquifers are present in the
Great Valley portion (Lehigh Valley) of Lehigh County and within the vicinity
of the Dorney Road Landfill Site. The primary productive zone is a deeper
aquifer associated with the highly weathered, highly fractured Lower
Ordovician and Upper Cambrian carbonate units. The second aquifer is the less
extensive overburden aquifer associated with the intergranular porosity within
the thick residual soils and located where residual soils extend deep enough
to intercept the piezometric surface of the water-table aquifer.

Two aquifers can be identified within the remedial investigation area. These
are the shallow perched aquifer associated with the waste disposal area within
the landfill and the water-table aquifer which underlies the entire study
area. Deep residual soils intersect the water-table aquifer in several
locations; however, this aquifer was evaluated as a single unit within this
report. . : '

Although minor shallow saturated soil zones were detected during the
installation of two of the off-site wells, these zones are believed to be
limited in areal extent. Lateral migration through the vadose zone due to the
mounding within the perched system of the landfill may have resulted in low
level contamination of localized areas in close proximity to the landfill
which are not relatéd to the water-table aquifer. This would explain the
presence of organic compounds present in both upgradient wells and within well
nest MW-7/7D and would explain the slight soil contamination at the upgradient
- lTocation MW-1/1D (as outlined in Section 4.4 of the RI).

The perched system within the 1andfill exhibits two prominent features on the
piezometric surface of the aquifer. These are designated as a groundwater
mound and a groundwater depression. ' The groundwater mound appears to cause
dilution of on-site leachate as exhibited in the groundwater analysis for LMW-
3. The groundwater depression exhibited within the perched system closely
coincides with the pit area of the abandoned iron mining operation. This is
probably due to the presence of coarse pit cleaning material which was
disposed within this portion of the site before and/or during the landfilling
operation. The central portion of this depression is located within the
vicinity or LMW-4. This area coincides with the location of the maximum .

- organic concentrations detected in the on-site, downgradient, and off-site
groundwater. This depression area is believed to be the primary discharge
point for the 1andfill leachate. A possible secondary discharge point is
identified within the 1andfill perched system upgradient of wells MW-3/3D and
MW-4. The observed effect on the water-table aquifer, however, may be related
to the normal infiltration of increased contaminant concentrations within this
area of the site rather than a second area of increased discharge from the
perched system.
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Contaminant ﬁigration from the waste area is primarily viawartical downward W ‘

migration until the water-table is intercepted where upsgsgge controlling
factors for flow within the water-table dictate the horizohtal and vertical
distribution of contaminants migrating from the site area. These controlling
factors are horizontal and vertical gradients, primary fracture orientation
and to a lesser extent the possibility for flow along bedding plane
interfaces. This later controlling factor however is believed to be minimal.

Contaminants emanating from the southern half are transported south/southeast
as indicated by the horizontal gradient beneath the site. This gradient is
not apparently controlled by fracture orientation but appears to be responding
to topographic controls. After contaminants exit along the southern portion
of the site the presence of a major fracture system within this area
apparently diverts flow towards the east/southeast. Contaminants in the
northern half of the site are transported in a northern, eastern and southern
direction in response to horizontal gradients observed in this area. It is
presumed that the contaminant plume is then diverted toward the east/southeast
in response to primary fracture orientation as indicated in the southern
portion of the site. '

The effects of the vertical downward and upward gradients on contaminants
migrating from the site are opposite in nature in that downward (recharge
area) gradients tend to carry contaminants into the deeper portion of the
aquifer and upward (discharge area) gradients tend to prevent migration into
the deeper portion of the aquifer. Since the majority of the site is

underlain by a vertical upward gradient (discharge area), contaminants ' .

migrating from this portion of the site would tend to be transported along a
shallow layer on top of the water-table ({.e., stratification of the water-
table aquifer). This stratification would dissipate with distance from the
site. Although this was indicated within the borehole geophysical survey, the
analytical results of the off-site monitoring wells are inadequate to further
substantiate the prasence of any zonation within the water-table aquifer.

Based on both surface and subsurface soil analytical rasults, two generalized
areas of elevated organic and inorganic contamination can be identified.
These are the areas located within the north-central portion of the site and
the area located at the southern property line and extending into the field
area located immediately south of the site. ‘

A comparison between the waste soils and the underlying natural soils at LMW-7
and LMW-3 was made to estimate the potential for contamination to move from
the waste soil and penetratae the natural soil underneath the landfill. The
comparison was limited to VOCs since they are typically more mobila due to
their solubilities. Four of the six VOCs detected in the waste at LMW-7 were
also found in the natural soils. Seven of the eight VOCs detected in waste at
LMW-3 were also found in the natural sofls. Based on these close chemical
similarities and concentrations between the waste soil and the underlying
natural soil, it can be concluded that a downward migration of site
contaminants from the waste does exist.

ES -5
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surface, sMbsurface waste, subsurface natural, and pervmeter su fd soi]s
These site related contaminants were found to be off-site as we¥ on-site.
These on-site and off-site correlations identified indicate that s1te
contamination is leaving the Dorney Road Landfill.

Due to the lack of any streams within the vicinity of the site, surface water
and sediment samples were only collected from the ponded areas located on top
of the landfill. Six samples were collected, including a duplicate sample.
Interpretation of the data indicates a relationship between surface
water/sediment contamination and soil contamination. Areas of highest surface
water and sediment concentrations coincide with areas of highest surface soil
contamination. Surface water and sediment sample SW/SD-005, located within
the catch basin for the contaminated surface soil area identified contaminants
believed to be associated with surface runoff.

Based on a site reconnaissance performed in September 16, 1987, no readings
above background were detected to indicate the presence of organic vapors,
combustible gases or radionuclides. Analytical results for the quant1tat1ve
air sampling effort indicate that insignificant levels of airborne
contaminants were detected at all locations during the sampling peried.
Evaluation of maximum concentrations for select groups of prevalent
contaminants detected at the site and their corresponding TLVs reveal that
maximum concentrations detected on-site (in the parts per billion, ppb) are
well below acceptable industrial exposure. .
The potential. risks to human health attributed to chemicals present at the
Dorney Road Landfill Site were evaluated under a number of exposure scenarios.
Potential pathways of exposure to chemicals originating at the site under both
current-use and hypothetical future-use conditions were examined. Table E-1
pre?entsda summary of the risks associated with the various scenarios
evaluate

Under current-use exposure scenarios, several pathways identified both
carcinogenic and non-carcinogenic risks exceeding those normally considered
acceptable at. hazardous waste sites. These exposure scenarios include dermal
exposures and incidental ingestion by on-site trespassers of contaminated
soils and surface water and the ingestion of contaminated groundwater by
nearby residents. The surface water hazard was associated only with a small
surface water feature located in the northwest portion of the site. Future-
use scenarios that identified hazards associated with the site include dermal
contact and incidental ingestion of soils by future site residents and the
consumption of groundwater by both on-site and near site residents.
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IDENTIFICATION AND SCREENING OF REMEDIAL TECHNOLOGIES
General response actions are first identified to define seﬁﬁgﬁ?kgeneral
strategies for site remediation. Remedial technologies corrésponding to each
of the general response actions are then identified and evaluated for their
effectiveness and implementability at the site. Technologies retained through
the screening process are subsequently assembled into a range of remedial
alternatives addressing each of the Remedial Response Objectives.

General response actions are broad classes of responses or remedies intended
to meet the remedial action objectives set for the site. Each general
response action defines a specific approach to remediation of the onsite
contamination. While response actions are presented as separate, stand-alone
remediation strategies, two or more may be used in combination to provide a
more comprehensive approach to site clean-up. The following response actions
have been identified to meet the Remedial Response Objectives:

o Minimal/No Action: Implementation of institutional actions and other
indirect methods of reducing exposure to site hazards.

o Containment: Physical isolation of contaminated media to minimize
potential exposure and reduce migration of contaminants to groundwater.

o Removal: Physical removal of contaminated media.

o Disposal: Placement of contaminated media or treatment residue into
secure, permanent storage. Removal action will also be required in
conjunction with disposal.

o JIreatment: Altération of contaminated media to destroy, remove, or
immobilize contaminants. Removal action and/or disposal action may be
required in conjunction with treatment.

Potentially applicable remedial technologies identified to address each of the
five response action categories will be screened using three basic criteria.
These remedial technologies will address only hazards associated with
contaminated solid wastes, soils and surface water. The only surface water to
be addressed is one small pond located in the northwest portion of the site.

The remedial technologies are screened in this section to identify a set of
technologies for use in assembling remedial alternatives. The screening
process is based on the following criteria:

o Effectiveness: The ability of each technology to effectively attain the
. given response action is assessed based on the site-specific conditions.

Technologies which will not effectively achieve the desired goal due to
the nature of the site and site contaminants will be eliminated.
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o Implementabjlity: Technologies will also be evaluated to determine ORIGINAL
whether they can be adequately implemented based on acceptable engineerwgn
practices and administrative considerations.

Relative cost will also be used, to a limited extent, to evaluate technologies
which offer similar effectiveness and implementability in addressing the same
response action. A technology may be eliminated if there exists another
technology addressing the same response action that is equally feasible and
beneficial but less costly. It can not be used to differentiate between
treatment and non-treatment technologies.

The screening process is intended to identify those technologies that are most
appropriate to attain the remedial action objectives, given the site
conditions. This screening process considers major effects and does not
necessarily rely on quantification to identify and eliminate less feasible
technologies. Thirty-two potentially applicable technologies have been
screened to determine their feasibility for use at the Dorney Road Landfill
Site. Fifteen of these technologies have been retained for incorporation into
the comprehensive remedial alternatives.

ASSEMBLY OF REMEDIAL ALTERNATIVES

Based on the remedial response objectives, five remedial alternatives are
developed which provide varying degrees of human health and environmental
protection. These alternatives incorporate the remedial technologies retained
gh;ough the screening process. A discussion of each alternative is providéd
elow. : . -

Alternative No : mal/No 0

The National Contingency Plan (NCP) requires that a "no action” alternative be
evaluated through the detailed analysis to provide a baseline for comparison
to other alternatives. This alternative provides minimal to no protection of
human health and no protection of the environment. The resultant risks
associated with the Minimal/No Action alternative would be the same as those
identified in the Public Health Evaluation included in the RI and the risk
assessment summarized in Section 2 of this report.

Several minimal actions would be required, even with the "no action”
alternative. Thaese are:

o Perimeter Fence
o0 Deed Restrictions
o . Runoff Monitoring
o Groundwater Monitoring

1ternative N 3 S

Alternative No. 2 is intended to provide protection of human health by
eliminating the exposure pathway for solid media.contaminants, but provide
minimal protection of the environment. The soil cover would act as a physical
barrier over the contaminated solid media, thus reducing potential contact and
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incidental ingestion of contaminants. Migration of contaminants from the
solid media- to-groundwater would not be signifitantly reduced, as infiltration
would remain relatively unaffected. Alternative No. 2 includes the following
major components:

Perimeter Fence : : o
Deed Restrictions %
Surface Water Elimination '4% Y
Regrading 4
Runon/Runoff Controls

Soil Cover

Runoff Monitoring

Groundwater Monitoring

Alterpnative No. 3A: RCRA-Type Multi-lLayer Cap

Implementation of Alternative No. 3A is intended to provide protection of both
human health and the environment. The multi-layer cap would act as an
effective barrier virtually eliminating hazards of direct contact and
incidental ingestion of contaminants. In addition, the impermeable cap would
minimize infiltration, thus reducing migration of contaminants from the solid
?e$ia to groundwater. The major components of this alternative are as

ollows:

Q0000000

Perimeter Fence

Deed Restrictions

Surface Water Elimination
Regrading

Runon/Runoff Controls
RCRA-Type Multi-Layer Cap -
Runoff Monitoring
Groundwater Monitoring

0000000

r ve No : -Type Multi-Layer Ca

Alternative 3-B has the same major component and is identical to Alternative
3A except that construction of the multi-layer cap would conform to PA Solid
Waste Regulations (PA Statutes, Title 25, 75.264(v)) rather than RCRA
guidance. The degree of protectiveness is equal with either cap
configuration; however, the cap compliant with PA regulations would be
significantly less costly. The area covered would be the same as that defined
for Alternative 3A.. -~ e } , 1 .
The PADER-compliant cap would consist of a one foot thick compacted earth base
. course, a 50 mil flexible synthetic 1iner, a synthetic drainage layer, and a
two foot thick vegetated loam layer. A gas collection system consisting of a
6 inch thick gravel layer and well type vents would alsc be included beneath
the compacted earth base course. Construction considerations would be the
same as described for the RCRA-type cap.

ES - 10
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Alternative No. 4: Onsjte RCRA Landfi]l

This alternative would provide complete, three-dimensional containment of
waste material, thus minimizing risks to both human health and the
environment. The contaminated solid media would, however, rem ite
indefinitely, posing potential future risks. The following elgkq&ggsgre
incorporated in this alternative:

Perimeter Fence

Deed Restrictions

Surface Water Elimination
Excavation

RCRA-Type Landfill
RCRA-Type Multi-Layer Cap
Runon/Runoff Controls
Runoff Monitoring
Groundwater Monitoring

00000000

Alternative No. 5: Onsi n io

Implementation of this alternative would provide complete destruction of
organic contaminants and subsequent containment of ash residue containing
inorganic contaminants. The result would be maximum protection of both human
health and the environment from risks posed by the contaminated solid media. -
The following components are included in this alternative:

Perimeter Fence

Deed Restrictions

Surface Water Elimination

Excavation . : .
Incineration

RCRA-Type Landfill

RCRA-Type Multi-Layer Cap

Runon/Runoff Controls

Runoff Monitoring

Groundwater @onitoring

SUMMARY OF DETAILED ANALYSIS OF ALTERNATIVES

The detailed evaluation of each alternative is summarized and compared to the
other alternatives through a discussion of the following eight evaluation
criteria: short-term effectiveness, long-term effectiveness, reduction of
Toxicity, Mobility, and Volume (TMV), implementability, cost, compliance with
ARARs, overall protection of Human Health and the Environment, and community
acceptance.

000000000
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Short-Term Effectiveness %4

Potential risks to the local population should not increase during
implementation of any of the remedial alternatives since there are no

~ residents living within 1,000 .ft. of the site. Excavation of the contaminated
waste during construction of Alternatives 4 and 5 would, however, pose low
exposure risks due to inhalation of organic vapors or fugitive dust for
travelers on Dorney Road. Migratory waterfowl and other wildlife currently
residing near the site would be temporarily displaced during construction of
all alternatives, except Alternative 1. -

Workers responsible for implementing the remedial actions may be exposed to
risks associated with dermal contract, incidental ingestion, and inhalation of
organic vapors or fugitive dust during construction. These risks would be
extremely low for implementation of Alternative 1 since work would be
performed at the site perimeter and the construction period would be brief
(Tess than one month). Implementation of Alternatives 2 and 3A/3B could pose
Tow to moderate risks to workers since the contaminated surface soils and
waste would be disturbed during regrading. The duration of the construction
period for Alternatives 2 and 3A/3B would, however, be less than one year.
Implementation of Alternatives 4 and 5 would present moderate risks to workers
due to the extensive excavation and handling of contaminated waste required
and the relatively long construction period (approximately 5 years for
Alternative 4 and 12 years for Alternative 5).

Long-Term Effectiveness

Alternative 1 would provide minimal reduction of the identified, existing
risks by 1imiting access 6f hunters and other site trespassers and deterring
future use of the site. Monitoring of surface and groundwater would indicate
the need for subsequent action. The reliability of the site fence is
relatively high, but is dependent upon continued inspection and maintenance,
while enforcement of deed restrictions would be difficult to ensure.
Monitoring technologies are well developed and reliable, but only indicate the
presence of a problem rather than performing a protective function.

Alternatives 2, 3A and 3B should be equally effective in reducing the risks of
dermal contact and incidental ingestion of contaminated soil, solid waste, and
surface water. Alternative 2 would not be protective of groundwater, while
Alternatives 3A and 3B would reduce infiltration and the associated leaching
of solid waste contaminants to the water table. The reliability of the soil
cover in Alternative 2 is considerably less than that afforded by the multi-
layer caps of Alternatives 3A and 3B. Of the RCRA and PA-type caps, the RCRA
" cap offers slightly greater reliability since a clay liner layer is employed,
in addition to the synthetic 1iner. The potential for future risk would still
existfwith implementation of Alternatives 2, 3A or 3B since contaminants would
be left on site.
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Alternatives 3 and 5 would provide maximum protectivengﬁnnNA%hey eliminate
both exposure risks and leaching of contaminants to grou ter. Properly
constructed, a lined landfill should be very reliable; however, the
reliability is dependent upon continued maintenance and monitoring. In
Alternative 4, contaminants remain on site indefinitely; therefore, there
would be a potential for future risks should the l1andfi11 liner fail. All
organic contaminants would be destroyed in Alternative 5, thus minimizing the
potential for future risks from organics in the event of liner failure.

Reduction of Toxici Mobili and Volum

The TMV of site contaminants would be unaffected .by implementation of
Alternative 1. Alternatives 2, 3A and 3B would provide 1ittle to moderate
reduction of contaminant mobility. These alternatives would reduce the
mobility of surface contaminants, while Alternatives 3A and 3B would also
reduce the mobility subsurface contaminants leaching to groundwater.
Contaminants would be completely immobilized in Alternative 4, but toxicity
and volume would be unaffected. Implementation of Alternative 5 would result
in the most complete reduction of TMV as incineration would destroy all
organic contaminants, while residual inorganic contaminants would be
immobilized within a Tined landfill.

Implementability

Implementation of Alternative 1 would be extremely simple, requiring only the
construction of a fence around the site and periodic monitoring of existing
wells and surface water. Implementation of Alternative 2 should also prove
relatively easy as the civil construction techniques required are well
developed and commonly used. Alternatives 3A and 3B would be ‘somewhat more
difficult to implement due to the complex construction of the multi-layer cap.
Multi-layer cap construction, however, is well developed and should not pose a
major problem with adequate engineering design. Implementation of
Alternatives 4 and 5 would be extremely difficult due to the volume of
contaminated waste to be handled and the necessity for staged construction
with simultaneous excavation and liner construction. Operation and
coordination of the incinerator with excavation and backfilling of the waste
would increase the complexity of the engineering design and site work for
Alternative 5. Implementation of Alternatives 4 and 5 would not be
impossible, but would require complex design and construction techniques.

Cos;

The total capital and total present worth costs for all alternatives are
summarized and presented in Table E-2. '

Compliance wit R
A1l alternatives would be designed to meet action specific ARARs, with the

exception of Alternative 3B which would not comply with RCRA design
requirements for cap construction. No location-specific ARARs were found to
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TABLE E-2

SUMMARY OF TOTAL COSTS FOR ALL ALTERNATIVES" "2

DORNEY ROAD FS

~ Total
Alternative No. Description Capital Cost

1 Minimal/No Action § 120,000
2 Soil Cover $ 5,300,000
IA RCRA Multi-Layer Cap  $13,000,000
3B PA-Type Multi-Layer ‘
Cap -+ $12,000,000
' Onsite RCRA Landfill  $§19,000,000
5 Onsite Incineration  $28,000,000

G

i

32

Total Present
Horth Cost*
$ 760,000
$ 6,900,000
$ 15,000,000

$ 14,000,000

$ 46,000,000
$670,000,000

*Present worth talculated over 30 year period at 5% interest rate.
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be applicable.for any of the remedial actions consideré?“a‘ emical-specific
ARARs were ‘considered as they apply to surface water quality and air quality.
For Alternatives 2, 3A, 3B, 4 and 5, surface water discharged to local
drainage, as well as the treated contaminated surface water, would mest
Pennsylvania Water Quality Standards and Federal Ambient Water Quality
Criteria. Contaminated surface water remaining on site in Alternative 1 would
not meet water quality standards. Controls would be implemented during
excavation in Alternatives 2, 3A, 3B, 4 and 5 to reduce particulate and
contaminant vapor concentrations in air to acceptable levels under State and
Federal air quality regulations. Incinerator emissions would also meet State
and Federal air quality requirements.

Overall Protection of Human Health and the Epvironment

The alternatives evaluated offer a wide range of overall protectiveness from

almost no protection of human health or the environment to maximization of

protection. Alternative 1 would provide minimal protection of human health by
restricting access to the site and no protection of the environment. The

current site-related risks identified in the PHE would be unmitigated.

Alternative 2 would greatly reduce the risks of incidental ingestion and

dermal absorption of contaminated surface water and solid waste by placing a

clean soil cover over the site. The leaching of solid waste contaminants to
groundwater would not be significantly reduced by implementation of this .
alternative. Alternatives 3A and 3B would offer the same protection of human

health as Alternative 2, but with the increased reliability of a multi-layer '
cap. In addition, Alternatives 3A and 3B would prevent infiltration of '
precipitation into the waste, thus.reducing the leaching of contaminants to ,
groundwater. Implementation of Alternatives 1, 2, 3A and 3B would pose /
minimal short-term risks during construction. Alternative 4 would provide

complete three-dimensional containment of the waste material, thus eliminating -
human health and environmental risks. Contaminated solid media would,

however, remain on site indefinitely, with the potential for future release.

Alternative 4 would require approximately five years to implement, during

which time workers would be exposed to moderate health risks. Alternative 5

would afford maximum protection of both the environment and public health

since all organic contaminants would be destroyed and the residual inorganic
contaminants would be completely contained within a lined landfill on site.

However, implementation of this alternative would require about 12 years to

complete, during which time site risks would not be fully mitigated and

workers would be exposed to moderate health risks.

Community Acceptance
To. be addressed after public comment period.
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1.0 INTRODUCTION. ..

The purpose of this Feasibility Study (FS) report is to summarize the process
used to develop and evaluate remedial action alternatives to mitigate public
health and environmental hazards associated with the dermal coptact and
incidental ingestion of the landfill proper (soil, solid waste¥and surface
water) at the Dorney Road Landfill site. Groundwater will be addressed in a
supplemental FS. The FS was performed so that the Pennsylvania Department of
Environmental Resources (PADER) and the U. S. Environmental Protection Agency
(EPA) can select an alternative or alternatives consistent with the goals of
CERCLA as amended by the 1986 Superfund Amendments and Reauthorization Act
(SARA), and the National. Contingency Plan (NCP). In accordance with the NCP,
the appropriate extent of remedy is defined as a "cost-effective remedial
alternative that effectively mitigates and minimizes threats to and provides
adequate protection of public health and welfare and the environment” [40 CFR
300.68(i)]. This FS is based on the information and data presented in the
Remedial Investigation (RI) Report.

The methodology- used in this FS report allows a step-by-step evaluation of
technologies, alternatives and assembled alternatives by progressing through a
series of screenings and evaluations. Initially, general qualitative
information is used. Subsequently, more refined and quantitative information
is used to eliminate from consideration infeasible or otherwise unacceptable
actions. This methodology provides a systematic procedure for identifying and
evaluating alternatives, specifying criteria for determining the magnitude and
importance of effects resulting from the implementation of an action, and
considering measures to mitigate adverse effects. ‘

1.1 SITE LOCATION AND DESCRIPTION

The Dorney Road Landfill Site (Oswald’s Landfill) is located along the
southwest boundary of Upper Macungie Township in Lehigh County, Pennsylvania,
approximately eight miles southwest of Allentown. The site is located on the
United States Geological Survey (USGS) 7.5 minute topographic map, Topton,
Pennsylvania Quadrangle. The site lies one mile southwest of Breinigsville
and 1.4 miles. north-northwest of Mertztown. The site location is shown on
Figure 1-1. -The site is composed of approximately 27 acres of documented
landfill which is bounded to the east by Dorney Road and extends westward such
that the southwest corner of the site is in Longswamp Township, Berks County.

Most of the Dorney Road Site consists of an abandoned landfill surrounded by a
perimeter soil berm. Prior to 1966, the site was an open dump with waste
disposed in an abandoned iron mine pit. Native vegetation was probably
destroyed by prior site activities. From 1966 to 1978, a landfill was

- operated in the same abandoned mine pit. Due to the nature of wastes and/or
the generally thin soil cover at the Dorney Road Landfill, vegetation is
sparse within several areas of the landfill. Sparse vegetation growth can
also be attributed to a 1986 USEPA regrading effort. Several ponds remain on
site following the 1986 USEPA surface regrading effort. Discharge from .the
southernmost onsite ponds is directed to the southeast corner of the site and
then offsite to the south via a riprap channel. Discharge from the
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northeast onsite pond is to the north and offsite to the north via a riprap
channel. -Ground surface elevations range from approximately 430 feet above .
mean sea level (MSL) to 470 ft. MSL. The general layout of the site and

surrounding area is shown on Figure 1-2. oy .7

The land use of the area surrounding the site is essentially rural residéntial
and agricultural. The local area is zoned for agricultural use and the site
is completely surrounded by cultivated farmland where the principal crops are
soybeans and corn for dairy and beef cattle feed. Of the 15,847 acres
available in Upper Macungie Township, 10,952 acres (or 63%) is considered
agriculturai and vacant acres. The remaining 4,895 acres (or 31%) is used for
other purposes. ‘

The population of Lehigh County in 1980 was about 272,000, with a population
projection of about 288,000 by 1990. The population of Upper Macungie
Township in Lehigh County in 1980 was about 7,500, with a population
projection of about 8,800 by 1990. Population within a quarter mile radius of
the site is estimated to be about 20. At present, only one residence is
located within 1,000 ft. of the site and three other residences are located
within 2,000 ft. of the site. The water supp]y for residents of these nearby
homes is groundwater from private wells. _

The Dorney Road Site lies within the Great Valley Physiographic Province area
located in Lehigh and Berks Counties, Pennsylvania. This region is primarily
underlain by carbonate rocks and consists of gently rolling hil]s

Most of Lehigh County (approximately 61%) is considered undeveloped or
agricultural land based on 1986 land use figures provided by the Joint
Planning Commission of Lehigh-Northampton Counties. The remaining acreage has
" been developed for sporadic residential, commercial, industrial, wholesale and

warehousing, transportation, communication and utilities, pub]ic and quasi-
public parks and recreation uses.

Wildlife on and adjacent to the site is quite varied because of its rural
setting of open land and woodland environments. Ringneck pheasant, white-tail
deer, cottontail rabbits, ducks, Canada geese, smaller bird varieties and
small rodents were also observed on site during the RI field activities.

Precipitation data avaiiab]e for the site is as follows:

Maximum Precipitation ‘ 67.7 in./yr.
Average Precipitation . 42.9 in./yr.
Maximum Monthly Precipitation ‘(August, 1955) 12.10 in.
Minimum Monthly Precipitation (May, 1964) 0.09 in.
Station of Record: Allentown-Bethlehem-Easton Airport
Length of Historical Record: 50 years
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Approximate]y 60% of the average annual precipl%°qyon of 42.9 in. per year is
lost to evapotranspiration and 40% is available for surface water runoff and
groundwater recharge. The prevailing winds are from the west-northwest.

1.2 SITE HISTORY, WASTE DISPOSAL, AND PRIOR REMEDIAL ACTION ACTIVITIES

The majority of the site is currently owned by Emory Mabry of Mertztown,
Pennsylvania. A portion of the westernmost protrusion formerly owned by the
Mertz estate is currently owned by Robert Tercha. Other surrounding
landowners included the Kelloggs and Wessners. Prior to 1966, the site was
operated as an open dump with waste being disposed in an abandoned iron mine
pit. In 1966, Harold E. Oswald began operating a landfill at the site. In a
Jetter dated January 8, 1970, the Pennsylvania State Health Center notified
Mr. Oswald that the operation of the site as a landfill constituted a public
health threat and required him to compact the fill and apply cover to the
site. A followup letter on March 9, 1970, indicated that Mr. Oswald had not
complied with this directive.

In June, 1970, a representative from the Pennsylvania Department of
Environmental Resources (PADER) visited the site, noting the approximate
location of an onsite area used for the disposal of sludge from a General :
Electric plant in Allentown, Pennsylvania. According to the PADER, -
approximately 6 cu. yds. of the sludge was disposed each day. The period over
which the disposal occurred is not known. Mr. Oswald applied for a landfill
permit in a submittal dated August 27, 1970. Although the application was
never approved, l1andfill operations continued until December 30, 1978. .

A letter dated November 15, 1972 from the State Health Center to Mr. Oswald
noted the existence of battery casings on site. Notes taken by a State soil
scientist during a site visit on October 26, 1973 indicated that "several
barrels of petroleum products™ were disposed in a trench on site. A State
memorandum dated September 14, 1976 listed the following four wastes that had
been disposed of at the landfill:

0 Approximately one-half of a pickup truck of sludge from the General
Electric Plant.

0 Approximately 25 cu. yds. of sludge from Richard-Carlston, Inc. of
Bathlehem, Pennsylvania.

(] Batteries from Deka Battery of “East Penn.”

o. Approximately 400 1bs. per year of asbestos waste from Atlas Mineral
(city unknown).
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On September 28, 1979, Mr. Edward Reeser of Whitehall, Pennsylvania, applied
for a landfill permit to renew disposal operations at the site, but the permit
was not granted.

On May 21, 1980, approximately two years after the landfill ceased operat;ons,
the Hazardous Materials Branch of the EPA sampled groundwater and leachatéZaf=.
the site. Organic contaminants detected in the samples included petroleum ot
hydrocarbons and halogenated hydrocarbons. Inorganic contaminants detected
included arsenic, cadmium, chromium and lead.

On June 5, 1982, the Annapolis Field Office of the USEPA inspected the site
and $011ected groundwater samples. The results of their analyses are not
available.

On December 8, 1982, PADER representatives collected water and groundwater
samples at the site. High levels of lead were detected in the surface water
and phenols were detected in the groundwater. On January 5, 1983, PADER
sampled water from three residential wells in the area, but no adverse impacts
to the groundwater at these locations were identified. On January 13, 1983,
PADER sampled surficial soils from the landfiil area and on site. Elevated
levels of lead were detected in the soil samples from the landfill.

On April 21, 1983, USEPA Field Investigation Team.(FIT) visited the site and
monitored air quality with an HNu photoionization detector (PID). No readings
above background were detected. .

On April 19, 1984, the USEPA Technical Assistance Team (TAT) collected soil,
sediment and surface water samples from the site. Elevated levels of metals,
phenols, and toluene were detected in the samples.

1.3 OVERVIEW OF REMEDIAL INVESTIGATION

The field activities performed during the Dorney Road RI were conducted in two
phases. Phase Il as authorized by PADER consisted of an additional scope of
work for the collection of additional data and was performed immediately
following the.Phase I RI.

1.3.1 Phase ] Remedia] Investigation

During the Phase I RI, activities performed were:

Air sampling :

Fracture trace analysis

Geophysical investigation (seismic refraction)
Onsite surface water and seep sampling

Onsite sediment sampling ,
Onsite and offsite soil sampling

Monitoring well installation

Groundwater and residential well sampling
Hydraulic conductivity testing

000000000

PRI



Air sampling.was performed to determine the quantity and quality of ambient
airborne contaminants for evaluation of the potenfidaW4kposure to onsite
workers and neighboring populations. The data waSéggad to determine the
appropriate level of protection on site, and to establish the exclusion,
conga?ination reduction, and support zone delineations used during the field
activities.

The fracture trace analysis was performed by an ICF/SRW hydrogeologist to
provide information on the number, size, frequency and orientation of
lineaments. The data were used to assist in locating monitoring wells and for
information regarding the potential for contaminant migration through bedrock.

The geophysical investigation (seismic refraction survey) was performed to
obtain information on the thickness of overburden and the depth to bedrock,
the thickness of the landfill, the condition of the bedrock at the iron mine
pit, and the condition of bedrock at lineaments identified in: the fracture
trace analysis.

The sampling and analysis of the onsite ponds were performed to collect data
on the contaminant concentrations in the standing 1iquid and bottom sediments
in the ponds. The data are to be used to estimate the extent and degree of
contamination and estimate the volumes of liquid and soil to be treated and/or
removed. . -
Onsite and offsite soil sampling was performed to provide data on the
background chemical characteristics of soils isolated from possible site-
related contamination, the degree of offsite migration of contamination, and
the onsite vertical and horizontal extent of contamination. The sampling and
analysis of onsite soils will be used to estimate the extent and degree of
contamination and to estimate volumes of soil to be treated and/or removed.

The objective of the monitoring well installation and groundwater sampling
activities was to obtain site specific geologic, hydrogeologic and potential
groundwater contamination information. Hydraulic conductivity testing was
performed to provide data on the characteristics of the water bearing units
existing at the site.

1.3.2 Phase 1] Remedial Investigation

The additional work performed following the Phase I investigation to further
characterize the Dorney Road Landfill Site was as follows:

(] Monitoring well installation
o- Test boring drilling '
0 Groundwater samplin?

0 Borehole geophysical logging

Monitoring wells were installed to provide additional information on
groundwater contamination adjacent to the site. One well was installed to
determine water quality along a fracture identified during fracture trace
ana}*sisdand a well nest was installed to provide background/upgradient water
quality data.
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One test boring was drilled to estimate the thickness of soil underlylng waste
materials while four borings were drilled to attempt to intercept and confirm
the presence of a shallow, perched groundwater zone.

Groundwater samples were obtained durlng two rounds of sampling of the three
wells installed during Phase II.

Finally, geophysical logging of 7 wells was performed to provide
stratification data encountered in these wells. The drilling methods that
were necessary to install the wells did not provide core samples of the
bedrock that could be used to identify the types of rock in which the wells
were placed.

1.3.3 Summary of Bemegjgl‘lnvestigagjon

The following paragraphs present the major findings and conclusions for each
mgdla sgmp]ed based on the results from the Phase I and Phase II RI data
obtaine

Based on available literature, two water supply aquifers are present in the
Great Valley portion (Lehigh Valley) of Lehigh County and within the vicinity
of the Dorney Road Landfill Site. The primary productive zone is a deeper
aquifer associated with the highly weathered, highly fractured Lower
Ordovician and Upper Cambrian carbonate units. The second aquifer is the less
extensive overburden aquifer associated with the intergranular porosity within
the thick residual soils and located where residual soils extend deep enough
to intercept the piezometric surface of the water-table aquifer.

- Two -aquifers can be identified ‘within the remedial investigation area. These
are the shallow perched aquifer associated with the waste disposal area within
the 1andfill and the water-table aquifer which underlies the entire study
area. Deep residual soils intersect the water-table aquifer in several
locations; however, this aquifer was evaluated as a single unit within this
report.

Although minor shallow saturated soil zones were detected during the
installation of two of the off-site wells, these zones are believed to be
limited in areal extent. Lateral migration through the vadose zone due to the
mounding within the perched system of the landfill may have resulted in low
level contamination of localized areas in close proximity to the landfill
which are not related to the water-table aquifer. This would explain the
presence of organic compounds present in both upgradient wells and within well
nest MW-7/7D and would explain the slight soil contamination at the upgradient
" Tocation MW-1/1D (as will be outlined in Section 4.4).

The perched system within the landfi1l exhibits two prominent features on the
piezometric surface of the aquifer. These are designated as a groundwater
mound and a groundwater depression. The groundwater mound appears to cause
dilution of on-site leachate as exhibited in the groundwater analysis for LMW-
3. The groundwater depression exhibited within the perched system closely
coincides with the pit area of the abandoned iron mining operation. This is
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probably due to the presence of coarse pit cleaning material wiffi€Miias
disposed within this portion of the site before and/or during thredpndfilling
operation. The central portion of this depression is located within the
vicinity or LMW-4. This area coincides with the location of the maximum
organic concentrations detected in the on-site, downgradient, and off-site
groundwater. This depression area is believed to be the primary discharge
point for the landfill leachate. A possible secondary discharge point is
identified within the l1andfill perched system upgradient of wells MW-3/3D and
MW-4. The observed effect on the water-table aquifer, however, may be related
to the normal infiltration of increased contaminant concentrations within this
area of the site rather than a second area of increased discharge from the
perched system.

Contaminant migration from the waste area is primarily via vertical downward
migration until the water-table is intercepted where upon the controlling
factors for flow within the water-table dictate the horizontal and vertical
distribution of contaminants migrating from the site area. These controlling
factors are horizontal and vertical gradients, primary fracture orientation
and to a lesser extent the possibility for flow along bedding plane
interfaces. This later controlling factor however is believed to be minimal.

Contaminants emanating from the southern half are transported south/southeast
as indicated by the horizontal gradient beneath the site. This gradient is
not apparently controlled by fracture orientation but appears to be responding
to topographic controls. After contaminants exit along the southern portion
of the site the presence of a major fracture system within this area
apparently diverts flow towards the east/southeast. Contaminants in the
northern half of the site are transported in a northern, eastern and southern
direction in response to horizontal gradients observed in this area. It is
presumed that the'contaminant plume is then diverted toward the east/southeast
in response to primary fracture orientation as indicated in the southern
portion of the site.

The effects of the vertical downward and upward gradients on contaminants
migrating from the site are opposite in nature.in that downward (recharge
area) gradients tend to carry contaminants into the deeper portion of the
aquifer and upward (discharge area) gradients tend to prevent migration into
the deeper portion of the aquifer. Since the majority of the site is
underlain by a vertical upward gradient (discharge area), contaminants
migrating from this portion of the site would tend to be transported along a
shallow layer on top of the water-table (i.e., stratification of the water-
table aquifer). This stratification would dissipate with distance from the
site. Although this was indicated within the borehole geophysical survey, the
analytical results of the off-site monitoring wells are inadequate to further
substantiate the presence of any zonation within the water-table aquifer.

Based on both surface and subsurface soil analytical results, two generalized
areas of elevated organic and inorganic contamination can be identified.
These are the areas located within the north-central portion of the site and
the area located at the southern property line and extending into the field
area located immediately south of the site.
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A comparison between the waste soils and the underlying natural soils at LMW-7
and LMW-3 was made to estimate the potential for contamination to move from
the waste soil and penetrate the natural soil underneath the landfill. The
comparison was limited to VOCs since they are typically more mobile due to
their solubilities. Four of the six VOCs detected in the waste at LMW-7 were
also found in the natural soils. Seven of the eight VOCs detected in waste at
LMW-3 were also found in the natural soils. Based on these close chemical
similarities and concentrations between the waste soil and the underlying
natural soil, it can be concluded that a downward migration of site
contaminants from the waste does exist.

Levels of contaminants that exceeded background were detected in the on-site
surface, subsurface waste, subsurface natural, and perimeter surface soils.
These site related contaminants were found to be off-site as well as on-site.
These on-site and off-site correlations identified indicate that site
contamination is leaving the Dorney Road Landfill,

Due to the lack of any streams within the vicinity of the site, surface water
and sediment samples were only collected from the ponded areas located on top
of the landfill. Six samples were collected, including a duplicate sample.
Interpretation of the data indicates a relationship between surface
water/sediment contamination and soil contamination. Areas of highest surface
water and sediment concentrations coincide with areas of highest surface soil
contamination. Surface water and sediment sample SW/SD-005, located within
the catch basin for the contaminated surface soil area identified contaminants
believed to be associated with surface runoff.

Based on a site reconnaissance performed in September 16, 1987, no readings
above background were detected to indicate the presence of organic vapors,
combustible gases or radionuclides. Analytical results for the quantitative
air sampling effort indicate that insignificant levels of airborne
contaminants were detected at all locations during the sampling period.
Evaluation of maximum concentrations for select groups of prevalent
contaminants detected at the site and their corresponding TLVs reveal that
maximum concentrations detected on-site (in the parts per billion, ppb) are
well below acceptable industrial exposure.

1.4' OVERVIEW OF PUBLIC HEALTH EVALUATION

The potential risks to human health attributed to chemicals present at the
Dorney Road Landfill Site were evaluated under a number of exposure scenarios.
Potential pathways of exposure to chemicals originating at the site under both
current-use and hypothetical future-use conditions were examined. Table 1-1

. prefentsda summary of the risks associated with the various scenartos
evaluated. ‘

Under current-use exposure scenarios, several pathways identified both
carcinogenic and non-carcinogenic risks exceeding those normally considered
acceptable at hazardous waste sites. These exposure scenarios include dermal
exposures and incidental ingestion by onsite trespassers of contaminated soils
and surface water and the ingestion of contaminated groundwater by nearby
residents. The surface water hazard was associated only with a small surface
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water feature located in the northwest portion of the site. Future-use
scenarios that identified hazards associated with the site include dermal
contact and incidental ingestion of soils by future site residents and the
consumption of groundwater by both onsite and near site residents. The use of
the risks identified in developing remedial response objectives to address the
site are included in Section 3.0 of this report.

1.5 OVERVIEW OF REPORT

Section 1.0, INTRODUCTION, presents general information about the Dorney Road
Landfill site from existing reports and studies. The current conditions of
the site are presented through an explanation of the nature and extent of -
problems identified during the RI field activities. The objectives of the RI
are detailed by each phase and activity. ;

Section 2.0, SITE-SPECIFIC Applicable or Relevant and Appropriate Requirements
(ARARs) presents contaminant-specific and location-specific applicable or
relevant and appropriate requirements (ARARs) that govern the extent of site
remediation. The ARARs are considered in defining response objectives,
establishing target cleanup levels, and developing remedial alternatives.

Section 3.0, IDENTIFICATION OF REMEDIAL RESPONSE OBJECTIVES identifies
specific remedial response objectives to mitigate existing and future threats
to public health and the environment at the site. Site-specific
considerations and assumptions made in devising these objectives are
highlighted.

Section 4.0, IDENTIFICATION AND SCREENING OF REMEDIAL TECHNOLOGIES identifies
general response actions and technologies applicable to those response
actions. Technical criteria used to screen the technologies include the
ability to achieve reduction in mobility, toxicity, or volume; the ability to
treat the wastes encountered at the landfill site (i.e., waste-limiting
characteristics); and the implementability of the technology at the site
(i.e., site-limiting characteristics).

Section 5.0, DEVELOPMENT OF REMEDIAL ALTERNATIVES, presents the remedial
alternatives developed by combining the technologies identified as applicable
to site problems by the screening process detailed in Section 4.0. The
remedial alternatives developed follow the categories required by the Interim
Guidance on Superfund Selection of Remedy (EPA Office of Solid Waste and
Emergency Response (OSWER); Directive No. 9355.0-19; December 24, 1986).

Section 6.0, DETAILED EVALUATION OF ALTERNATIVES, contains the detailed

. analysis of each remedial alternative that was developed in Section 5.0.
Introductory discussions define the detailed evaluation process. Alternatives
are evaluated against effectiveness, implementability, and cost factors. In
addition, the remedial alternatives are summarized and compared against each
other with regard to effectiveness, implementability, and cost.

1 -12

P
Ly JuU



2.0 SITE-SPECIFIC APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARS)

Section 121(d) of the Superfund Amendments and Reauthorization Act (SARA) and
the National Contingency Plan (NCP) (40 CFR Part 300; November 20, 1985)
require that Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA) remedial actions comply with all Federal ARARs. State
requirements must also be attained under Section 121(d)(2){(c) of SARA, if they
are legally enforceable and consistently enforced statewide. ARARs are used
to determine the appropriate extent of site cleanup, to scope and formulate
remedial action alternatives, and to govern the implementation and operation
of the selected action. According to SARA, requirements may be waived by EPA
under six specific conditions, provided that protection of human health and
the environment is still assured. These conditions include the following: -

o - The selected remedial action is an interim remedy or portion of a total
- remedy which will attain the standard when complete;

0 Compliance with such requirements will result in greater risk to human
‘ health and the environment than alternative options;

0 Compliance with such requirements is technically impracticable from an
engineering perspective;

] The selected remedial action will provide an-equivalent standard of
performance using another approach; '

0 The requirement is a state requirement that has been inconsistently
applied; and . '

0 The alternative will not provide a balance between public health and
environmental welfare and the availability of funds to respond to
existing or potential threats at other sites, taking into account the
relative immediacy of the threats. '

In this section, the approach to identifying ARARs for the Dorney Road
Landfi}1 gite.is discussed and ARARs for site-specific conditions are
identified. ' .

2.1 DEFINITION OF ARARs

A requirement under CERCLA as amended may be either "applicable" or "relevant
and appropriate” to a site-specific remedial action, but not both. o

Applicable Requivements: “Applicable requirements® are those cleanup
- standards, standards of control, or other substantive environmental protection

requirements, criteria, or limitations that are generally enforceable under
Federal or State law and specifically address a hazardous substance, remedial
action, location, or other site-specific condition.

"Applicability" 1mpi1es that the remedial action or circumstances &t the site
satisfy all the legal prerequisites for ‘application if the action were not
taken in conformance with Section 104 or 106 of CERCLA. An example of an

2 -1
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applicable requirement would bekhaximum Contaminants Levels (MCL%& ﬁﬁxla site
that causes contamination of a public water supply. 0 éi!”

Relevant and Appropriate Requirements: "Relevant and appropriate

requirements” are Federal and State standards, criteria, or limitations that
are not legally applicable to the site, yet they address problems sufficiently
similar to those found on site that their use is well suited to the particular
site. For example, while Resource Conservation and Recovery Act (RCRA)
regulations are not applicable to closing undisturbed hazardous waste in
place, the RCRA regulation for closure by capping may be deemed relevant and
appropriate. During the FS process, relevant and appropriate requirements are
intended to have the same weight and consideration as applicable requirements.

Other Requirements to be Considered: Federal and State guidance documents or

criteria that are not generally enforceable but are advisory do not have the
status of potential ARARs. Where no specific ARARs exist for a chemical or
situation, or where such ARARs are not sufficient to be protective, guidance
documents or advisories may be considered in determining the necessary level
of cleanup for protection of health or environment.

2.2 TYPES OF ARARs

The ARAR requirements that Superfund actions may have to comply with are .
g;:;ralgy classified into three functional groups. These requirements include
s that are: '

0 Chemical-specific (i.e., requirements that set protective cleanup levels
for the chemicals of concern, or indicate an acceptable limit of
discharge associated with a remedial action);

0 'Location-specific (i.e., requirements that restrict remedial actions
based on the characteristics of the site or its immediate environs); and

0 Action-specific (i.e., requirements that set controls or restrictions on
the design, implementation, and performance levels of activities related
to the management of hazardous substances, pollutants, or contaminants.

Chemical-specific requirements set health or risk-based concentration limits
or ranges in various environmental media for specific hazardous substances.
These requirements provide protective site cleanup levels or a basis for
calculating cleanup levels for the chemicals of concern in the designated
media. Chemical-specific ARARs are also used to indicate an acceptable level
of discharge to determine treatment and disposal requirements that may occur
in. a remedial activity, and to assess the effectiveness of the remedial
alternative. 1f a chemical has more than one such requirement, compliance
with the more stringent ARAR should be performed. For instance, public water
supply and surface water criteria and standards, as well as air quality
standards, provide necessary cleanup goals for the Dorney Road Landfill Site.

Location-specific reduirements set restrictions on the types of remedial

activities that can be performed based on site-specific characteristics or

location. Alternative remedial actions may be restricted or precluded based
2 -2
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on Federal and State siting laws for hazardous waste fac111t1es prdx1m1ty to
wetlands or floodplains, or to manmade featuresisiuth as ex1st1ng landfills,
d1sposal areas, and local historic buildings. These ARARs provide a basis for
assessing restrictions during the formulation and evaluation of potential
site-specific remedies. At the Dorney Road Landfill Site, currently no
potential location-specific ARARs have been identified.

Action-specific requirements are triggered by the particular remedial
activities that are selected to accomplish the cleanup. After remedial
alternatives are developed, action-specific ARARs that specify performance
levels, actions, or technologies, as well as specific levels for discharged or
residual chemicals provide a basis for assessing the feasibility and
effectiveness of the remedies. These action-specific ARARs may include, for
example, hazardous waste transportation and handling requirements, air
emission and water discharge standards, and the RCRA landfilling and treatment
requirements. S . .

2.3 CONSIDERATION OF ARARs

ARARs will be considered in two phases of this study. Phase I consists of the
identification of chemical-specific and location-specific ARARs. These ARARs
will be used during the identification of remedial response objectives,
screening of technologies, and development and screening of remedial
alternatives. An inventory of potential ARARs for each category was prepared
to ensure that all ARARs were considered. The list of potential ARARs was
narrowed based on whether the requirement is legally enforceable at the site
or over site conditions, or whether it would be reasonable to apply the
requirement to site conditions if the site or remedial actions were under its
Jurisdiction. This process was completed usrng checklists of potential ARARs
and othier requirements to be considered.

Phase II consists of the 1dentification of action- specific ARARs that will
control implementation and/or operation of remedial actions identified for the
site, so that the feasibility and effectiveness of the remedy can be assessed.
Potential action-specific ARARs will be identified in Section 2.4.3 and will
be used in Section 5.0 to perform the initial screening of remedial
alternatives. Section €.0 will discuss action-specific ARARs in more detail
in relation to specific alternatives, and will use them to conduct the
detailed analysis of remedial alternatives.

2.4 IDENTIFICATION OF ARARs

Regulations identified as chemical- and location-specific ARARs for existing
site conditions are presented in Sections 2.4.1 and 2.4.2, respectively. To
- be consistent with the NCP definition of ARARs and changes made by SARA, each
section considered four separate.categories, as follows:

0 Federal requirements (app]icable, appropriate and relevant);

0 Pennsy]vania requirements,

] Federal criteria, advisories, and guidance documents; and
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] Penns}lcania criteria, advisories, and guidancel G?*“

2.4.1 Chemical-Specific ARARs

Chemical-specific ARARs for the Dorney Road Landfill Site are identified in
Table 2-1. In- the discussion that follows, these ARARs are described by
affected media requiring remediation (soils) or media that may receive
discharges as a result of remedial action (i.e., surface water and air).
Ground water ARARs will be identified in the final FS.

Surface Water: If a surface water treatment system is installed at the Dorney
Road Landfill Site, the Clean Water Act (CWA), which governs discharges of
priority pollutants into surface waters and establishes Federal Aquatic Water
Quality Criteria (AWQC), is an ARAR for the Dorney Road Landfill Site. Such
discharges will comply with the Federal CWA National Pollution Discharge
Elimination System (NPDES) and Pennsylvania NPDES Permit Program Regulations.
As stated in "Interim Guidance on Compliance with ARARs" (EPA, July 9, 1987),
onsite actions such as surface water discharges need comply only with the
substantive aspects of these requirements, not the administrative aspects.
Therefore, although a discharge permit need not be obtained, the general
requirements of a permit, including compliance with applicable water quality:
standards, must be met. -

Surface water discharge requirements in Pennsylvania are determined on a
case-by-case basis by the PADER. Pennsylvania Water Quality Criteria

(25 Pa. Code §93.1 et. seq.) regulate dissolved oxygen, temperature increase,
pH, turbidity, color and total coliform, and toxic or hazardous chemicals on a
case-by-case basis through biological toxicity assessments with reference to
the AWQC. Therefore, surface water discharge requirements for the Dorney Road
Landfill Site will use AWQC for protection of fresh water aquatic life fo
guidance, before PADER’s case-by-case requirements are determined.

Soils/Sediments: The Toxic Substances Control Act (TSCA) (40 CFR 761, Subpart
G - Polychlorinated Biphenyls Spill Cleanup Policy) governs the cleanup
standards for PCB spills. Because the policy establishes requirements for PCB
spills that occur after the effective date of this policy (May 4, 1987) and
because operations at the Dorney Road Landfill Site ceased in December, 1978,
these requirements are not applicable but are relevant and appropriate to the
site. As stated in an EPA memorandum, “Evaluation of TSCA Requirements as
ARARs for the Re-Solve, Inc. Superfund Site,” July 24, 1987, "spills that
occurred before the effective date of this policy are to be decontaminated to
‘requirements astablished at the discretion of EPA..."

In addition to the Spill Cleanup Policy, EPA promulgated the 1979 TSCA
regulations for the storage and disposal and marking of materials containing
PCBs greater than 50 ppm. Because the Dorney Road Landfill Site operations
ceased prior to 1979, the PCB regulations are not applicable, but are relevant
and appropriate to the disposal practices at the site. However, as the EPA
memorandum states, "50 ppm...is not a public health-based standard, nor is it
designed to attain complete protection of the environment. The establishment
of this regulatory 1imit was based on economic and administrative
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ORIGINAL
(Red)

considerations, as-well as human health and the environment...(The 50 ppm
standard) does not necessarily achieve the objective of Section 121 of
CERCLA." The memorandum identifies health-based cleanup standards based on
risk assessment as the appropriate cleanup level.

No Federal or Pennsylvania regulations specify soil concentration limits for
PCB’s or the other contaminants observed in soil at the site.

Air: Federal Primary and Secondary National Ambient Air Quality Standards
(NAAQS) do not regulate volatile chemical emissions for the compounds present
at the Dorney Road Landfill Site. Federal Ambient Air Quality Standards for
particulate matter do exist and are applicable when evaluating remedial
alternatives with air emissions.

Pennsylvania air regulations promulgated under the Air Pollution Control Act
are applicable to the evaluation of air emissions associfated with remedial
actions at the site. These regulations include regquirements for fugitive
emissions, particulate matter, sulfur dioxide, odor, and visible emissions (25
Pa. Code §§123.1 at. seq.) and ambient air quality standards (25 Pa. Code
§§131.1 at, seq.). The Pennsylvania ambient air quality standards address
settled particulate, beryllium, sulfates, fluorides, and hydrogen sulfide
which are not included in Federal ambient air quality standards.

Pennsylvania’s “Interim Operating Guidance for Air Toxic Substances" provides
a consistent procedure and chronic (annual) low level exposure air quality
guidelines for assessing the potential for public health hazards from new and
modified sources that emit toxic substances. This guidance will be considered
ig the evaluation of source air emissions associated with remedial actions at
the site. ~

2.4.2 Locatjon-Specific ARARs

Location-spacific ARARs for the Dorney Road Landfill Site are identified in
Table 2-2. While the site itself does not contain any regulated physical
features (i.e., wetlands, floodplains), site remediation potentially may
include actions in floodplains such as discharge pipes from water treatment
units, or disruption of wilderness or wildlife refuge areas by the removal of
the onsite ponds.

Wetlands/Floodplains: Executive Order 11988 (40 CFR 6, Appendix A-Protection
of Floodplains) is to be considered for remedial actions that may be located
in floodplains, i.e., Towlands, and relatively flat areas adjoining inland
waters and other flood prone areas. Potentially applicable requirements are
the RCRA Location Standards (40 CFR 264.18b) for treatment, storage, or
disposal facilities located in a 100-year floodplain.

Under Federal law, the CWA (40 CFR, Section 404) and the Fish and Wildlife
Coordination Act regulate activity in the vicinity of wetlands. The CWA
requires that effects on wetlands be evaluated and no activity that adversely
affects a wetland be permitted if a practicable alternative that has less
effect is available. The Fish and Wildlife Coordination Act requires that the
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U.S. Fish-and-Wildlife Services be consulted before a body of water is
modified.

Another location-specific ARAR is the Pennsylvania hazardous waste facility
siting regulation (Subchapter F - 25 Pa. Code §§75.401 - 405) that provides
criteria for siting hazardous waste treatment and disposal facilities.
Although CERCLA remedial actions are exempt from these regulations, the
requirements are still relevant and appropriate since a new facility for
treatment and/or disposal of hazardous waste may be constructed. The
Pennsylavnia hazardous waste facility siting regulations identifies areas
where a facility would not be permitted (e.g., wetlands), and criteria which
identify environmental, social, and economic factors which may affect the
suitability of the site. As stated in "Interim Guidance on Compliance with
ARARs"™ (EPA, July, 1987), CERCLA Section 121(d)(2)(c) puts special limits on
the applicability of State siting laws for hazardous waste facilities that
could result in a statewide prohibition on land disposal. Specifically, to be
treated as an ARAR, the law must meet the following requirements:

(] Generally applicable and formally adopted;

] Based on technical (e.g., hydrogeologic) or other relevant
considerations; and

0 Not intended to preclude land disposal for reasons other than protectioﬁ
of health or the environment.

At the Dorney Road Landfill Site, the Pennsylvania Hazardous Waste

Facility Siting Regulation is relevant and appropriate. Specifically, no
portion of a facility may be located within a wetland or bordering a vegetated
wetland, or-within a 100-year floodplain, unless approved by the State.

Chapter 105 (25 Pa. Code §§105.1 et, seq.) establishes provisions regulating
the construction of dams, reservoirs, water obstructions, encroachments, and
wetlands in the Commonwealth. These regulations may be applied to remedial
actions involving construction within floodplain or wetland areas.

2.4.3 Action-Specific ARARs

Regulations identified as potential ARARs for possible remedial alternatives
are presented in Table 2-3. Major requirements that must be attained are
discussed in the following brief descriptions. Action-specific ARARs for each
“remedial alternative that passes the initial screening are discussed in more
detail in Section 6.0, Datailed Analysis of Remedial Alternatives.

5§35_§g§;1;1g_§: Many RCRA Subtitle C requirements apply because: 1) the
Dornay Road Landfi1l Site contains RCRA-1{sted hazardous waste; and 2) the
progosed r$medial technologies will generally constitute treatment, storage,
or disposal.

RCRA Part 264 requirements that must be instituted for remedial alternatives
that involve construction of onsite treatment, storage, or disposal facilities
include: 1) standards for owners and operators of permitted hazardous waste
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facilities; 2) .preparedness and prevention; 3) contingency plan and emergency
procedures; 4) recordkeeping and reporting; and 5) ground water monitoring.

In addition, all remedial alternatives must meet RCRA closure and post-closure
requirements which would be applicable to onsite remedial actions.

RCRA Part 264, provides three basic closure options, the requirements of which
are appropriate and relevant for CERCLA remedial actions. The clean closure
option requires removal or decontamination of all hazardous constituents, and
it includes very stringent ground water standards. If all hazardous
constituents will not be removed or decontaminated, the l1andfill closure
option may be used. Landfill closure is a containment option and requires a
final cover or cap and a post-closure plan that protects human health and the
environment. The third closure option, alternative closure, is a hybrid
between clean closure and landfill closure requirements, and will go into
effect in November 1988. Alternate closure allows wastes to remain at the
site and does not require a full-closure program or an impermeable cap. The
requirements for alternative closure are based on eliminating site-specific
exposure pathways. Therefore, the potential for direct contact and the
p?tential for leachate contamination of ground water would be required to be
eliminated. '

For remedial alternatives that involve transportation, treatment, storage,
and/or disposal of hazardous wastes, RCRA Subtitle C disposal requirements
(including the Land Disposal Restriction) will be an ARAR. The Hazardous and
Solid Waste Amendments (HSWA) amendments prohibit the continued land disposal
of hazardous wastes beyond specified dates unless EPA determines, based on a
case-specific petition, that there will be "no'migration" of hazardous
constituents from the disposal unit or injection zone for as long as the
wastes remain hazardous, After November 8, 1988, movement of certain
specified excavated hazardous materials to new locations and placement in or
on land will trigger land disposal restrictions. Wastes treated in accordance
with the treatment standards set by EPA pursuant to RCRA Section 3004(m) are
not subject to the prohibitions and may be land-disposed.

Land disposal restrictions for certain "California List" hazardous wastes
apply to liquid wastes containing PCBs greater than or equal to 50 ppm and
other liquid and non-liquid hazardous wastes containing hazardous organic
chemicals greater than or equal to 1,000 mg/kg. Therefore, these restrictions
do not apply to the Dorney Road Landfill Site groundwater, surface water,
soil, sediment or waste. However, land disposal restrictions for
solvent-containing wastes apply to wastes containing specific halogenated and
non-halogenated solvents (F001 to FOO5 wastes), and therefore do apply to
Dorney Road Landfill Site soils. When these wastes are removed, disturbed, or
physically altered during remedial action, "Land Ban" requires that the wastes
" be treated to "Best Demonstrated Available Technology” (BDAT) levels before
the wastes can be placed or replaced on land. BDAT requires levels or methods
of treatment which substantially diminish the toxicity of the waste or
substantially reduce the 1ikelihood of migration of hazardous constituents
from the waste so that short-term and long-term threats to human health and
the environment are minimized. "Land Ban" also prohibits storage of hazardous
wastes, except for accumulation to facilitate recovery, treatment, or
disposal. "Land Ban" is relevant and appropriate since the regulations are
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scheduled to be phased-in over a number of years. Currently, CERCLA actions
that involve solvent-contaminated wastes are exempt from these regulations
until November 8, 13988; however, remedial alternatives for the Dorney Road
Landfill Site will comply with "Land Ban,” and solvent-containing waste will
be treated by BDAT.

Clean Water Act: Several regulations promulgated under the CWA apply when
considering remedial alternatives that involve dredging, ground water
treatment, and discharges to surface water. Although onsite CERCLA actions do
not require permits, the NPDES permit requirements for point-source discharges
must be met, including the NPDES Best Management Practice Program. Thase
requlations include, but are not limited to, requirements for compliance with.
wager quality standards, a discharge monitoring system, and records
maintenance.

Clean Ai CAA): Requirements concerning alternatives that involve
excavation and atr emissions from treatment facilities include the National
Air Quality Standards for Total Suspended Particulates under the CAA. The
specific standards are presented in Table 2-3.

Occupational Safety an a OSHA): Federal OSHA requirements that
regulate worker safety and employee records must be followed during all site-
work. These regulations include safety and health standards for Federal
service contracts and recordkeeping, reporting, and related regulations.

Fish and Wildlife Coordination Act: For proposed discharges to surface water,
the Fish and Wildlife Coordination Act applies, requiring EPA to notify
various Federal agencies of the propased action. .

Pennsylvania Requlatory Rgggjremgnt;: In addition to Federal ARARs, several
Pennsylvania regulations apply to potential remedial alternatives. The
specific requirements are presented in Table 2-3. These regulations include:

- Subchapter C (25 Pa. Code §§75.259 - 75.282) which is consistent with
RCRA, and provides a comprehensive program for the identification,
handling, transportation, and recordkeeping of hazardous waste. These
regulations will be either applicable or relevant and appropriate if they
are more stringent than corresponding Federal. requirements.

- Chapter 92 (25 Pa. Code §§91.1 et, seq.) which is consistent with the
National Pollutant Discharge Elimination System (NPDES) Program and
regulates dischar?es to Pennsylvania surface waters. Remedial :
alternatives involving discharge to surface waters must comply with the
substantive aspects of these requirements, if they are more stringent
that the corresponding Federal requirements.

- Chapter 95 (25 Pa. Code §§95.1 et, seq.) which sets forth waste treatment

requirements for all dischargers including procedures for dealing with
discharges to lakes, ponds, and impoundments.
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- Chapter 102 (25 Pa. Code §8102.1 et. seq.) establishes requirements for
the control of soil erosion and sedimentation resulting from earthmoving
activities and would apply to remedial actions involving earth
disturbance.

- Regulations promulgated under the Pennsylvania Air Pollution Control Act
including 25 Pa. Code §§127.1 et, seq. ,§§8135.1 et. seq., §§139.1 et.
seq., and §§139.1 et. seq.. These regulations may need to be
substantively met if a remedial alternative involves air stripping or
other air emission from a stationary source.

Pennsylvania Guidance Documents: Numerous guidance documents have been
prepared by the Commonwealth of Pennsylvania for facilitating compliance with
state regulations. These guidance documents will be considered where
appropriate in the evaluation of remedial alternatives.

-
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3 0 IDENTIFICATION OF REMEDIAL ACTION OBJECTIVES

In this sect1on, remedial response objectives based on pub11c health and
environmental considerations are developed to support the development and
analysis of remedial alternatives. The results of the public health
evaluations summarized in the Dorney Road RI form the basis for identifying
these objectives. The response objectives are media-specific goals for those
media selected for remediation in the FS and are directed toward the site
landfill proper. Response actions are developed using considerations ‘
presented in the National Contingency Plan (NCP) in 40 CFR 300.68 (e)(2) and
in the Comprehensive Environmental Response Compensation and Liability Act
(CERCLA) Section 121 as amended. Target levels for cleanup of contaminated
media are developed based on guidelines presented in EPA (1986a,b). These
target levels are based solely on health considerations. '

3.1 GENERAL RESPONSE OBJECTIVES

The conclusions of the Public Health Evaluation (PHE) for the Dorney Road
Landfill Site indicated that several potential exposure pathways may pose
significant risks of concern to public health and the environment under
certain assumed exposure conditions. For the purposes of this document 2
target risk considered for remegial action is defined as an excess lifetime
cancer risk of greater than 10°°, or, for noncarcinogenic chemicals, a hazard
index greater than one. This is in accordance with the most recent ARAR
guidance, as cited in the PHE. An excess lifetime cancer risk is the upper-
bound probability that an individual exposed to a given level of a chemical
will, over a )ifetime, develop cancer. EPA guidance recommends development 9f
c]eangp goals in the target excess lifetime cancer risk range of 10°% to 10
A 10°° excess lifetéme cancer risk, for example, is a one in one million
(1/1,000,000 or 10-°) chance that the exposed individual will develop cancer.
As an upper-bound estimate, the actual risk is not 1ikely to exceed the risk
level, and may be lower. A hazard index is the sum of the ratios of the
chronic daily intake (CDI) to the reference dose (RfD) for each
noncarcinogenic chemical; where the CDI represents the average daily dose of
the chemical received by the individual, and the RfD represents a daily
exposure which is likely to be without an appreciable risk of deleterious
effects during a 1ifetime. Therefore, a hazard index greater than 1 would
indicate the daily intake exceeds the value not expected to present adverse
effects, and the potential exists for adverse health effects. For current
site conditions, the pathways of concern are:

0 Direct contact (incidenta] ingestion and dermal absorption) with
contaminated surface sot]s by trespassing by hunting teenagers and/or
adults

'o " Direct contact (incidental ingestion and dermal absorption) with

- contaminated surface water in the drainage feature located in the
- northwest portion of the site; and

(] Ingestion of contaminated groundwater by nearby offsite residents.
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Based on the PHE conclusions, exposure pathways which may pose significant
risks in the future are:

0 Direct contact (incidental ingestion and dermal absorption) with
cgntaTlnated surface soils by children and adults living in all areas of
the site;

o Direct contact (incidental ingestion and dermal absorption) with
contaminated soils during extended construction periods by the
construction workers; and

(1 Ingestion of contaminated groundwater by either onsite or nearby offsite
residents.

The results of the PHE previously identified were used to develop remedial
response objectives to mitigate potential current and future threats to public
health and the environment. For this FS, the objectives of remedial action
were narrowed to address only the direct contact hazards as specified by
PADER. A supplemental FS will address the groundwater hazards associated with
the site. However, one goal of all remedial actions evaluated during this FS
will be that they not hinder future groundwater remediation methods. Actions
that mitigate groundwater hazards while also mitigating direct hazards will be
evaluated more favorably. -

The remedial response objectives for the Darney Road site are:

1. Prevent direct contact (incidental ingestion and dermal absorptioh) with
contaminated soils (and solid wastes) throughout the site by trespassers,
hunters, residents and construction workers;

2. Prevent direct contact (incidental ingestion and dermal absorption) with

cogtaminated surface water located in the northwest portion of the site;

an

3. Implement no actions that could interfere with future groundwater
remediation.

Response objectives must also consider the attainment of chemical-specific and
location-specific applicable or relevant and appropriate requirements (ARARs)
and other guidance for existing and potential future site conditions in
certain media. ARARs are selected by EPA on a site-by-site basis taking into
account the requirements of the Superfund Amendments and Reauthorization Act
(SARA) and site-specific factors such as groundwater usage and classification.

Cleanup Tevels, which are solely toxicologically based, were developed to
support the response objectives outlined above and are discussed in detail in
the following section. It should be noted that no adverse impacts to either
aquatic or terrestrial wildlife were identified in the endangerment
assessment.

0007100



3.2 CLEANUP LEVELS

Cleanup levels were developed for the Dorney Road Landfill site during
preparation of the Public Health Evaluation. Table 3-1 shows standards and
criteria for surface water and Tables 3-2 through 3-4 show concentrations of
indicator chemicals in surface soils at which certain standards, criteria, and
risks will not be exceeded. The cleanup levels in soil are developed using
the residential current and future use scenario and are based on lifetime
exposure through direct contact and incidental ingestion of surface soil.
These cleanup levels are derived using the same methodology that was used to
estimate risk in the public health evaluation (PHE). For carcinogens,
expgsures resu]ging in uyperbound lifetime excess cancer target risk levels of
10°%, 10'5, 10°° and 10~/ are evaluated. This carcinogenic risk range was
selected for evaluation based on Section 9.2 of the Superfund Public Health
Evaluation Manual (USEPA, October, 1986). For noncarcinogens, the exposure
equivalent to a chronic daily intake/risk reference dose ratio of 1 is
evaluated. The chronic daily intakes associated with these target risk levels
are used to derive the cleanup concentrations in soil by back calculation from
the health effects criteria presented in Section 6 of the Dorney Road RI.

The assumptions used in determining target cleanup levels for soil at the site
under the hypothetical future residential use scenario are presented in detail
in Section 6.4.5 of the RI. Some general assumptions follow.

Direct contact with soil under both current and future use scenarios is
comprised of both a dermal absorption pathway and an incidental soil imgestion
pathway.

Under the current’ use scenario, the Dorney Road site is used for recreational
purposes only. The area is used primarily for hunting. It was assumed that
both teenagers and adults would use the area for hunting and consequently two
sets of assumptions, an average case and & maximum plausible case, were
developed for both teenagers and adults.

For the future use scenario, it was assumed that the landfill area has been
converted to residential use. It was assumed that a person would live in the
area until the age of 18 (average case) or would reside in the area for their
entire lifetime (maximum plausible case).

Cleanup levels for surface soil and subsurface soils that would be protective
of groundwater were also estimated. Under this scenario, it was assumed that
groundwater was used as a residential source of drinking water and that
chemicals present in the soil and subsurface soil have the potential to leach
" from these soils into groundwater. Cleanup levels in soil represent the
concentration of a particular chemical that, should it leach to groundwater
and subsequently be ingested_as drinking water, would not result in an excess
human cancer risk of 1 x 10°° or a chronic daily intake to Reference dose
ratio of 1. These cleanup levels are presented in Table 3-5 and 3-6.

[ ]

2R~ R
(WECNUN R0 P



ORIGINAL
(Red)

)

)

*3iul] woLd33ap

3y} ueyl ssa| St JeY] UOLIBAJUIDUOD URAM B U} SI{NSAL ueam ayj Hupie|nd|ed uy iy

U01}2333p 3y} JO jLey-auo Jo asn pue ‘a|dwes auo ur pajdaap A|Luo

*aqqedy (dde jou = yN

*L/6n 0GE Sy 2wi1dji| B A3an0 pasodxd ‘uemny 6) 0L © ul [dNIIN 403 ALOSLAPY Y)|eH

4978 BupyULLQ YdI Y] ‘42A3MOY D|qe|ieAe BJdM

S9719H 40 1IH pasodoad aou pajdope aayjiay,
“(®9861 ‘vd3) S9IIM pue SIIN pasodoad ydiq

"ueam J{433mM0aY,

B N | 00.L€ SOy 8y £b°92 --- --- ouiz
--- === ObSE 89 --- --- --- --- w_mxu_z
=== === "$9°0 L2°0 --- --- --- 2 ANDADH
0001€ 0°€801  00002v 0°080I1 €8  05°'9 --- --- asauebuey
oc 8°'8 00611 1°L29 --- --- --- 0S peay
-—- e-- 812 L°0§ --- --- qOOET --- Jaddo)

56°6 59 2L 0°8¢ --- --- --- 0S umn{moy)
R 61 8§ --- --- --- ol um{wpe)
sce  aea 22 9 --- --- --- --- oy |A42g
085 8°IL 08ve  L°L9L {3 0¢ €l --- 0001 uniaeq

L1 WN obl 621 --- -~ --- 0S _ dtuasay
' . ssopuebaouy
-—- = 0€S  0L°SOf --- --- qoby --- saua Ay
== nee 52 £2°9 ===, == --- ql apiaoLy) (Auip
- .- ——- --- 6 N .- qS aua | AYyjaoa0|yd14)
8 N obL 9°091 === === q000¢ --- -auanio)
.- .e- 1 N ——. . e=- --- --- aua|Ayjaoao|ydeaya)
.an -a- £ VN .- —=a aov— --- auauafys
€ N 091  6°L01 --- --- q089  --- auazuaq(Ay33
.- -e- 02 £b°8 --- -~ - --- ajeieyiyd (Ay3a1q
cee eee .. e --- --- q0L ---  9udlAYIB0R0|Yd4Pp-2° 1
6 ™ —.- ee- Z w --- --- aURYJA0UO[YILP-T° [
- - ob  08°€l 4 N --e === ajeqeyjyd
J -(1/xeyAy3a-2)sig
.—- --- 3| 91°G --- .-~ --- qS auazuag
:sojuebag
(1/6n) (1/6n) (1/6n) (1/6n)
am g Xefq ueayy unmixXey ueayy wnuixey UBSY 91 TN {eatmay)
TSTeR Soe3aRs (OTISUON ToTER S
J3]empunoay LeLIuUopLSDY .

S4 peoy Aauaoq
(e9861) vd1 ay1 Aq paysiiqe}s3 spaepuejs ajetadoaddy pue

JuUeAd|3Y 40 d|qedt|ddy YIiM SUOLIBAIUIDUO) U43JBM ddBJjUnS JO UOSiaedwor)
T-¢ ajqe)

Jotue

v\



*)jup) uojpIdazep

Y} UBYJ $83] S| JUYI UO}IVJIUIIUCD UGaW @ U} SIINSII UBAW Y3 BULININIEI U} Jju})

U0313919p Y] JO JIUY-3UO O asn pue ‘a)dwes suo u} PIIdAIeP AYuo

*21qe3jjdde jou = yN

N N N N 10-316°2 10+382°4 audjeyayden
Vil Wi N v 00+362° 1L 10+388°9 supz
N ] T N 20-3€L°9 00+3£2°Y 19424
N v 17 VN 20-3g2°4 10-399°8 Asndaoy
¥ N T 1] £0-385°8 40-326°S peal
VN L[] N 1] 10-36%°2 10+369° 1 Jaddo)
N N Vi N 20-320°€ 00+321°2 W ywoJyd
VN 11| L] VN £0-320°€ 10-311°2 wnjyidaag
1] 1] 17 10-390°€ 10+321°2 1ouaydIAyIan- Yy
N 1 [] '] N to-3gL°9 L0+3g2°Y UITUIGIAYIa
N T VN N 10-399°1 10+3yL°1L SUIZUIGOI0 14D
N N N 7] 10-390°€ 10+321°2 suouvuadiAyIaN-y
i N N 1T 10-354°9 104352y o 10uayd
VN N T N 10-3€1°9 L0+352°Y syeieyaydiAang-n-14q
N N 1T} . 10-3£2°1 00+399°¢ 230104ayd(1AxaY)14432)8 19
20432272 10+322°2 00432272 $0-342°2 W i uyapy1alg
20+352°1 90+352°4 S0+352°4 y0+352°1 W 1] 10 eyIYd(14xa414439) 849
$0+390°1 90+390° ) £0+390°1 20+390°1 N 1] Wlojo40)14d
$0+359°1 9043591 £0+359°1 20+359°L VN Rl euazuag
90+322°§ £0+322°¢ 20+322°S lo+322°$ N 1] Jjuassy
£0+324°2 - 204324°2 10+321°2 00+321°2 N 17 ] 92d
£0+32€°1 20+32€°1 10+32¢° 1 00+32€°1 \ T 7] SHVd
y-301 1514 <-301 ¥sy 9-301 ¥%1d  Z-301 ¥sid WhTNeN Y. CRETY' I CET 1R

¢

‘!-‘J

~'

4610 Jodud) oW
6)/6W U} SUO}IVIIUIIUCY }}0S 2083INS

0°1 )0 oj3iuy es0Q s3Ualajoy
ASLU/3RUIUL IJUCIYD U0 pIsed
B%/6w U} UCFIVIIUIILOY | |05 SI8HINS

$4 peoy Asudog
110§ 298j4n§ U] JUISIIG $1UILWIYD JOJEI|PU| 03 $I9B3USSL O
2Jnsodx3 JejIUapisay Uo paseg $13Ae dnuea)d

2-¢ 9199



)

NAL

ORIG!

od

»

)

®

: __ RN

' ‘PeIN|BAS JOU = 3N

*3im}) uoj3INep

843 Uyl 898) 8| IPYY UD|INIIUNIUOD UBAT B U} SIINSEJS UTIM BY) BulIeINI|Ed Uy Jjug)
Uo§30918P SY) SO J1RY.8U0 JO sSn pue ‘s|dwes suo uj paidejep AUD “slqedjidde jJou a ¥N

1] 17 ] 11 ] m 10-321°¢ 00+362°2 . susyeyiyden
w 14,] 'L 1} ] - 004359°| 10+326°% g2
1], 17 N m 20-392°2 0043260°1L 11240
N i 12.] ™ 1}.] 20-35¢°4 10-302°% Aamndseyn
v 17 ™ 17] 20-300"1 10-369°2 peey
1L m N m to-301°¢ 00+395°2 Jaddo)
m ] 11 ] 17.] 20-30°€ 10-35%°6 miwosy)
7] L] N o £0-328°€ 20-359°6 uniyAieg
L7 ;] L1 1] 10-320°¢€ 00+3%9°6 Youstd)Ayren- &
™ N 1 1] m 10-3%2°2 1043691 suszueqIAyI]
L 4] L L] L L] L L] 10-360°2 00+301°S 2UDZUIGOLO1Y)
] w N 1] $0-328°€ 00+35%°6 suouwyued)AyIan. y
N 17,] W m 10-3%2°2 1043591 10us4
m N N L/ 10-3%2°2 10+368° | a3myaudjAIng.N-4q
N 14] '] ] 1] 10-255°1 00+302°€ srejeyiyd(1AxayjAy3a)sia
m n an an 1] L] - ugsprogq
90+355° 1L €0+355° 1 7043554 £0+35¢° 1 N m aymjoyIyd(jAxayjAyie)sie
20+431€°1 £0+31€°1 20+31€°4 10+315°1 N L7 . mJ0j0I01Y4)
20+3%0°2 £0+3%0°2 20+3%0°2 10+3%0°2 L] w suszueg
£0+320°2 2043202 10+320°2 00+320°2 m 1] aguesay
204302°2 10+202°2 00+302°2 10-304°2 L L] m : 834
2043%9°4 1043991 00+399°1 10-299°4 N 1], snvd
- ! - - - yestesqy
T EYE[H Ja3UE) SW[3S)§1 punoqdsaan uo pssed
8)3/689 uj SUOEIRIFUSIVOY |08 AR INS . ASjy/aNIU] JjUoIy) U0 PRy

. By/8u Ul UOLINIIUNIUDY 1108 BIVRINS

$4 peoy Asuiog
110§ 33944NS U} JUISRI4 810d(EIY) JOIRI|PU] 03 SIINPY joO
ainsodx3 1943uUspisey UO paseq s)aaa] dnuesy)

g£-£ 8qe)

3-6

UJQ?U;



. : .u_:_.:o_uuouov
Y) ULyl 8SA) §§ IWY) LOLIVJIIUIDUOD UUVIW U U} $IINSII U SYI BULININIIED Uy i)
UOE123I9P Y3 JO J18Y-JuU0 JO ISN pue ‘Ijdwes IO UY PIIIANIP AYuD  *91qed}dde 10U = YN

Vil Vil VA W ~10-31€°9 10+312°1 . uljeqiyden
N ¥l i L 1] 00+3€2°¢ 10+322°9 2
L1 v LIS LI 10-396°1 00+396°2 19494 .
N N N N T 20-30°€ 10-326"S Aandsan "
v N i w 20-394°2 10-391°Y pesl -
- ™ i w o 10-391°9 10¢384°1 19ddo) -
T 7] N N 20-302°2 00+389°} wnjwodyd BN
N N il Vi £0-302°2 10-38%°1 wni)1hasg L
(7] N N W 00+300°0 00+300°0 surAyayden
N N N W 00+300°0 00+300°0 auwe tAuayd1posoddyN-N
1] N VN 17| 10-302°2 10+38Y°1 YouaydiAyIan-y
Ww o W W WA 00+395°1 104396°2 QuU22Uaq14y3 3
Vil 1 1] 7 1] 10-391°Y 00+366°L SUITUIGOI0 YD
1] N 7] VN 10-302°L 10¢38y°1 suouguadiAyIan-y
N N N . WN 00+395° | lel96te 10ueN4 ~
W N ) w N . 20+300°2. £0+358°€ aIveyandiAnIeLg '
bl N L h ! A 10-390°€. . 00+326°S 2IneYId(1Axay14yIa)eig” @
¥0+316° 1 S0+316°1L 90+315°1 20+315°1 7] N aeeqayd(14xay1Ayiadsig
20+322°1 . £04322°1 90+322°1 g0+322°8 i L] wioj04014)
20+396°1 £0+396°1 90+396° 4 S0+306° 1 17 1] suazuIg
10+320°9 20432879 £0+328°9 90+329°9 v 1] . ayuesay
00+319°2 10+319°2 20+431y°2 £0+319°2 N vl 82d
00+32%°L 1043291 20+329°1 £0+329°1 il i SHVd
Z-301 ¥sia 9-301 Js1d S-30) wsid ¥-301 ysid Cunayxey SETTaAY IR
S$YSLY JIIWE) 3w EXY} 0 0 0§39y 9800 @ 938
B3)/bW Ui SUO|IVJIIUIIUGY 0SS @IE}4NS YSJU/9RAIU] IJUOIY) UO paseg

B)/6W U} UOJIVIIUIIUOY )OS PIepIns

$4 puoy Aauaog
1108 320)4NS IINING U} S1LILWIYY JOJWIIPU] 0}
94nsodi3 19§IULPISIY UO Paseg $12A97 dnuea)d

9-£ 31qey

) ) )



—

- .'-\‘-;\?*L

N

\ggé\

*3juy) uvogyoeep
Y3 UBY) SEB] 8§ INY) UOIISIIUSIUCT UEIW B U} SIINISS LIS BY) BujITINIYED U} JjEy)
UOEII8IBP SYY JO J19Y.SUD JO O8N pun ‘ajdwes suo uj peIIeIep Ajug

*a1qedjidde j0u = ¥N

susTUaq 1Ay

™ ™ N m £0+302°Y
N v A4 n £0+390°L SUITUIqOIS YD)
UL 0] 11 N £0+325°¢ youoyd
4] 1 1] N L) ] €0+35L°Y a0 ey3udiAdaega
10+39€°% 00+39¢°Y t0-39€°Y 20-395°9 m 8404040140
10+306°9 004306°9 10-306°9 20-306°9 7] suszueg
10+302°0 00+392°9 10-392°9 20-592°¢ 17 834
204302°6 10+302°§ 00+4202°S -10-302°¢ wm RV
$-301 Y19 G301 189 $-300 ASI9 . Z:300 ASI8 O'l 30 O[itu s%0q sousej8y . Ves[wsqy

T TNNTY TSNy SUTTSTTY PUNSATSaAn TS PR

B8)/8W U} SUO|INIIVENIO) )OS #IWINS

AOYN/ONWIUY IJUOIYY HO PIsEy

B%/8wm U} VO)IVIIUSIVOY 1(OS OWPINS’

84 peoy Asusoq

J930mpuUN0lY Uj 8183{Wsy) Jo3e3jpul O3 ssnsodxu3y
19jJuUspsey SWEINSLT UD PesER 8)8ARY dnuee))

$-£ ?qey

0
[}
™

AR T4
i fuL

[ 4
+
..



‘3wl uojIdaep

agl :n:» $63) S| 1841 UCLILIIUIIUOI UL B U} BIINEIJ UBW YY) BUIVINDYEI U} Jjup)

U0§32333P Y3 30 J1VY-3U0 JO SN pue ‘@dweEs U0 U} PaINWP AW

*21qeajydde Jou = YN

'] v vl (1] S0+390°1L alwjeqIydiAang.u-1a
N N N N 20+392°¢ (19303) saudAX

N ' ‘N 7| y0+351°1 ausnjoy

'] N 17 N £0+302°Y UIZUQI1AYI3
VN Vi N v £0+326°¢ Youayd

'L 'L T VN S0+36L°Y aereyaydidy3aga
10+3£9°2 00+3£9°¢ 10-359°2 20-3£9°2 ' SUYIS0401420430)
10+39g°¢ 00+398°€ 10-399°€ 20-399°¢ N UBYIS0J01YIQ-2 1L
10+39€°Y 00+39£°% 10-39€°Y 20-39€°Y v wWJ0j04014)
10+306°9 00+306'9 10-306°9 20-306°9 'L suszusg
" 20+302°% 10+302°§ 00+302°S 10-302°% N SHVd
%-301 ¥sid ¢-301 ¥%ig 9-301 %619 Z-301 As1d 0'1 Jo O[30y osoq eUalejoy  1eI3jweyy

Sy81d JOduey ou|3I9j11 punoqleddn Uo paseg ASLY/9HOIUL IJUOIYD Uo pased

6)/6w U} SUOLIIIUIIUOY |40S @I8p4NS

B3/6w u} U0)31943U3U0) |jOg @I9ping

JIJUNPUNOIY U} $)0AIWIYD J0IVIEPU| 03 @JnsodN3

S4 peoy AesuJdog

191IUSPISIY QW)Y UO paseg s)aAa) dnuel))

9-£ 3981



- RGN
The soil cleanup levels were developed to aid in the seléﬂﬂxon of general W/
response actions and applicable technologies. An attempt was made to use
varijous levels of risk (i.e., from 10°% to 10'7) to delineate potential "hot
spot" areas of the site on which to focus remediation. For reasons explained
in detail in Section 5.0, a "hot spot" scenario could not be developed. The
major reason precluding a "hot spot" scenario was the inconsistent levels and
locations of contaminants that were encountered randomly at all areas of the
site. The highest concentration of one fraction (i.e., VOA, BNA, etc.) in
surface soils did not match up well with subsurface soil or shallow landfill
groundwater contamination. The conclusion was reached that the site consists
of numerous pockets of waste or disposal areas that vary widely over the site.
As a result, no "hot spot” delineation based on cleanup levels was able to be
determined and all removal and treatment scenarios addressed the entire waste

volume. , z
3.3 CONSIDERATIONS OF APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS
(ARARs)

The response objectives for the Dorney Road site must consider attainment of
ARARs. As previously noted in Section 2, there are no ARARs available for
soils while ARARs are available for surface water. The supplemental FS will
consider ARARs for groundwater. The ARARs for surface water are presented in
Table 3-1. For the soil target levels determined in Section 3.2 (based on
protection for ingestion of groundwater contaminants by chemicals in potable
aquifers which exceed the typical groundwater MCLs presented on Table 3-1.

3-10
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. 4.0 N _AND SCREENING OF REMEDIAL TECHNOLOGIES

The purpose of this section is to identify remedial actions and corresponding
technologies which can be assembled into comprehensive remedial alternatives
capable of achieving the Remedial Response Objectives developed in the
preceding section. General response actions are first identified to define
several general strategies for site remediation. Remedial technologies
corresponding to each of the general response actions are then identified and
evaluated for their effectiveness and implementability at the site.
Technologies retained through the screening process will be subsequently
assembled into a range of remedial alternatives addressing each of the
Remedial Response Objectives.

4.1 IDENTIFICATION OF GENERAL RESPONSE ACTIONS

General response actions are broad classes of responses or .remedies intended
to meet the remedial action objectives set for the site as fidentified in
Section 3.0. Each general response action defines a specific approach to
remediation of the onsite contamination. While response actions are presented
as separate, stand-alone remediation strategies, two or more may be used in
combination to provide a more comprehensive approach to site clean-up. Such
an example would be the use of a treatment action to reduce toxicity and
volume of contaminated material, combined with a containment action to reduce
the mobility of residual contaminants in the treatment product. The following
response actions have been identified to meet the Remedial Response

. Objectives: .

0 Minimal/No Action: Implementation of institutional actions and other
indirect methods- of reduciqg exposure to site hazards.

0 Containment: Physical isolation of contaminated media to minimize
potential exposure and reduce migration of contaminants to groundwater.

0 Removal: Physical removal of contaminated media.

0 Disposal: Placement of contaminated media or treatment residue into
secure, permanent storage. Removal action will also be required in
conjunction with disposal.

0 Jreatment: Alteration of"éontéminated media to destroy, remove, or
immobilize contaminants. Removal action and/or disposal action may be
required in conjunction with treatment.

4.2 IDENTIFICATION OF REMEDIAL TECHNOLOGIES

Potentially applicable remedial technologies identified to address each of the
five response action categories presented in Section 4.1 are listed in Table
4-1. These remedial technologies will address only hazards associated with
contaminated solid wastes, soils and surface water. The only surface water to
be addressed is one small pond located in the northwest portion of the site.

4 -1
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R TABLE 4-1
POTENTIALLY APPLICABLE REMEDIAL TECHNOLOGIERINAL

DORNEY ROAD FEASIBILITY STUDY (Red)
RESPONSE ACTION JECHNOLOGY
Minimal/No Action None

Site Fencing
Deed Restrictions

Containment Soil Cover
Asphalt Cap
Concrete Cap -
Multi-Layer Cap
Regrading
Runon/Runoff Controls

Removal Excavation
Bulk Liquid Removal
Disposal Onsite RCRA Landfill

Offsite RCRA Landfill
Deep Well Injection
Discharge to Surface Water

Treatment . Soil Vapor Extraction
! : Vitrification
Biological Treatment
Water or Solvent Leaching
Supercritical Fluid Extraction
Low-Temperature Thermal Aeration
Oxidation/Reduction
. Ultrasonic/Ultraviolet Treatment
- Solidification/Fixation
Onsite Incineration
Offsite Incineration
POTH Water Treatment .
Private RCRA Facility Water Treatment
On-site Water Treatment

ANCILLARY ACTION TECHNOLOGY
Monitoring ) Runoff Monitoring

Groundwater Monitoring

Landfill Gas Discharge Passive Vents
Active Vents

4-2
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Additional technologies:are identified to fulfill several ancillary action
categories which would be required in conjunction with response actions.
Ancillary actions do not perform a primary function in site remediation,
are necessary for proper implementation of response action techno]ogiesa%;
following ancillary actions have been identified: ' /4

(] Monjtoring: Monitoring of contaminant levels in media leaving the site
to detect potential contaminant migration would be necessary with the
implementation of any action.

0 1_Gas Discharge: Since the site is a municipal landfill which"
produces methane gas, containment actions must include a method for
venting the trapped gas.

Thirty-two technologies identified as being potentially applicable to the site
$ng]ad2r§ssing the response actions or the ancillary actions are presented in
able 4-1.

4.3 SCREENING OF REMEDIAL TECHNOLOGIES

The remedial technologies identified in Section 4.2 are screened in this
section to identify a set of technologies for use in assembling remedial
alternatives. The screening process is based on the following criteria:

0 Effectiveness: The ability of each technology to effectively attain the
given response action is assessed based on the site-specific conditions.
Technologies which will not effectively achieve the desired goal due to
the nature of the site and site contaminants will be eliminated.

0 IJmplementability: ' Technologies will also be evaluated to determine -
whether they can be adequately implemented based on acceptable
engineering practices and administrative considerations. -

Relative cost will also be used, to a limited extent, to evaluate technologies
which offer similar effectiveness and implementability in addressing the same
response action. A technology may be eliminated if there exists another
technology addressing the same response action that is equally feasible and
beneficial but less costly. It can not be used to differentiate between
treatment and non-treatment technologies.

The screening process is intended to identify those technologies that are most
appropriate to attain the remedial actioh objectives, given the site
conditions. This screening process considers major effects and does not
necessarily rely on quantification to identify and eliminate less feasible

* technologies. : : :

Table 4-2 presents the results of technology screening, while additional
discussion and justification are provided in the following subsections.
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4.3.1 Minimal/No Action _ BRIGHAL
- iRed)
Site Fencing: A perimeter fence provides an easily implemented method of
reducing pedestrian and animal traffic across the site, thus decreasing
exposure to site contaminants. Frequent inspection and maintenance is
required to maintain the integrity of the fence. While applicable by itself,
site fencing would also be desirable in conjunction with other site actions.
Fencing will be retained for consideration in developing remedial
alternatives. ‘

Deed Restrictions: Deed restrictions place legal limitations on future
property use. These restrictions would prohibit future uses of the property
that could result in increased exposure to or migration of site contaminants
(e.g. prohibit use of the site for residential development). Deed
restrictions can be easily implemented. However, their effectiveness is
dependent upon continued enforcement which is uncertain. Deed'restrictions
will be retained for consideration in developing remedial alternatives.

4.3.2 Containment

Containment technologies minimize the dermal contact and incidental ingestion
exposure pathways by placing a continuous physical barrier over the
contaminated solids. Because the physical barrier reduces or eliminates
infiltration of precipitation, migration of contaminants from the solid media
to groundwater may also be reduced by the containment layer. Four applicable
containment technologiaes have been identified and an evaluation of the
effectiveness and implementability of each follow:

~1

Soil Cover: A soil cover consists of a compacted clean soil layer overlain by
a vegetative layer which covérs the contaminated solids. The effectivenass of
the soil cover is dependent upon continual inspection and maintenance, as
erosion and cracking are likely to occur. Due to the plastic nature of soil,
however, minor cracks may tend to close themselves and a relatively large
amount of subsidence can be tolerated. Construction would be ralatively easy
and inexpensive, utilizing standard site construction techniques.
Administrative approval may be difficult to obtain as the soil cover does not
satisfy the requirements of RCRA for final cover of landfills. The soil cover
technology will be retained as a low-cost means of providing a containment
action. .

Asphalt Cap: Asphaltic concrete is employed as a containment layer over
contaminated solids. The surface is durable and impermeable, however,
continual inspection and maintenance are required to repair cracking caused by
landfill subsidence and natural freeze/thaw cycles. The asphaltic cap is more
susceptible to cracking than the soil cover due to the material’s stiffer
nature, and thus provides a lower degree of reliability. Construction would
be relatively simple employing basic road construction techniques, however,
administrative approval may be difficult to obtain since RCRA requirements are
not satisfied. An additional consideration is the cost, which is
significantly greater than that for soil cover. The asphalt cap technology
will be eliminated from further consideration since soil cover performs the
same function with greater reliability and at lower cost.
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Concrete- Cap: A concrete cap provides a nearly impermeable barrier %ﬁbffthe
contaminated solids. Cracking, however, would present a significant problem
due to typical landfill subsidence, and would compromise the effectiveness of
the cap. Construction , while not particularly complex, would be extremely
expensive. The concrete cap technology will be eliminated from further
consideration as other capping technologies can provide equivalent
effectiveness at lower cost.

e .

Multi-laver Cap: A multi-layer cap would consist of a number of permeable and
impermeable layers assembled to provide maximum containment, infiltration
reduction and durability. Two multi-layer cap configurations would be
applicable at this site: one satisfying the requirements of RCRA (CFR 40,
Chapter 264) as interpreted in the RCRA Guidance Document, Surface
Impoundments, Liner Systems, and Freeboard Control, July 1982, and one
satisfying PA Solid Waste Regulations (PA Statutes, Title 25, 75.264(v)). The
RCRA cap would include, from bottom up, a two foot thick compacted clay layer,
2 50 mil flexible synthetic liner, a synthetic drainage layer, a two foot
layer of clean earth fill, and a one foot layer of topsoil to support
vegetation. The PA State cap would consist of, from the bottom up, a one foot
compacted earth layer, a 50 mil flexible synthetic liner, a synthetic drainage
layer and a two foot loam layer on top. Both systems would include a gas
collection zone beneath the bottom cap to provide an cutlet for landfill gas.
The synthetic liner and drainage layer would be chosen to be compatible with
the wastes and with each other. Figures 4-1 and 4-2 show representative
sections of the RCRA cap and the PA State cap, respectively.

The muliti-layer cap provides an extremely effective method of containment, as
an impermeable flexible membrane is combined with protective layers to form a
‘barrier highly resistant to failure. The effectiveness of the cap would not
be compromised by typical landfill settlement due to the plastic properties of
the clay or soil layers and the flexibility of the synthetic liner. In
addition, the flexible membrane is protected from frost penetration
(approximately 36 inches in this region) and other effects of weather by the
vegetative layer. Continual inspection and maintenance would still be
required to detect and repair minor erosion and any cracks which might form.
Both the PA State and the RCRA multi-layer cap configurations will be retained
for consideration in developing remedial alternatives.

Rearading: The high areas of the site would be excavated and used to backfill
the existing ponds and low-lying areas, and a slope of about 2% would be
imparted across the site to promote positive drainage. This action would
reduce surface water retention and erosion, thus reducing the migration of
solid media contaminants to surface water or sediment. In addition, regrading
"of the site would be necessary for proper implementation of other containment
options such as capping. Regrading will be retained for consideration in
developing remedial alternatives.
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site by a perimeter dike, and all surface water accumulating on si ld be
diverted to a sedimentation pond prior to discharge from the site.
sedimentation pond would allow suspended solids to settle out of site runoff
prior to discharge, thus reducing sediment load to the receiving stream and
minimizing the migration of contaminated sediment. Such erosion control
measuras would be required with the implementation of a cap or landfill
technology on site. The sedimentation pond would be designed to accommodate
the water volume resulting from a 24-hour, 25-year storm, as stated in CFR
Title 40, Chapter I, Part 264.310. Periodic dredging of tha sedimentation
pond would be necessary to maintain the required storage volume. Runon/runoff
controls will be retained for consideration in developing remedial
alternatives.

4.3.3 Removal

Excavation: Excavation is the only removal technology applicable to the
contaminated solids media. Excavation of contaminated solids would eliminate
the contaminant source, thus reducing exposure risks. Removal must be used in
conjunction with either a disposal or treatment action to provide ultimate
management of the contaminated material. Excavation could be implemented
using standard procedures, however, the volume of material to be removed may
necessitate staged excavation or other special handling requirements.

Runon/Runoff Controls: Surface water would be prevented from rung@g& nto the
TTha

Excavation will be retained for consideration in developing disposal and
treatment remedial alternatives.

Rem : Water would be pumped or siphoned from the onsite ponds,
thus eliminating contaminated surface water from the site. In addition,
surface water infiltration from the ponds causes groundwater mounding and the
formation of leachate seeps along the south border of the site. Removal of
the ponds should eliminate the leachate seeps as well. The ponds could be
drained easily; however, the ponded water in the northwest portion of the site
would require treatment prior to discharge. Bulk liquid removal will be
retained for consideration in developing remedial alternatives.

4.3.4 Disposal

Disposal technologies provide complete, permanent containment of contaminated
solids, thus fully eliminating the exposure pathway. A disposal action would
also require the implementation of a removal action, since contaminated
materials must be placed within a three-dimensional permanent storage unit.
Onsite and offsite RCRA-compliant landfills are identified as applicable
disposal technologies for contaminated solids, and deep well injection is
identified for surface water. Discharge to surface water is also evaluated
here as a means of permanently eliminating clean surface water.

Onsite RCRA Landfill: A RCRA-compliant landfi1l would consist of a double
bottom liner system combined with a multi-layer cap. The bottom liner would
include two flexible membrane liners, a compacted clay layer, a leachate
collection system and a leak detection system. A schematic diagram of the
bottom liner is presented as Figure 4-3. The cap, which would be continuous
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with the bottom liner, would be of the same construction as a multi-layer cap

described previously.

Construction of a RCRA landfill would be performed in several phases as the
contaminated solids are excavated. This is necessary to minimize the amount
of contaminated material exposed and because of limited area available for
temporary storage (stock piling) of excavated solids. Because of the staged
nature, construction would be complex, but not prohibitively so. The
effectiveness of the RCRA landfill is dependent upon continued monitoring and
maintenance for as long as the landfill is in place. Administrative approval
may be difficult as landfilling of unaltered waste does not conform with the
intent of SARA. Ultimate disposal of treatment residues by landfilling would,
however, be acceptable under SARA. Onsite RCRA landfill will be retained for
consideration during remedial alternative development.

Offsite RCRA Landfill; Similar to the previous technology, contaminated
solids or solid treatment residues could be transported to a RCRA-permitted

landfill facility for final disposal. This technology offers the same
effectiveness as the onsite option but with additional short-tarm exposure
risks during transportation. While onsite construction would not be required,
all material would have to be excavated and placed in containers such as 55
gallon drums or lined roll-offs for transportation. Disposal of contaminated
solids in an offsite landfill would be difficult to implement due to limited .-
T1andfill volume available in the area. In addition, the cost of
transportation and landfill use is considerably greater than that for
construction of an onsite facility. Offsite landfilling will be eliminated
from further consideration since it performs the same function as onsite
landfilling, but with slightly lower effectiveness and significantly greater
costs. . ’

W n : Contaminated water is pumped into a well which extends
into a deep formation naturally containing brackish water. The unit must be
below and hydraulically isolated from any aquifers which could be used for
drinking water supply. The disposal option does not conform with SARA nor is
it feasible due to the lack of operating facilities in the area. Deep well
injection will thus be eliminated from further consideration.

Discharge to Surface Water: Water meeting ARAR’s and NPDES requirements could
be discharged directly to the local surface water drainage. This would be
applicable for water contatned in the two ponds in the southwest portion of
the site. While this option would be easy to perform, approval may be
difficult to obtain. Discharge to surface water will be retained for
consideration during assembly of alternatives.
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4.3.5 Jreatment C , L fiiif

Treatment technologies reduce the toxicity, mobility, or volume of _
contaminated solid materials, thus directly decreasing the contaminant source.
Treatment actions are preferred under SARA as they provide permanent reduction
of the contaminant source. While some treatments can be implemented with
contamingted solids in place, most require excavation of the material to be
processe

Soil Vapor Extraction: Volatile compounds would be removed from the
unsaturated soil matrix by applying a negative pressure (vacuum) to wells
drilled into the vadose zone. The negative pressure would volatize compounds
having vapor pressures greater than 20 mm Hg at 25°C, and these would be :
collected through the wells. Vapor extraction is most efficient for removal:
of compounds with vapor pressures greater than 100 mm Hg at 25°C, particularly
water insoluble compounds. iy

- Of s1xteen volatile organic compounds detected in the onsite solid media,
seven could be effectively removed and three could be removed with limited
effectiveness using soil vapor extraction. Six volatile compounds, including
chlorobenzene, would not be removed by this technology, nor would BNAs or
pesticides. As such, soil vapor extraction provides limited effectiveness in
reducing risks associated with the solid media. In addition, vapors extracted
may require additional treatment prior to discharge to the atmosphere. )

Construction would be relatively simple, relying on standard well installation
techniques. The nature of the onsite materials may, however, preclude
implementation. The municipal waste onsite is highly heterogenecus which
would lead to preferential vapor pathways during extraction.- Volatile
compounds would not be removed uniformly from the vadose soil, potentially
leaving areas of high contaminant concentration. Because of limited
effectiveness combined with implementation difficulties, soil vapor extraction
will be eliminated from further consideration.

Vitrification: Contaminated solids would be electrically heated in place
until melted, -then allowed to resolidify to form a vitreous mass. Organic
compounds are incinerated by the high heat produced, while inorganics are
permanently entrained in the resulting glass. Any off-gases are collected and
treated so that contaminants are not released to the atmosphere. Under
appropriate conditions and when properly implemented, the process is highly .
effective at destroying organic contaminants as well as immobilizing inorganic
constituents. , .

Vitrification relies upon high silica content in the contaminated media .

" (usually soil) in order to form a silica glass. In addition, no greater than
5% total organics can be present in the media for effective treatment.
Municipal waste, the primary contaminated medium onsite, contains considerably
greater than 5% total organics and a relatively small percentage of silica
For this reason, vitrification is not implementable at this site.

Vitrification will be eliminated from further consideration.
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Biological. Treatment: Biological treatment consists of promoting the
biodegradation of contaminants by creating favorable conditions for the
microorganisms capable of metabolizing these compounds. The following
parameters can be varied to optimize biodegradation potential: the size and
type of the microbial population, pH, moisture content, oxygen content,
temperature, and nutrient content. The most applicable biological treatment
method for high organics content solids, such as municipal waste, is
compositing, in which solids are excavated and placed in piles or rows where
the above-mentioned parameters can be controlled relatively easily.

The effectiveness of the technology cannot be determined until bench scale and
pilot scale tests are run to identify applicable microbial populations and
associated treatment efficiencies. Several classes of compounds are present
in the solid media including polynucleated aromatic hydrocarbons (PAHs),
chlorinated volatile alphatics, monoaromatics, PCBs, and heavy metals. These
contaminant classes require different microbial cultures for degradation, each
with differing environmental needs. As such, treatment would have to be
performed in discrete phases to address each of the various chemical classes
present. Treatment of such a complex set of compounds is unproven and
substantial research would be required to develop, acclimate, and maintain the
necessary microbial populations. Given the complexity of this system,
biological treatment will be eliminated from further consideration.

Water or Solvent Leaching: Organic or inorganic compounds are removed from
solids by passing an extractant solution (water or other solvent) through the

material. Extraction can be performed in situ, or in a reactor after
excavation. Several different solvents would be required due to the variety
of compounds present with a range of solubility properties. The effectiveness
of this technology in removing contaminants is dependent on the adsorption
coefficient of each of the compounds ‘for the specific media: parameters that
must be determined through laboratory testing of the materials in question.

It is unlikely, due to the high organic content of the waste, that acceptable
extraction efficiencies could be attained. Even if acceptable efficiencies
could be attained a large volume of contaminated leachate would be generated,
requiring further treatment.

Implementation of in situ leaching would be extremely difficult. Flushing and
recovery of leaching solvents would be problematic due to the heterogeneity of
the solid media and the absorbent properties of municipal waste. Excavation
of the solid media with subsequent extraction in reactor vessels would be
implementable, however, several different solvents would have to be employed
in serie$ to extract compounds of the various chemical classes present. ODue
to its limited effectiveness, water or solvent leaching will be eliminated
from further consideration.

Supercritical Fluid Extraction: This technology is similar to water or
solvent leaching, except that a fluid (usually liquified carbon dioxide) at

its critical point is passed through the media to extract contaminants.

Fluids at their critical point (temperature and pressure at which
gaseous/1iquid phase boundary disappears) act as extremely effective solvents.
Compounds entrained in the critical fluid are driven out of solution when the
fluid is returned to standard conditions. Oue to the pressure and temperature
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requirements this process cannot be implemented in situ. Benchégﬂw ilot
testing -wodld be required to determine the‘remOValvefficiency ﬁgble

Implementation of this technology would be problematic due to the wide range
of contaminants presention site, and the heterogeneous nature of the media,
particularly since this technology is still in the developmental stage. Due
to implementation difficulties, super critical fluid extraction will be
eliminated from further consideration

Low Temperature Thermal Aeratfon: This process is similar to soil vapor:
extraction, except that it is performed in 2 reactor vessel with heat supplied
to volatilize contaminants instead of negative pressure. While thermal
aeration would probably be capable of removing all volatile compounds
detected, effectiveness in removing BNA, pesticide, and PCB contaminants would
be 1im1ted The discharge gas may require treatment prior to discharge,
depending on VOC concentrations. Determination of the attainable
effectiveness would require bench or pilot scale testing with the site media.

Implementation would not be particu]ar]y complex, however, a]l material to be
treated must be excavated. Mobile units have been developed and used to treat
soils contaminated with a small range of volatile compounds. Due to its
limited effectiveness in treating non-volatile contaminants, thermal aeration
will be eliminated from further consideration.

Oxjdation/Reduction: Oxidizing or reducing agents are introduced into the
contaminated media where they react with the contaminants to produce less-
toxic compounds. Reduction generally applies to reducing the valencée of
metals such as lead, chromium, silver, and mercury. Oxidation is used to
degrade organic compounds to smaller compounds, ultimately carbon diox1de and
water if the reaction goes to completion

The effectiveness of chemical treatments in mu]ti contaminant app11cations is
limited due to the presence of competing side reactions which consume the
reactant agent and can produce additional contaminants or explosive reactions.
Implementation is also difficult due to the inherent problems in thoroughly
contacting the contaminated solid media with the oxidizing or reducing agents.
Oxidation/reduction will be eliminated from further consideration.

son 0 atment: A slurry made of contaminated solid
material is subjected to ultrasonic and ultraviolet energy within a reactor
vessel. The ultrasonic energy acts to disaggregate the solids and freeing
contaminants from the solid media while the ultraviolet radiation degrades the
organic contaminants. This process has been shown to be effective for
treating PCB-contaminated soil, but has not been demonstrated on multi-
" contaminant waste streams. This technology is still in the experimental stage
of development. Implementation would require the waste to be excavated and
mixed with water to form a slurry, thus increasing the volume of contaminated
material. Due to its developmental status and unproven effectiveness in a
multi-contaminant situation, ultrasonic/ultraviolet treatment will be
eliminated from further consideration.
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Solidification and Fixation: This group of techno]ogie9R “‘esigned to reduce
the mobility of the contaminants within the medium. Soli cation is
accomplished by adding a solidifying agent which reacts chemically with
contaminated solids to form a coherent solid mass. In the fixation process,
chemicals are added which cause the contaminants to bind more tightly to the
medium. The result of both processes is a reduction in contaminant
leachability and a more easily handled waste form. Solidification and
fixation have been proven effective in reducing the mobility of inorganic
contaminants. Implementation, however, is precluded for municipal waste due
to high organic content. As such, these technologies will be eliminated from
further consideration.

Onsite Incineration: Contaminated solids are combusted in a mobile
incinerator located onsite, resulting in complete destruction of organic
constituents. Several processes are available including rotary kiln,
fluidized bed, and infrared incineration. Auxilliary fuel is utilized as
required in rotary kiln and fluidized bed incineration to promote combustion,
while heat is supplied directly by electrical heating elements in infared
incineration.

Incineration effectively destroys all organic material, thus reducing
toxicity, mobility and volume. Inorganic contaminants, however, would not be
significantly affected, and 1andfiliing of the treatment product may be
necessary.

Incineration effectiveness has been well demonstrated at permanent facilities,
although the process has seen only-limited onsite application. Construction
would be relatively easy, as mobile and transportable units are commercially
available. Permitting and public acceptance may be more difficult. Effluent
gases and process water would require treatment. Onsite fncineration will be
retained for consideration during assembly of alternatives.

Offsite Incineration: The process is the same as described for onsite
incineration except that the operation would be performed at a permitted
commercial facility. The following facilities have been identified as
potentially capahle of treating contaminated soil and waste from the site:

(] Chemical Waste Management
SCA Incinerator
Chicago, Illinois

0 Chemical Waste

TWI Incinerator
Sauget, I1linois
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o  Stablex ,
Columbia, South Carolina
o ENSCO |

Eldorado, Arkansas

0 Rollins Environmental Services, Inc.
Bridgeport, New Jersey

Offsite incineration offers all of the advantages of onsite inc1neration, but
with several disadvantages. Large volumes of contaminated material would have
to be placed in containers, such as 55 gallon drums or lined roll-offs, and
transported to the treatment facility, thus increasing handling and short-term
exposure risks. Also, since the treatment facility is responsible for the
ultimate disposal of the treatment residue, treatment costs are higher and
capacity is limited for materials exhibiting low volume reduction.
Incineration facilities may not have the capacity to treat the volume of
contaminated material present at the site. The overall cost of offsite
incineration including transportation is substantially greater than that for
onsite incineration. Due to these disadvantages, offsite incineration will be
eliminated in favor of onsite incineration.

Offsite Water Treatment: Contam1nated water could be transported to either a
publicly owned treatment works (POTW) or a private RCRA-permitted facility for
treatment. Either facility would be capable of effectively eliminating
contaminants from the surface water. Receiving approval from a POTW for
treatment of Superfund-derived waste would be extremely difficult due to
l1iability, while private treatment approval would be relatively easy to
obtain. . POTW treatment will be eliminated, and treatment at a private RCRA-
.permitted facility will be retained.

Onsite Water Treatment: A mobile water treatment unit could be set up onsite
to treat the contaminated water from the ponded area in the northwest portion
of the site. Only volatile oragnic contaminants were detected in this water,
therefore, the most applicable treatment systems would be either activated
carbon adsorption or air strippers. Either of these systems would require
mobilization to the site and preliminary testing to design the treatment
process. Due to the small volume of contaminated water, less than 10,000
gallons, the cost of onsite treatment including mobilization would exceed that
of private offsite facility treatment. On-site water treatment will therefore
be eliminated from further consideration.

4.3.6 Honitoring

* Monitoring technologies would be required in conjunction with any remedial
action to detect potential contaminant migration from the solid media to other
media. Monitoring does not provide direct protection of human health or
environment, but can be used to indicate the failure of an implemented
technology or the need for additional action. Periodic sampling and analysis
would be performed on media leaving the site, specifically, surface water,
sediment, and groundwater. Surface water and sediment (runoff) samples would
be obtained at points where surface water flows from the site. Groundwater
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samples would. be obtained from wells both upgradient and downgradient to
indicate background contaminant concentrations as well as contamination
leaving the site. Runoff and groundwater monitoring will be retained for
consideration during assembly of alternatives.

4.3.7 Landfill Gas Discharge

The site is a municipal waste landfill which produces methane gas by natural
biological action. Therefore, if a containment action is implemented, a
system must be included for the collection and discharge of the landfill gas.
A gas collection layer was discussed in a previous section with the multi-
layer cap. Two options are available for the discharge of collected gas to
the atmosphere; passive vents and active vents.

Passive vents allow the free passage of gas out of the collection layer
through well-Tike vents. Active vents utilize the same venting structure, but
with the addition of a fan or other device to draw a suction through the vent.
Active vents are implemented in situations where gas does not vent freely by
itself or where it is vital that no gas migrates and escapes beyond the
containment layer. The observed conditions at the site indicate that
collected landfill gas would vent freely. In addition, natural venting of the
landfill gas beyond the limits of the containment layer would not pose a
problem as there are no residences or other structures in close proximity.
Therefore, passive vents will be retained for consideration during assembly of
alternatives and active vents will be eliminated.

4.4 SUMMARY A .

Thirty-two potentially applicable technologies have been screened to determine
their feasibility for use at the Dorney Road Landfill Site. Fifteen of these"
technologies have been retained for incorporation into the comprehensive

remedial alternatives. Table 4-3 lists the remedial technologies retained for
assembly of alternatives.
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TABLE 4-3 % "y

TECHNOLOGIES RETAINED FOR ASSEMBLY’OF ALTERNATIVES

RESPONSE ACTION
Minimal/No Action

Containment

Removal

Disposal
Treatment

N ARY ACTION
Monitoring

Landfill Gas Discharge

-

DORNEY ROAD FEASIBILITY STUDY

CHNO
None
Site Fencing
Deed Restrictions
Soil Cover
Multi-Layer Cap
Regrading
Runon/Runoff Controls

Excavation
Bulk Liquid Removal

Onsite RCRA Landfill
Discharge to Surface Water

Onsite Incineration
Private RCRA Facility Water Treatment

 TECHNOLOGY

Runoff Monitoring
Groundwater Monitoring

Passive Vents
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. - 5.0 DEVELOPMENT OF REMEDIAL ALTERNA?;¥E§MZ
: »

In this section, suitable remedial technologies identified in Section 4.0 are
assembled into remedial action alternatives intended to meet the remedial
response objectives. CERCLA amendments, Section 121(b), indicate the
following statutory preferences when developing and evaluating remedral
alternatives:

0 Remedial actions that involve treatments that permanently and
significantly reduce the volume, toxicity, or mobility of the
contaminants or hazardous substances are preferred over remedial actions
not involving such treatment.

0 Offsite transport and diposal of hazardous substances or contaminated
materials without treatment is considered the least-favored alternative
remedial action when practical treatment technologies are available.

0 Remedial actions using permanent solutions, alternative treatment
technologies, or resource recovery technologies shall be assessed.

Based on these statutory preferences, emphasis has been placed on developing
alternatives which, as a principal element, permanently and significantly
reduce the mobility, toxicity, or volume of the waste. Furthermore,
alternatives should be developed to attain the response objectives developed,
as stated in Section 3.0, as follows:

o . The remedial alternative is protective of human health and the
environment.

o The remedial alternative cah attain chemical-'specific ARARs and can be
Amp;emented in a fashion consistent with location- and action-specific
RARs - , , :

0 The remedial alternative uses permanent solutions and alternate treatment
technologies to the maximum extent practicable.

0 The alternatives developed are capable of achieving a remedy in a cost-
effective manner. .

The remedial alternatives must conform to requirements set forth in CERCLA, as
amended, and to the best extent‘practicable, ‘the NCP.

The alternatives developed as part of this FS are source contrel actions.
These actions address hazardous substances st{11 onsite at or near the

" locations where they were originally disposed. The purpose of these types of
actions are to reduce direct contact and prevent future migration by surface
water runoff. Migration by groundwater will be addressed in a supplemental
FSb These remedies seek to remove, stabilize, and/or contain the hazardous
substances.

” .‘,-47-'. ~¢§
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The EPA OWSER Directive No. 9355.0-19, dated December 24, 1986, provides
guidance regarding implementation of CERCLA amendmenté“g@i?é*fects of the new
statute on the remedy selection process. The OSWER dirée¥ive states that
"treatment alternatives should be developed ranging from an alternative that,
to the degree possible, would eliminate the need for long-term management
(including monitoring) at the site to alternatives involving treatment that
would reduce toxicity, mobility, or volume as their principal element". Thus,
alternatives may involve different technologies for different types of wastes,
but vary principally in the degree to which they rely on long-term management
of treatment residuals or low-concentration wastes. The OSWER directive also
indicates that a containment option (involving little or no treatment) and a
no-action alternative should be developed.

5.1 APPROACH OF TECHNOLOGIES TO RESPONSE ACTIONS

Remedial action alternatives were developed using the technologies that passed
the screening process in Section 4.0 (see Table 4-3). The technologies
maintained for further consideration were evaluated for their ability to
successfully attain ARARs applicable to existing site conditions (see Section
2.0), and to achieve response objectives developed in Section 3.0. Based on
site conditions, remedial response objectives were initially developed to
mitigate existing and future threats to public health and the environment. .
¥h$]response objectives identified to mitigate threats to public health are as
ollows:

1. Prevent direct contact (incidental ingestion and dermal absorption) with
contaminated soils (and solid wastes) throughout the site by trespassers,
hunters, residents and construction workers;

2. Prevent direct contact (incidental ingestion and dermal absorption) with
contaminated surface water located in the northwest portion of the site;
and

3. Implement no actions that could interfere with future groundwater
remediation.

5.2 POTENTIAL TREATEENT ALTERNATIVE AREAS AND VOLUMES

An attempt was made to identify a range of treatment alternatives to satisfy
the requirements of the OSWER directive on alternative development. Since
primarily solid materials associated with the 1andfill (soils and solid waste)
are being addressed by this FS, attempts were made to divide areas of the
landfill by contamination and public health hazards, and to selectively
remediate various sections. By varying the amounts of area (and assoicated
contamin;tion and risk) being treated, a range of alternatives would be
generated.

Samples of the onsite solid media (surface soils, subsurface waste soils, and
subsurface natural soils) analyzed during the RI show a relatively random
distribution of contaminants in three dimensions, with no clear indication of
a "hot spot" region. Figures 5-1, 5-2 and 5-3 show the locations of high
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concentrations of volatile organic, BNA and inorganic contaminants deteé%Eg

in
the three media sampled. No spatial trends are apparent with respect tc&;:4éy
either contaminant type or medium; therefore, regions of relatively high'qV
contaminant concentration cannot be defined. The entire landfill area must be
defined as the primary contaminant source for consideration in development of
source control remedial alternatives. Figure 5-4 shows the area of the
landfill and depth to the bottom of the waste pit based on RI borings. The
northeast portion of the site is not included in site cleanup since dieldrin
was the only contaminant detected and was attributed to agricultural land use
rather than the site. '

In conclusion, discrete regions of contaminated solid media related to
specific health risk levels cannot be delineated for the Dorney Road Landfill
site. As a result, a range of treatment alternatives was not developed based
on remediation of contamination "hot spots”.

5.3 ASSEMBLY OF REMEDIAL ALTERNATIVES

Based on the remedial response objectives, five remedial alternatives are
developed which provide varying degrees of human health and environmental
protection. These alternatives incorporate the remedial technologies retained
through the screening process of Section 4. Figure 5-5 presents an array of
the five remedial alternatives and their component technologies. A detailed
discussion of each alternative is provided below. i

5.3.1 Alternative No, }: Minimal/No Actjon

The National Contingency Plan (NCP) requires that a "no action” alternative be
evaluated through the detailed analysis to provide a baseline for comparison
‘to other alternatives. This alternative provides minimal- to no protection of
human health and no protection of the environment. The resultant risks
associated with the Minimal/No Action alternative would be the same as those
identified in the Public Health Evaluation included in the RI and the risk
assessment summarized in Section 2 of this report.

Several minimal actions would be required, even with the "no action"
alternative. These are:

Perimeter Fence
Deed Restrictions
Runoff Monitoring
Groundwater Monitoring

0oo0oo0o

A plan view of the site showing'the proposed fence and monitoring locations is
" presented on Figure 5-6. Implementation of the remedial technologies is
discussed below. =y

eter Fence: A chain -1ink fence would be constructed around the site
perimeter to reduce pedestrian and animal traffic across the site. No fence
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currently exists at the site. Approximately 6,600 linear feet of fencéy@ould
be erected to enclose the entire area of concern. Semi-annual inspections
would be required to detect breaches in the fence and maintenance would be

ongoing for as long as contaminants remain on site.

Deed Restrictions: Legal restrictions would be placed on the use of land
within the site boundaries. A clause prohibiting future development or
excavation of the contaminated areas would be added to the property deed or -
deeds, which include the site.

Runoff Monitoring: Surface water currently drains from the site at two
locations: the northeast corner and the southeast corner, both along Dorney
Road. Samples of both sediment and surface water would be collected from
these locations and analyzed for TCL compounds on a semi-annual basis. Runoff
monitoring would be used to detect migration of contaminants from solid waste
to surface water and sediment and ultimately off site. Increases in
contaminant levels in surface water or sediment leaving the site could
indicate the need for further remedial action to adequately protect human
health and the environment. Monitoring would be required for as long as
contaminants remain on site. '

Groundwater Monitoring: Groundwater would be monitored both upgradient and
downgradient of the site to detect changes in groundwater quality due to °
leaching of landfill contaminants. Groundwater flow beneath the site is ~
generally from northwest to southeast. Existing well nests MW-2, MW-3, and
MW-5 are located downgradient of the site and well nest MW-1 is located
upgradient (see Figure 5-6). Each nest consists of a shallow and a deep well
and would be adequate for monitoring purposes. Samples would be obtained from
both the shallow and deep wells at each of the four well nests on a.semi-
-annual basis. Full TCL analyses would be performed, with results recorded on
a permanent record. Increases in contaminant concentrations may indicate the
need for additional remedial action to adequately protect human health and the
environment.

5.3.2 Alternatjve No. 2: Soil Cover

Alternative No. 2 1s intended to provide protection of human health by
eliminating the exposure pathway for solid media contaminants, but provide
minimal protection of the environment. The soil cover would act as a physical
barrier over the contaminated solid media, thus reducing potential contact and
incidental ingestion of contaminants. Migration of contaminants from the
solid media to groundwater would not be significantly reduced, as infiltration
would remain relatively unaffected. Alternative No. 2 includes the following
_major components: o | Co

Perimeter Fence

Deed Restrictions

Surface Water Elimination
Regrading

Runen/Runoff Controls
Soil Cover

000000
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QRIGINAL

0 Runoff.Monitoring {Red)

] Groundwater Monitoring

A plan and a cross section of the site showing implementation of the above
technologies are presented on Figures 5-7 and 5-8, respectively. Following is
a detailed discussion of how each component of this alternative will be
implemented. The previous discussions of the perimeter fence, deed
restric;ions, and groundwater monitoring are applicable here and will not be
repeated.

Surf Water m on: The two existing onsite ponds and a surface water
feature in the northwest portion of the site must be eliminated to allow
proper construction of the soil cover. In addition, the remedial
investigation indicated that the leachate seeps in the south of the site are
largely a result of groundwater mounding caused by the infiltration of surface
water from the ponds. Therefore, removal of the onsite ponds would eliminate
groundwater mounding, and greatly reduce or eliminate the leachate seeps.

A total of approximately 700,000 gallons of water are contained in two ponds
located in the southwest portion of the site and two smaller ponds located in
the north-central portion of the site. On the basis of -the Public Health
Evaluation, contamination in the ponded water poses no health risks greater
than acceptable limits. Therefore, the ponds can be drained and discharged to
existing surface water drainage systems off site. A centrifugal pump would be
used to pump the water from the ponds to the natural drainage at the northeast
corner of the site. Although pond sediment does not pose a health risk, a
filter would be employed to reduce the suspended solids load of water entering
the receiving drainage. Filtered solids would be returned to the pond areas
at the completion of pumping. Based on the capacity of existing surface
drainage features, ‘it is estimated that the ponds could be pumped dry in a
period of 24 hours. :

The surface water collection feature located in the northwest portion of the
site (less than_g,ooo gallons) was contaminated and generated a cancer risk
greater than 10 = during the performance of the PHE. The water in this
feature will be pumped out and transported offsite for treatment at a
permitted RCRA facility.

Regrading: Regrading is required to provide positive drainage_ across the
site, preventing the retention of surface water. The surface of the Jandfill
would be graded to generally slope toward the north. The landfilled "tongue"
projecting toward the west would be graded to drain to the south and west. A
perimeter ditch would be constructed, designed, and graded to intercept alil
runoff from the 1andfill and to conduct the water to the southeastern corner
of the site where offsite discharge would be to the east. A culvert beneath
Dorney Road would be required.

5-11
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Approximately 110,000 cu. yds. of soil would be cut from high areas on site
and used to fill 1ow areas. This would include filling the drained ponds
Regrading of the site could be completed in approximately three months.

Runon/Runoff Controls: " A dike and diversion ditch system would be constgutzsd
around the site to eliminate site runon and to divert runoff to two kel
sedimentation ponds. A 6.5 million gallon pond would be constructed at the
northeast corner of the site to receive the majority of site runoff. A 2
million gallon pond would be constructed at the south of the site to receive
drainage primarily from the outslopes around the southern half of the site.
Locations of these ponds are shown on Figure 5-7. These ponds would be of
sufficient size to contain all onsite runoff from a 24-hour, 25-year storm
while still allowing two feet of freeboard. Relatively sediment-free runoff
would be discharged from the ponds via perforated riser pipes. Periodic
dredg:ng of the sediment ponds would be necessary to maintain the storage
capacity.

Soil Cover: After the site is regraded, a uniform layer of clean soil would
be placed over the surface to prevent contact with contaminated solid media.
The soil cover would consist of a 2-ft. thick layer of clean, random earth
fi11 overlain by a 6-in. layer of topsoil. The clean fill layer would be
compacted, while the topsoil would be Jeft uncompacted to. allow for plant -
growth. The soil cover would be vegetated with resilient, perennial plants to
reduce erosion.

Approximately 110,000 cu. yds. of clean, random fill and 28,000 cu. yds. of
topsoil would have to be purchased to cover the 35 acres of contaminated area
on site. Construction would require approximately three to six months, and
could be performed as regrading work proceeded to minimize total construction
time. Complete implementation of this alternative, including pond
elimination, site grading, and soil cover construction, could be accomplished
in approximately six months to one year. In addition to initial construction,
periodic maintenance would be required. Periodic maintenance would include
annual inspections, repair of any erosion features, replacement of any eroded
topsoil and reseeding and care of vegetation

Runoff Monitoring: Since all surface water would be redirected to the
sediment basins in the north and south prior to leaving the site, monitoring
would be required at the basin discharge points. The procedure and frequency
of sampling would be the same as described for Alternative No. 1.

5.3.3 Algegnagj!g No. 3A: RQRA -Type Mu]ti-Lazer Cap

.Implementation of Alternative No. 3A is intended to provide protection of both
human health and the environment. The multi-layer cap would act as an
effective barrier virtually eliminating hazards of direct contact and
incidental ingestion of contaminants. In addition, the impermeable cap would
minimize 1nfiltration, thus reducing migration of contaminants from the solid
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?e?}a to groundwater. The major components of this alternative are as
ollows: . '

Perimeter Fence

geeg Restrictig?: : :
urface Water mination
Regrading . ﬁ\‘\'.\gjri!‘ﬁl.

Runon/Runoff Controls
RCRA-Type Multi-Layer Cap
Runoff Monitoring :
Groundwater Monitoring -

0O0O00O00OO0OCO

A plan view and cross section of the site showing implementation of the
proposed alternative are presented on Figures 5-9 and 5-10, respectively. All
techno1o?1es, except the multi-layer cap, would be implemented as discussed
previously.

RCRA Multi-layer Cap: A multi-layer cap compliant with RCRA guidelines (RCRA
Guidance Document, Surface Impoundments, Liner Systems and Freeboard Control,
July 1982) would be constructed to cover all contaminated solid media on site.

Several construction options are available, each with associated advantages
and disadvantages. The RCRA compliant cap could be constructed over the -
entire site, including the western “tongue” and the extension to the north, or
contaminated material from one or both of these "extensions" could be
excavated and used to grade the rectangular central portion of the site. The
excavations would be backfilled with clean earth fill and the cap would be
constructed over the central portion of the site only. Consolidation of
material into the center of the site would reduce the area of the multi-layer
cap and render the excavated areas uncontaminated. A detailed analysis was
performed comparing capping the entire site with excavating the western
tongue, then capping only the central and northern portions of the site.

The western tongue comprises approximately 2.25 acres and an estimated 100,000
cu. yds. of contaminated landfill waste and soil. Excavating this material
and using it to regrade the other portions of the site would reduce the area
to be capped by 2.25 acres and, consequently, the cap construction cost is
estimated to be about $570,000 less. The volume of material to be excavated
is roughly the same as that required to regrade the site; therefore,
excavation and regrading costs would be approximately equal for either option.
The cost to backfill the excavation with clean material would be associated
only with the excavation option and would add about $1,200,000 to the cost.
The net result would be an estimated cost increase of $630,000 to reclaim 2.25
acres. In addition, excavation of waste material from the tongue would resu1t X
in 1ncreased exposure risks during construction.

Potential benefits of moving the waste from the tongue area to the central
portion of the site prior to capping are outweighed by the increased cost and
added risks. Similarly excavation and consolidation of waste from the north
extension of the site can be eliminated, since a larger area and waste volume

§-15
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{Req)
are involved. Therefore, the most advantageous option would be to cap the
entire sité, without moving waste.

The RCRA-compliant cap would be constructed over an area of approximately 35
acres, and would consist of the following: 2-ft. compacted clay layer, 50 mil
flexible synthetic liner, synthetic drainage layer, 2-ft. vegetative zone, and
gas collection system. In addition, 1 ft. of compacted earth would be placed
over the regraded site surface to ‘provide a solid foundation for the cap. The
vegetative zone would consist of a layer of topsoil underlain by a layer of
compacted earth to prevent root penetration through the impermeable liner.

Gas collection would be accomplished by a system of 54 well-type vents
screened through a high permeability gravel bed located beneath the impervious
layers. The synthetic liner and drainage layer would be chosen to be
compatible with the waste materials and with each other. Seams in the
synthetic liner would be thermally welded to produce a continuous sheet and
gas vents would be sealed to the liner by means of specialized collars to
maintain liner integrity. A representative section through the RCRA cap is
presented on Figure 5-11. -

Construction of the cap, including regrading of the site, could be completed
in about one year. As with the soil cover, periodic maintenance would be
required, including seasonal care of cap vegetation and quarterly inspections.

It is also assumed that the vegetative layer would require replacement every
10 years.

5.3.4 Al;grgé;jxg No. 3B; PA-Type Multi-layer Cap

Alternative 3-B has the same major component and is.identical to Alternative

- 3A except ‘that ‘construction of the multi-layer cap would conform to PA Solid
Waste Regulations (PA Statutes, Title 25, 75.264(v)) rather than RCRA
guidance. The degree of protectiveness is equal with either cap
configuration; however, the cap compliant with PA regulations would be
significantly less costly. The area covered would be the same as that defined
for Alternative 3A. Figures 5-9 and 5-10 are applicable to this alternative,
as well as Alternative 3A, and show a plan view and cross section of the site
with implementation of the cap.

The PADER-compliant cap would consist of a one foot thick compacted earth base
course, a 50 mil flexible synthetic .liner, a synthetic drainage layer, and a
two foot thick vegetated loam layer. A gas collection system consisting of a
6 inch thick gravel layer and well type vents would also be included beneath
the compacted earth base course. Construction considerations would be the
_same as described for the RCRA-type cap. A representative section through the
cap is presented on Figure 5-12. ,

As with the RCRA-type cap, construction (including regrading) could be
completed in about one year. Seasonal maintenance of the vegetation and

quarterly inspections would be required, as well as replacement of half of the
Toam layer and revegetation every ten years.

5-18
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5.3.5 Altarnative No. 4: Onsite RCRA Landfill

0000000 O0OO0O

This alternative would provide complete, three-dimensional containment of
waste material, thus minimizing risks to both humamdigglth and the
environment. The contaminated solid media would, however, remain on site
indefinitely, posing potential future risks. The following elements are
incorporated in this alternative:

Perimeter Fence

Deed Restrictions

Surface Water Elimination

Excavation

RCRA-Type Landfill

RCRA-Type Multi-Layer Cap

Runon/Runoff Controls

Runoff Monitoring

Groundwater Monitoring
Figures 5-13 and 5-14 show a plan view and a cross section of the site with
the proposed remedial actions. Implementation of technologies not previously
addressed is discussed in detail below.
Excavation: A1l contaminated solid material detected during the remedial
investigation would be excavated and placed in a lined landfill constructed on
site. Excavation would be performed in stages to allow simultaneous
construction of the landfill bottom liner.

A total of approximately 1.5 million cu. yds. of contaminated waste would be
excavated from depths ranging from 18 to 48 ft. Much of the excavation would
require a dragline due to the depth and volume of material. In each phase of
construction, the excavated material would be temporarily stored in a covered
storage area where it would be dewatered under its own weight. Water Jost
during dewatering would be permitted to evaporate and any remaining water
would be collected, treated, and discharged. The bottom of the waste pit
would be smoothed and sloped to provide a foundation for construction of the
bottom liner system. After the bottom liner is constructed, the dewatered
waste would be backfilled within the liner and compacted. While the methods
employed for excavation are well developed and in common use, staging of the
removal with simultaneous liner construction would require complex design.

RCRA-Type Landfi]l: A liner system conforming to RCRA guidelines would be
constructed to contain all contaminated material on site. This liner system
would extend across the rectangular central portion of the site and material
from the western tongue and northern extension of the existing landfill would
be placed within the liner. The western tongue and northern extension would
be backfilled with clean fill, thus reclaiming these areas. Although this is
not practical for the capping alternative, as evaluated previously, it is
feasible with this alternative since excavation of all contaminated material
is required in any case.

5-21
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A RCRA-compliant landfill would consist of a continuous bottom liner system
and multi-layer cap. The cap would be the same as that discussed under
Alternative No. 3, and the bottom liner would consist of the following: 2-ft.
compacted clay layer, primary and secondary 50-mil flexible synthetic Viners,
leachate collection system, and leak detection system. Figure 5-15 shows a
schematic cross section of the bottom liner system. The leachate collection
system functions to collect and remove leachate from the waste material placed
in the landfill. Leachate would be pumped from the system and hauled to a
public or private treatment facility for disposal. The leak detection layer
is designed to rapidly convey any leachate which may leak through the primary
liner to a sump, thus providing quick detection of liner failure. A secondary
liner system consisting of a synthetic membrane and a compacted clay layer,
provides additional containment in the event of primary liner failure.

ORig
(R

Construction of the liner system would be performed in stages during
excavation. Excavated material would be temporarily stockpiled on site while
the bottom liner is excavated, then placed within the liner system and covered
with the multi-layer cap. The synthetic membrane of the cap would be
thermally welded to the primary synthetic membrane of the bottom liner system
to provide total containment of the waste in three dimensions. The bottom of
the proposed landfill would be at about 420 ft. above mean sea Tevel (MSL) and
the top would be mounded approximately 20 ft. above the present ground .
surface. The mounding would be necessary to accommodate the material from. the
north and west tongues. The groundwater surface beneath the site would range
from about 390 ft. MSL in the south to 400 ft. MSL in the north after the
removal of the onsite ponds. The proposed construction of the landfill would
allow a 20 ft. interval between the bottom of the liner system and the water
table, which is greater than the minimum 6-ft. interval required under RCRA.

The construction process would be extremely complex because it would be
performed in multiple phases with simultaneous excavation, backfill, and cap
construction. Similar projects have, however, been successfully completed.
The construction time for completion of the landfill, including excavation,
bottom liner construction, backfill of waste, and capping, would be
approximately five years. Ongoing maintenance requirements would include
continued pumping ‘of the leachate collection system and monitoring of the leak
detection system, in addition to the cap maintenance discussed for the
previous alternative.

5.3.6 Alternative No, 5: Onsfite Incineration

Implementation of this alternative would.provide complete destruction of
organic contaminants and subsequent containment of ash residue containing

. inorganic contaminants. The result would be maximum protection of both human
health and the environment from risks posed by the contaminated solid media.
The following components are included in this alternative:

0 Perimeter Fence
0 Deed Restrictions
o Surface Water Elimination

5-2¢
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Excavation

Incineration _

RCRA-Type Landfill : 0 .
RCRA-Type Multi-layer Cap v i EWQWM
Runon/Runoff Controls o Yio ﬂﬁ%ﬂ {

0000000

Runoff Monitoring
Groundwater Monitoring

Figures 5-16 and 5-17 show implementation of the above components in plan view
and cross section, respectively. The significant difference between this
alternative and Alternative No. 4 is that contaminated solids would be
incinerated prior to placement in a smaller RCRA-type landfill. Containment
of the ash would be necessary since inorganic contaminants would not be
destroyed during incineration.

Incineration: All contaminated solid material detected during the remedial
investigation would be excavated, incinerated, and the remaining ash placed in
a2 RCRA-type landfill on site. A large incinerator capacity would be required
to process the contaminated material in a reasonable time. It is estimated
that an incinerator capacity of about 450 tons/day would be required to
process the estimated total 1,500,000 cu. yds.in a 10 year period, which is
about the capacity of a moderate sized municipal solid waste incinerator
serving a metropolitan area. The incinerator installation would be
constructed on the northeastern portion of the site. A flue gas treatment-
system would be required to prevent violation of air emissions standards.
Preprocessing the wastes by classification and shredding would be required.

Contaminated solids would be excavated at a rate consistent with the
incineration rate to minimize storage requirements. A small amount of
material would be stockpiled, however, to allow for unexpected decreases in
excavation production. Prior to incineration, excavated material would be
dewatered and separated to remove large metal trash. Metal trash would be
decontaminated and compacted for disposal in the lined 1andfill, along with
the incinerator ash. Water would be collected and treated prior to discharge.
After the separation step, the contaminated solids would be shredded to
produce a uniform stream for input into the incinerator.

The incineration process would destroy all organic material in the waste,
including the organic contaminants. The remaining ash would be reduced to
approximately 50% of original waste volume, but would still contain all of the
metals originally present. For this reason, disposal of the ash in a RCRA- -
type 1andfill would probably be required. Final determination of the required
disposal will be dependent on the results of TCLP testing of the ash. It is
unlikely, however, given the high metals concentrations in the onsite waste,
-that standards for waste delisting would be met. The landfill would be
constructed in the same manner as previously described, except that gas vents
would not be required in the cap since all organic material would be
destroyed.

5-26
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Excavation and. incineration of all contaminated waste on site with
construction of a RCRA-type landfill for ash would require about 12 years. -
The incineration units would have a high operating cost and a high maintenance
requirement during their operating life and the ash landfill would require
ongoing maintenance as described for Alternative No. 4.

5-27
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6.0 DETAILED ANALYSIS OF REMEDIAL ALTERNATIVES

In this‘seEtion, each remedial alternative developed in Section 5 isvevaluated
}n]?etaiI. The detailed evaluation of each remedial alternative includes the
ollowing:

o Brief description of the remedial alternative emphasizing the appllcat1on
of the technologies. ‘

(] Detailed evaluation considering effectiveness, 1mp1ementab111ty,”and‘cost
of the remedial alternative, emphasizing the factors outlined in QﬁRﬁLA
Section 121(b), as amended.

6.1 EVALUATION PROCESS

The remedial alternatives are examined with respect to requirements stipulated
in CERCLA as amended, OSWER Directive No. 9355.0-19 ("Interim Guidance on
Superfund Selection of Remedy," December 24, 1986), and factors described in
OSKER Directive No. 9355.3-01 ("Guidance for Conducting Remedial
Investigations and Feasibility Studies Under CERCLA," March, 1988). The
evaluation criteria and associated statutory considerations of Section 121(b)
of CERCLA, Title I, as amended, are:

Short-term effectiveness (121(b)D,G) -
Long-term effectiveness and permanence (A,C,D)

Reduction of toxicity, mobility, or volume (C)-

Implementability

Cost (E,F)

Compliance with ARARs (B)

Overall protection of human health and the environment

‘State acceptance : -

Community acceptance

000000000

Each remedial alternative is evaluated with respect to the above factors, as
described in the following sections. At the completion of all detailed
analyses, a section is included in which the statutory factors and criteria
described in OSWER Directive No. 9355.3-01-are compared for each alternat1ve
to assist in the remedy selection process..

6.1.1 Short-Term Effectiveness

The short-term effectiveness of a remedfalrolternative is evaluated relative
to its effect on human health and the environment during implementation of the
remedial action. The short-term effectiveness assessment is based on four key
- factors: o o _

(] Risk that occurs to the community during 1mp1ementation of
the remedial action, =

] Risk to workers during implementation of the remedia]
action;



] Potential for adverse environmental impacts tORWMEAE as a
result of implementation of the remedial actiomp.and

0 Time until remedial response objéctives are achieved.

6.1.2 Long-Term Effectiveness and Permanence

Evaluation of a remedial alternative relative to its long-term effectiveness
and permanence is made considering the risks remaining at the site after the
response objectives have been met. The assessment of long-term effectiveness
is made considering the following three major factors:

] The magnitude of the residual risk remaining from untreated
waste or treatment residues at the completion of remedial
activities;

0 An assessment of the adequacy and suitability of
containment systems and/or institutional controls used to
manage treatment residues or untreated waste remaining at
the site; and

0 An assessment of the long-term reliability of containment
systems and/or institutional controls to provide continued
protection from treatment residues or untreated waste.

6.1.3 Reduction Toxicity, Mobi) an

This evaluation criterion addresses the statutory preference for remedial
actions that employ treatment technologies that permanently and significantly

reduce toxicity, mobility, or volume of the hazardods substances as their

grincipal element. The evaluation should consider the following specific
actors:

o The treatment processes, the remedies they will employ, and
the materials they will treat;

o The amount 6} hazardous matertals that will be destroyed or
treated, including how principal threat(s) will be
addressed;

0 The degree of expected reduction in toxicity, mobility, of
volume, measured as a percentage of reduction (or order of
magnitude) when possible;

0 - The degree to which the treatment will be irreversible; and

0 The type and quantity of treatment residuals that will
remain following treatment.

et



6.1.4 _Img]gmeggabjligx

The remedial alternatives must be evaluated to estimate the degree to which
each can satisfy implementability criteria. Implementability refers to the
technical and administrative feasibility of implementing an alternative, and
the availability of various materials and services required during its
implementation. The following factors must be considered during thqqp

implementability analysis: %,
o  Jechnical Feasibility: The relative ease of implementing 4

or completing an action based on site specific constraints,
including the use of established technologies. The
following should be considered:

Ability to construct the alternative as a whole
" {constructability). -

ReIiability. or the ability of a technology to meet
specified process efficiencies or performance goals.

~ Ease of undertaking future remedial actions that may |
be required.

Ability to monitor the effectiveness of the remedy. -

o  Administrative Feasibility: Activities needed to coordinate with other
offices and agencies (e.g., obtaining permits for offsite activities or
rights-of-way for construction). - ‘

o Availability of Services ‘and Materials: The availability"

of the technologies (materials or services) required to
implement an alternative. The following items should be
considered:

- Availability of adequate offsite treatment, storage
capacity, and disposal services.

- Availability of necessary equipment and specialists
and provisions to ensure any necessary additional
resources. - _ - -

- Timing of the availability of technologies under
consideration. - : :

- Availability of services and materfals, plus the

potential for obtaining competitive bids, which may be
particularly important for innovative technologies.

R



6.1.5 Cost .

For each remedial alternative, a detailed cost estimate is céa'ﬁﬁd in
accordance with procedures in the Remedial Actjon C ngq Pro¢dt Manu
(USEPA, 1985). Cost estimates for each alternative are based on conceptual
engineering and analyses, and are expressed in terms of 1988 dollars. Al
costs are rounded to two significant figures. The cost estimate for a

remedial alternative consists of four principal elements:

00 oOOo

e
.

Capital costs

Operation and maintenance costs
Five year review costs

Analysis of present worth

Capital Costs: Capital costs consist of direct (construction) and
indirect (non-construction and overhead) costs. Direct costs include
costs for equipment, labor and materials incurred to develop, construct
and implement a remedial action. Indirect costs are expenditures for
engineering, financial, and other services that are not actually a part
of construction, but are required to implement a remedial alternative.
}n this Feasibility Study, indirect costs will include the following
tems:

Health and safety items;
Permitting and legal fees;
Services during construction; and
Engineering and design.

These items are included in the detailed cost analysis as separate line
items, and are expressed as a percentage of direct capital costs. )
Additionally, two contingency factors (bid and scope) are also included
in the costdestimates to account for factors that cannot be anticipated
or estimated.

Operation _and Maintenance (0 & M) Costs: O & M costs refer to

post-construction costs necessary to ensure the continued effectiveness
of a remedial action. They typically refer to long-term power and
material costs (such as the operational costs of a water treatment
facility), equipment replacement costs, and long-term monitoring costs.

Costs for Five-Year Review: CERCLA, as amended, Section 121(c) states
that a five-year review of a remedial action is required if that remedial
action results in hazardous contaminants remaining on site. Costs
associated with five year raviews are for a period of 30 years and apply
to all alternatives developed.

Prasent Worth Analysis: .This assessment is used to evaluate the capital

and 0 & M costs of a remedial alternative on a present worth basis. This
analysis allows the comparison of remedial alternatives on the basis of a
single cost representing an amount that, if invested in the base year and



disbursed as needed, would be sufficient to.cover all costs associated
with .the remedial action over its planned life. A 30-year performance
period is assumed for present worth analyses. Discount rates of 3, 5 and
10 percent are assumed for base calculations.

The remedial alternative cost estimates developed for the feasibility study
are intended to provide an additional basis for comparison between
alternatives. These are order-of-magnitude estimate$-pased on current costing
information available at the time the estimate was prépired. They are
intended to reflect actual costs with an accuracy of -30 to +50 percent.

Final costs of assembled alternatives will depend on actual labor and material
costs, actual site conditions, productivity, competitive market conditions,
final project scope, final project schedule, continuity of personnel,
engineering between the feasibility study and final design, and other variable
factors. As a result, the final alternative costs will vary from the
estimates presented in this report. However, these factors are not expected
to affect the relative cost differences between alternatives.

A cost estimate summary table giving a detailed account of all capital, 0 & M,
and five-year review costs, along with 2 present worth analysis is provided
for each remedial alternative.

6.1.6 Compliance with ARARS

This evaluation is performed to assess how each alternative complies with
applicable or relevant and appropriate Federal and State requirements, as
defined in CERCLA Section 121.. The analysis summarizes which requirements are
applicable or relevant and appropriate to an alternative. The following items
should be considered for each alternative: .

0 Compliance with chemical-specific ARARs (e.g., MCLs). This
factor addresses whether the ARARs can be met; and, if not,
whether a waiver may be appropriate.

0 Compliance with action-specific ARARs (e.g., RCRA minimum or PASWR
technology standards). It must be determined whether ARARs
can be met or waived. .

(i Compliance with location-specific ARARs (e.g., preservation
of historic sites). As with other ARAR-related factors, .
this invalves a consideration of whether the ARARs can be
met or whether a waiver is appropriate.

It should also consider whether or not an alternative is in compliance with
- appropriate criteria, advisories, and guidances. This involves a
consideration of how well the alternative meets Federal and State guidelines
that are not ARARs. o L
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6.1.7 Overall Protection of Human Health and the Environment ided)

In this evéluhtion, an overall assessment of protection (of hdman health and
the environment) is made, based on a composite of factors assessed under other
evaluation criteria. Those specifically considered are short-term

effectiveness, long-term effectiveness and permanence, and compliance with
ARARs. For each alternative, the evaluation should include:

o How each source of cdntamination is to be eliminated,
reduced or controlled; and

o How site risks are to be reduced.

6.1.8 State Acceptance

State acceptance will not be evaluated as the Pennsylvania DER is the lead
agency; State approval is inherent.

6.1.9 Community Acceptance

When community positions on specific alternatives have been documented during
preparation of the RI/FS, the detailed analysis should address featuraes of the
remedial activities on which the community has expressed a position.

6.2 DESCRIPTION AND ASSESSMENT OF SOCURCE CONTROL REMEDIAL ALTERNATIVES
Each'of the alternatives presented in Section 5.0 wera developed as source

control remedial alternatives to address the site contamination related to the
onsite soils and subsurface waste, and surface water.

The Minimal/No Action Alternative (No. 1) is at one end of the range of
alternatives. Alternative 1 consists of limiting access to the site and
instituting use restrictions. It includes no provisions for treatment or
containment of contaminated solids.

Three containment alternatives have been developed. Alternative No. 2
involves onsite containment using a soil cover. Alternative Nos. 3A and 3B

provide containment using a multi-layer cap system. The cap system would

significantly reduce contaminant migration. Alternative No. 4 includes the

?xcg¥:%{on and placement of contaminated solids on an onsite RCRA-complaint
an

One treatment alternative has been developed. Alternati#e No. 5 provides the
maximum degree of protection with the incineration of all contaminated solids
which eliminates organic contaminants prasent in the treated media.

ANl alternatives except the Minimal/No Action Alternative (No. 1) include the

elimination and treatment of onsite surface water and the ancillary
technologies of runoff and groundwater monitoring.

200770
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6.2.1 Alternative No. 1: Minimal/No Action el

Under the-Minimal/ﬂo Action Alternatiie, no remedial action woul&”}ake place
at the site. The major components of this alternative include: é%QQAE

o Installation and maintenance of a chain link perimeter fence. _
0 Establishment of institutional controls (land use/deed restrictions).
0 Performance of a site review every five years.

A plan view of the site showing implementation of Alternatives is shown on
Figure 6-1. A

6.2.1.1 Short-Term Effectiveness

During implementation of this alternative, it is anticipated that no risk will
occur to local residents and implementation should not result in any potential
for adverse environmental impacts. The only component of this alternative
that involves implementation is the installation of the perimeter fence.
Workers involved in this construction would not likely be exposed to any
contaminants since the fence would be instalied outside of currently
identified limits of contamination. , .

It is anticipated that all components of Alternative No. 1 could be
implemented within less than one year of the signing of the ROD.

6.2.1.2 Long-Te f, ctiveness and Permanence

| de of Residual Risk: Since no remedial actions would be implemented at
the site for Alternative No. 1, the risks identified in the PHE, as summarized
in Section 1.4 of this report, would not be mitigated to a large extent. The
risks posed by the contaminated onsite solids and onsite surface water through
dermal absorption gnd incidental ingestion by teenagers and adults are at or
in excess of a 10°° excess cancer risk for current use.

Minor reduction of risk is achieved in this alternative by access restrictions
and institutional controls. Fencing the specified areas, along with
institutional controls, should reduce the current and future risks to hunters
and/or residents due to direct contact and incidental ingestion. Current and
future risks due to groundwater ingestion remain unmitigated.

Adequacy of Controls: It is probable that the fence will serve to reduce
access to contaminated areas, thereby reducing direct contact risks. Land use
and deed restrictions may be somewhat less effective, as they could be
disregarded by individuals unfamiliar with them, or people intent on

" performing certain actions in violation of the restrictions. Long-term
management would include semi-annual site inspections and five year reviews.
Long-term monitoring would include groundwater, air, surface water, and
sediment monitoring on a semi-annual basis. Operation and maintenance
functions to be performed would include the site inspections, fence repair as
needed, and long-term monitoring. . ,



Reliability of Controls: The fencing and institutional contro®s‘¥hould be
effective in reducing the risks associated with direct contactiwith
contaminated materials in the specified areas. The fence will require
periodic inspection and maintenance to function efficiently as a physical
barrier. If the fence were to become non-functional and would allow
unrestricted access to the site, the health risks would be the same as those
specified in the PHE.

6.2.1.3 Reduction of Toxicity., Mobility. and Volume (TMV)

The TMV of the site contaminants are not reduced by this alternative.

6.2.1.4 Implementability

Jechnical Feasibjlity: The site perimeter fence installation is a common
construction procedure involving no foreseeable difficulties. In terms of
reliabiTity, it is 1ikely that the site fence will succeed in reducing access
of individuals to the restricted areas. Precedent and procedures exist for
the 1egal enactment of deed restriction. The enforcement of deed restrictions
in the future is uncertain. Monitoring is demonstrated procedure which is
reliable for detecting contaminant migration; however, a lapse of time may
occur between onset of migration and detection or between detection and
implementation of a mitigating action. The effective use of site fencing and.
monitoring requires continual, ongoing maintenance and operation.

If additional remedial actions are required in the future, no components of
Alternative No. 1 should serve to affect the implementation of such actions.

All potential migration pathways should be effectively monitored by the
proposed monitoring program. ‘

Administrative Feasibility: In order to impliement the institutional controls,
coordination with Lehigh County authorities will 1ikely be required. Long-
term coordination between the USEPA and the State of Pennsylvania will also be
necessary.

Availability of Services and Materials: A1l components of Alternative No. 1

utilize common construction items and procedures, and routine sampling
procedures and analyses.

6.2.1.5 Cost

The total prasent worth of Alternative 1 (over a 30 year perfod at a 5%
discount rate) is approximately $760,000. Operation and maintenance accounts
for the largest portion of the present worth at $600,000, while capital costs
and five year reviews represent costs of $120,000 and $42,000, respectively.
A complete cost summary of Alternative 1 is presented in Table 6-1. Capital
expenditures would consist of perimeter fence construction costs and legal
fees for implementing deed restrictions. The operation and maintenance costs
would be primarily due to semi-annual monitoring (about $580,000 over the 30
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. TABLE &-1
-, = Cost Estimate Summary
. Alternative No.
Hinimal/Nc Action

LiJo s .

ta

e
................. ..’I.....O.......h..--........-l-..‘-.....l.-.'Q...-I..-‘....-..-.IQ...-',/';.‘.-.---...0........-.
Present Worth- /7, 30 Years
Capital - . Anrual oul%e_pl t

1tem Cost . o&M 8% 10%
ACCESS RESTRICTIONS

Perimeter Fence $86,000 $1,000 $20,000 $15,000 $£%,000
_Deed Restrictions $1,000 :
MONITORING

Runcff Monitoring $12,000 $240,000 $180,000 $110,000
Groundwater Monitoring . . $26,000 $510,000 $400,000 $250,000
Five Year Review $55,000 $42,000 $23,000
CONSTRUCTION SUBTOTAL $87,000 $830,000 $540,000 $350,000
Kealth and Safety (10%) $9,000 '

gid Contigency (5%X) $4,000

Scope Contingency (5X) ) . $4,000

CONSTRUCTION TOTAL $100,000

Permitting & Legal (0X) $0 N
Services During Construction (5X) $5,000

TOTAL IMPLEMENTATION COSY $110,000

Engineering £ Design (5X) $5,000

TOTAL CAPITAL COSTS © $120,000 .

PRESENT WORTH R . 5950,0_00 $760,000  + $510,000

6 - 10
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year period evaluated). The cost for periodic review every five years was
based on an unit cost of $15,000 per review.
1AL

6.2.1.6 Compliance with ARARs

Requirements for fence construction and monitoring activities could be met by
this alternative. This alternative does not satisfy health and environmental
ARAR; bec;use the public and environmental health risks identified are not
remediated.

6.2.1.7 OQverall Protection of Human Health and the Environment

This alternative provides a minimum of protection to human health and the
environment. Installation of fencing and implementation of institutional
restrictions will reduce the opportunity to contact the contaminated solids
and surface water. Continued offsite migration of contaminants by surface
routes will continue to occur. Furthermore, contaminants will continue to
leach to groundwater. Monitoring will be implemented to observe contaminant
migration, but an indeterminate amount of time would elapse between detection
and the implementation of mitigating measures. During this time, public
health and environmental hazards would continue to exist.

6.2.1.8 Community Acceptance

To be addressed after public comment period.

6.2.2 Alternative No. 2: Soil Cqver

Alternative No. 2 involves the following hgjor components:

Installation and maintenance of a chain link perimeter fence.
Establishment of institutional controls (land use/deed restrictions).
Surface water disposal and regrading.

Application of a vegetated soil cover over the entire site.
Performance of a site review every five years.

(=2 = 2 = B - 3 = ]

In this alternative, a 2 ft. thick soil cover would be constructed over the .
the entire 34 acre area of concern defined in Section 5.2. A plan view of
this alternative is presented on Figure 6-2. The northeastern corner of the
site not covered by the soil layer is essentially a weed covered area where no
site related contamination problem was identified during the RI. Site
preparation will include disposal of onsite surface water and surface
regrading prior to installation of soil cover consisting of clean soil borrow
compacted to a minimum uniform depth of 2 ft. A vegetative cover will be
established and maintained.

In addition, the two ponds in the southwest of the site would be drained to
the local watershed, and the ponded water in the northwest area of the site
would be transported to a private RCRA treatment facility for treatment.
Sedimentation ponds would be constructed at the north and south surface water
discharge points to limit the sediment load to the receiving drainage.

6-11
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6.2.2.1. Short-Term Effectiveness | p,

There are no residents 1iving within 1,000 ft. of the site. Theref%;/ﬁ?
implementation of this alternative should not expose any local populdtion to
increased potential risk. Implementation of this alternative may result in a
short-term adverse environmental impact by the disruption of a migratory:
waterfowl resting area. Migratory waterfowl and other wildlife currently
residing near the site should be able to relocate easily since the surrounding
areas provide sufficient similar habitat.

Workers responsible for implementing this remedial action may be exposed to
risks associated with dermal contact and incidental ingestion of contaminated
solids or surface water during regrading and surface water disposal efforts.
Risks will be mitigated by ensuring that workers are outfitted with proper
personal protection equipment. Potential risks due to inhalation of volatiles
or fugitive dust are estimated to be minimal based on the results of the RI
air monitoring and surface soil screening activities.

‘It is anticipated that a11 components of Alternative No. 2 could be
implemented within two years of the signing of the ROD. 4

6.2.2.2 Long-Term Effectiveness and Performance

Magnitude of gegiﬁua] Risk: The implementation of fhe containment :
technologies in Alternative No. 2 would serve to mitigate a number of the
risks identified in the PHE.

The risks to hunters or residents resulting from direct contact or incidental
ingestion of contaminated solids are mitigated by removal of the contact
pathway. Assuming propgr functioning of the soil cover, the residual risk
should be less than 10°°. Installation of the soil cover effectively isolates
the contaminated solids from potential receptors, thereby greatly reducing the
potential risks. As the contaminated soils and subsurface waste are not .
treated, a failure or breach of the soil cover would result in the
reoccurrence pf the health risks for direct contact or incidental ingestion
scenarios as described in Section 1.4 of this report. -

AdditionalIy, the contaminated surface water that resulted in a cohtact risk
exceeding 1076 will be eliminated from the site by draining of the pond with
subsequent treatment of the water offsite. ,

Adequacy of Controls: The vegetated soil cover should be effective in
preventing direct contact with contaminated solids. Long-term management

- activities would include semi-annual inspections and monitoring, and five year
reviews, as previously described. Long-term monitoring requirements are the
same as those previously discussed for Alternative No. 1. Operation and
maintenance activities would include semi-annual visual inspection of the soil
cover, vegetation control, the replacement of topsoil lost by erosion, and
occasional reseeding of bare areas. Once the water is removed from the ponded
area and the low area is filled during regrading, the surface water remedial
action will be permanent.

6 -13



Reliability of : The topsoil layer must be periodically repaired to
replace topsoil lost by erosion, and reseeding activities must occasionally be
performed. If the soil cover should somehow be breached, the risks associated
with direct contact and incidental ingestion would be similar to those under
the minimal no action alternative. The elimination of the onsite pond is a
reliable method of mitigating potential public health hazards.

§.2.2.3 Reduction in Toxicity, Mobility and Volume ggwﬁNNL

\
There is a s1ight reduction in the TMV of onsite contaminants by theq%gi
elimination of the contaminated onsite surface water. The THV of the

remainder of the site contaminants are not reduced by this alternative.

6.2.2.4 Implementability

Technical Feasibility: A1l components of Alternative No. 2 utilize relatively
common construction equipment and materials. Fence installation is a
relatively simple construction item. Construction of the soil cover should
not prove to be difficult. Pond elimination and offsite treatment at a RCRA
facility are commonly used technologies for site remediation.

The reliability of site fencing, deed restrictions, and monitoring has been .
previously discussed. The soil cover should be very reliable in preventing -
contact with contaminated solids and removal of the contaminated surface water
with regrading and maintenance will permanently eliminate ponding onsite.

If additional remedial actions are deemed necessary at some time in the
future, the soil cover should have little effect on such actions. The soil
cover represents a simplé-physical barrier that could be easily removed as .
necessary using standard construction equipment.

A1l potential migration pathways will be effectively monitored by the proposed
monitoring program.

Administrative Feasibility: Implementation of the institutional controls will
require coordination with officials of Lehigh County and local townships.
Long-term coordination between the USEPA and State of Pennsylvania will also
be necessary. : :

Availability of Services and Materials: A1l components of Alternative No. 2
utilize readily available common construction items and procedures, and
routine sampling procedures and analyses.

6.2.2.5 Costs

The total present worth for implementation of Alternative 2 is $6,900,000
assuming a 5% discount rate over a 30 year period. The majority of this cost
(about $5,300,000) is due to capital expenditures. Table 6-2 provides a
summary of capital, 0 & M and periodic review costs, along with present worth
analysis. ‘ ’
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TABLE 6-2

Cost Estimate Summary
Alternative No. 2

‘$oil Cover
Present Worth 30 Years
- Capital Annual O&M/Repla Bt
1tem ) Cost oLnm 2/ 10%
[ A A X RN ERE X XN] sSemesssnoovcnss (XA A AL R R RN E AR RN R A REN PR R R R NS RN N E Y EREYN EN T RN N eey Ssececsussadesenn Q.. Swesessemee
ACCESS RESTRICTIONS ‘0;‘!
Site ‘Fence $84,000 .$1,000 $20,000 $15,000 $%,000
Deed Restrictions $1,000 :
GENERAL SITE PREPARATION
Equipment Staging Ares $30,000 -
Equipment Mob/Demob - $150,000 ,
Drain Ponds $1,000
Treat Contaminated Surface Water $1,000
Clearing and Grubbing $50,000
Regrading $710,000
Runon/Runoff Controls $160,000 $2,000 $3%,000 $31,000 $16,000
SOIL COVER '
Compacted Soil Layer $1,300,000
Topsoil Layer $400,000 $1,200,000 $840,000 $410,000 *
Revegetation $59,000 - $1,000 $120,000 $87,000 44,000 *
MONITORING _
Runcff Monitoring $12,000 $240,000 $180,000 $110,000
Groundwater Monitoring $26,000 $510,000 $400,000 $250,000
Five Year Review $55,000 $42,000 $23,000
CONSTRUCTION SUBTOTAL $2,900,000 $2,200,000 $1,600,000 $870,000
Kealth and Safety (10%X) $290,000
gid Contigency (15X) $440,000
scope Contingency (20%) $580,000
CONSTRUCTION TOTAL $4,200,000
pPermitting & Lepal (5%) $210,000
Services During Constriction (8X) $340,000
TOTAL IMPLEMENTATION COST " $4,800,000
Engineering & Design (10X) $480,000
TOTAL CAPITAL COSTS $5,300,000 . o
PRESENT WORTH $7,500,000 $4,900,000

*  Pregent worth calculated assuming replacement of fhe topscil layer and reveﬁetatlen every 10 yrs.
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Capital Costs: Capital expenditures include surface water removal and
disposal, site grading, construction of the soil cover and surface water
controls, and fence erection. Also included is the cost to mobilize and
demobilize the heavy construction equipment.

JneGita
0 & Y Costs: Ongoing maintenance would be required for tha-parimeter fence,
surface water controls, and vegetation cover. The majority of the O & M costs
are incurred in semi-annual monitoring ($580,000) as discussed previously, and
in the periodic replacement of the topsoil layer and revegetation ($930,000).
The topsoil layer would require replacement and revegetation every 10 years
due to erosion.

Periodic R : Periodic reviews would be required every five years since
contaminants would be left onsite indefinately. Review costs would be the
same as discussed previously.

6.2.2.6 Compliance with ARARs

The containment technologies designed for use in Alternative No. 2 would be
designed to achieve applicable ARARs.

6.2.2.7 Qverall Protection of Human Health and the Environment

The combined components of this alternative will decrease the potential for
direct contact with contaminated soil and wastes and surface water. This
alternative will be protective of public health by mitigating the risk from
dermal absorption or incidental ingestion of contaminated solids and surface
water. Components of this alternative that contribute to this reduction of

- risk from direct contact with soils include access/deed restriction, site
fence, and the installation of the soil cover. Removal of contaminated
surface water from the site eliminates the contact hazard associated with the
water on the northwest portion of the site. This alternative does not reduce
leaching of contaminants to groundwater.

The deed restrictions would eliminate future potential exposure with
contaminated soil by limiting future use or excavation of the site.
Contaminated solids would be covered with a soil cover, thereby eliminating
risks of direct dermal contact or incidental ingestion.

6.2.2.8 Community Acceptance

To be addressed after public comment period.

6.2.3 Alternative Nos., 3A/3B: Multi-Layer Cap

Alternative Nos. 3A/3B involve the same major components as Alternative No. 2,
with the exception that a multi-layer cap instead of a vegetated soil cover
would be placed over the site. In these alternatives, an impermeable cap
designed in accordance with either RCRA or PA State standards will be
constructed over the entire 34 acre area of concern defined in Section 5.2.
Also included would be elimination of surface water and erection of a

ey
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perimeter -fence as described previously. See Figure 6-3 for a plan a#;these
alternatives. % /V Uy

As part of the cap construction, the south slope faces along the south éorder
of the site will be regraded to increase the elevation of the crest. The
current slopes in this area are approximately 15%. The regraded slopes will
be maintained at a maximum 15%. The entire surface of the site will be
regraded to drain to the northeast. This slope regrading is necessary to
provide proper drainage and comply with Pennsylvania solid waste regulations.
The overall surface of the site will slope approximately 2% to the northeast.
It is estimated that these regrading activities can be accomplished by a
track-mounted end loader which will excavate waste material from the outslopes
and transport it to the level area above the slopes where it will be spread
and compacted. It is estimated that approximately 110,000 cu. yds of waste
material will be regraded.

As discussed in Chapter 5, two cap design options will be evaluated.
Construction of a RCRA-compliant cap will be considered as Alternative 3A and
a2 PA State-compliant cap will be considered as Alternative 3B. The RCRA-type
cap would include (from the bottom up): :

0 g ;n )thick gravel gas co]1ect1on layer (geotextile fabric above and .
elow

2 ft. thick clay layer (K10~ -7 cn/s)

50 mil synthetic liner (geotextile fabric below)

Synthetic drainage net (geotextile fabric above)

24 in. thick clean earth fill

12 in. thick topsoil layer

0000

The PA State tap would consist of (from the bottom un)‘

0 6 in. )thick gravel gas co]lection layer (geotextile fabric above and
below

12 in. thick clean earth fill foundation course

50 mil1 synthetic liner (geotextile fabric below)

Synthetic drainage net (geotextile fabric above)

12 in. thick clean fi11 layer :

24 in. thick topsoil layer

O00O0O0

Either cap would be constructed lajer'by layer, finishing a layer completely
before a subsequent layer 1s started. Total area to be capped is
approximately 34 acres.

. As part of a pnssive methane gas collection and venting system, gas vents will
be installed. These vents will consist of PVC pipe slotted within a gravel
gas collection layer.

For simplicity of discussion, Alternatives 3A and 3B will be discussed
together when they provide identical benefits or disadvantages. In evaluating

criteria where the two alternative options provide different degrees of"
benefit, they are discussed separately.

6 -17
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6.2.3.1 Short-Terh iven A NAL

There are no residents 1iving within 1,000 ft. of théugkte. Therefore, .
implementation of this alternative should not expose any local population to
increased potential risk. Implementation of this alternative may result in a
short-term adverse environmental impact by the disruption of a migratory
waterfowl resting area. Migratory waterfowl and other wildlife currently
residing near the site should be able to relocate easily since the surrounding
areas provide sufficient similar habitat.

Workers responsible for implementing the remedial actions may be exposed to
risks associated with dermal contact and incidental ingestion of contaminated
solids during regrading efforts. Risks will be mitigated by ensuring that
workers are outfitted with proper personal protection equipment.

It is anticipated that all components of Alternatives 3A or 3B could be
implemented within less than one year of the signing of the ROD.

6.2.3.2 Long-Term Effectiveness and Permanence
Magnitude of Residual Risk: The implementation of the containment

technologies in Alternative Nos. 3A and 3B would serve to mitigate a number of
the risks identified in the PHE. :

The risks to hunters or residents resulting frém direct contact or incidental
ingestion of contaminated solids are mitigated by removal of the contact
pathway. Assyming proper functioning of the cap, the residual risk should be
less than 10°/. Installation of the multi-layer cap effectively isolates the
contaminated-solids from potential receptors, thereby greatly reducing the
potential risks. . . .-,

As the contaminated materials are not treated, a failure or breach of the cap
would result in the reoccurrence of the health risks for direct contact and
incidental ingestion scenarios as described in Section 1.4 of this report.
These risks would result from untreated residual contamination rather than
treatment residuals.

Risks associated with uncontrolled Yateral migration landfill gas in the
subsurface are effectively mitigated by the installation of the gas venting
system. The collection layer will channel the l1andfill gas to the passive
vents where it will be released to the air.

Risks associated with future groundwater ingestion will be reduced as the cap
will essentially eliminate infiltration through contaminated materials,
thereby reducing contaminant mobility. This should lead to an eventual
reduction in the level of contamination present in the groundwater. There is
insufficient information, however, to quantify this risk reduction.

As in Alternative 2, the removal of the surface water from the northwest
portion of the site eliminates residual risks associated with that
contamination.

6 - 18
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Adequacy of.Controls: Either cap design should be highly effective in
preventing-direct contact with contaminated solids, and in reducing the volume

of infiltration through contaminated materials, and the gas collection.system
should be equally effective in controlling lateral migration. The 7
effectiveness of the fence and land use/deed restrictions were previ f%%
discussed. Draining of the standing water and its transport and treatMEnip
of{site is an effective method of mitigating risks associated with the surface
water

Long-term management activities would include semi-annual inspections and .
monitoring, and five year reviews, as previously described. Long-term
monitoring requirements are the same as those previously discussed for
Alternative No. 1. Operation and maintenance activities would include semi-
annual visual inspection of the cap, vegetation control, periodic dredging of
the sediment basin, the replacement of topsoil lost by erosion, and occasional
reseeding of bare areas.

Reliability of Controls: The topsoil layer must be periodically repaired to
replace topsoil lost by erosion, and reseeding activities must occasionally be
performed. It is anticipated that, with proper maintenance of the uppermost
layer, the synthetic layers of the cap should last indefinitely.

If the cap should somehow be breached, the risks associated with direct
contact and incidental ingestion would be similar to those under the minimal
no action alternative. A breach in the cap would also likely result in the
leaching of contaminants to groundwater, possibly negating any risk reductions
resulting from the successful imp]ementation of the cap.

6.2.3.3 Reduction in Toxicity, Mobjli;x and Volume

Installation of the cap should reduce contaminant mobility by effectively
isolating contaminated surface materials from surface water runoff and by
eliminating infiltration through contaminated zones. As the contaminated
materials are not treated, there is no reduction in the toxicity or volume of
the contaminants. The gas collection system is also an effective method for
controlling tfie migration of landfill gas.

6.2.3.4 Implementability

Technical Feasibility: All components of Alternatives 3A and 3B utilize
relatively common construction equipment and materials. Fence installation is
a relatively simple construction item. Construction of the cap, while tedious
because of the number of layers, is a well established procedure. .

The reliability of site fencing, deed restrictions, and monitoring has been
previously discussed. Either cap system should be very reliable in preventing
contact with contaminated solids and in reducing infiltration into the waste.
However, the RCRA-type cap offers increased reliability over the PA State cap
since a secondary clay liner layer is employed. The passive methane venting
system is reliable in preventing a buildup of and mitigation of uncontrolled
migrating landfill gas.
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If additional.-remedial actions are deemed necé?@ﬂ*y at some time in the
future, the cap should have 1ittle effect on such actions. The cap represents
a simple physical barrier that could be easily removed as necessary using
standard construction equipment.

All potential migration pathways will be effectively monitored by the proposed
monitoring program.

Administrative Feasibjlity: Implementation of the institutional controls will
require coordination with officials of Lehigh County. Long-term coordination
betwean the USEPA and State of Pennsylvania will also be necessary. While the
RCRA cap would meet PA State capping requirements, the PA cap may not be
approved by USEPA since it does not include a secondary clay liner.

Avajlability of Services and Materials: All components of Alternative Nos. 3A
and 3B utilize common construction items and procedures, and routine sampling
procedures and analyses. All necessary equipment and materials are routinely
available and have been demonstrated sufficiently for the purpose for which
they are intended.

6.2.3.5 Cost

The total present worth of Alternative 3A is $15,000,000, and the total
present worth of Alternative 38 is $14,000,000 (at 5% discount rate over 30
years). The total capital cost of Alternative 3A is $13,000,000 compared to
$12,000,000 for Alternative 38. 0 & M and periodic review costs are identical
for Alternatives 3A and 3B. Tables 6-3 and 6-4 present detailed summaries of
the costs for Alternatives 3A and 3B, respectively. .

Capjtal Cost: Capital expedditures include mobilization of equipment to the
site, surface water removal and disposal, site grading, construction of the
cap and sediment basins, and fence erection.

0 & M Cost: Ongoing annual maintenance is required for the perimeter fence,
the sediment basins, and the vegetative layer of the cap. In addition, the
topsoil layer would require replacement and revegetation every ten years due
to erosion. This accounts for approximately $1,100,000 of the $1,800,000
total operation and maintenance cost. Monitoring requirements would be the
same as for Alternative 2.

6.2.3.6 Compliance with ARARs

ARARs for Alternative No. 3A apply to construction of the fence and the
construction of a RCRA cap, collection of contaminated water and its treatment
offsite, and monitoring activities. Requirements for these activities include
OSHA health and safety standards, and RCRA facility standards pertaining to
construction of caps, preparedness and prevention, contingency plan and
emergency procedures, manifesting and recordkeeping, groundwater protection,
and closure and post-closure procedures.
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. B TABLE 6-3 Ll
AP : . Cost Estimate Summary C OR’G'NAL
Alternative No. 3A - (Red)
RCRA Multi-Layer Cap
. e - Present Worth 30 Years
Capitsl Annwal 0&M/Replacement
Jtem Cost otnm 3% 4 4 10%
§. ACCESS RESTRICTIONS )
Site Fence $34,000 $1,000 $20,000 $15,000 $%,000
Deed Restrictions $1,000 ’
Il. GENERAL SITE PREPARATION
Equipment Staging Area $30,000
Equipment Nob/Demob $150,000
Drain Ponds $1,000
Treat Conteminated Surface Water $1,000
Clearing end Grubbing © $50,000
Regrading . $710,000 .
Runon/Runcff Controls " $160,000 $2,000 $39,000 $31,000 $19,000
T11. MULTI-LAYER CAP '
Clay Liner $1,700,000
Synthetic Liner '$1,100,000
Drainage System $570,000
Gas Discharge System $500,000 ..
Vegetative Layer $2,200,000 $1,000 $1,500,000 $1,100,000 $520,000 ~
IV. MONITORING
Runoff Monftoring $12,000 $240,000 $180,000 $110,000
Groundwater Monitoring $26,000 $510,000 $400,000 $250,000
Five Year ltevi_ew . $55,000 $42,000 $23,000
CONSTRUCTION SUSTOTAL $7,400,000 : $2,400,000 $1,800,000 $930,000
Health and Safety (10%) o $740,000
8id Contigency (15%) $1,100,000
Scope Contingency (20%) $1,500,000
CONSTRUCTION TOTAL $11,000,000
Permitting & Legal (5X) $550,000
Services During Construction (8X) $880,000
TOTAL IMPLEMENTATION COST $12,000,000
Engineering & Design (10%) $1,200,000 *
TOTAL CAPITAL COSTS $13,000,000 .
PRESENT WORTH $15,000,000 $15,000,000 $14,000,000

*° present worth calculated assuming replacement of one foot of topscil and revegetation every 10 yrs.
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TABLE 6-4

Cost Estimate Sumary
Alternative No. 3B

PA-Type Multi-Layer Cap JRusINAL
....................... S URRPR-L. 11 SRR
Present Worth 30 Years
Capital Annusl 0&M/Repl acement
Item Cost otN 5% 10%
ACCESS RESTRICTIONS
Site Fence $85,000 $1,000 $20,000 $15,000 $9,000
Deed Restrictions $1,000
GENERAL SITE PREPARATION
Equipment Staging Ares $30,000
Equipment Mob/Democb $150,000
Drain Ponds $1,000 -
Treat Contaminated Surface Water $1,000
Clearing and Grubbing $50,000
Regrading $710,000 i
Runon/Runoff Controls $150,000 $2,000 $39,000 $31,000 $19,000
PA-TYPE MULTI-LAYER CAP
Foundation Course $640,000
Synthetic Liner $1,100,000 ®
Drainage System $570,000 ~
Gas Discharge System $4600,000 -
Vegetative Layer $2,300,000 $1,000 $1,500,000 $1,100,000 $510,000 *
KONITORING
Runoff Monitoring $12,000 $240,000 $180,000 $110,000
Groundwater Monitoring .$26,000 $510,000 $400,000 $250,000
Five_Year Review ‘355,000 $42,000 $23,000 .
CONSTRUCTION SUBTOTAL $8,400,000 $2,400,000 $1,800,000 $920,000
Health and Safety (10X) $640,000
Bid Contigency (13%) $960,000
Scope Contingency (20X) 31,300,000
CONSTRUCTION TOTAL - $9,300,000
Permitting & Legal (5%X) $470,000
Services During Construction (8%) $740,000
TOTAL IMPLEMENTATION COST $11,000,000
Engineering & Design (10%) $1,100,000
TOTAL CAPITAL COSTS $12,000,000 ’
PRESENT WORTH $14,000,000 $14,000,000 $13,000,000

* present worth calculated assuming replacement of one foot of the topsoil and revegetation every 10 yrs.
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This alterpative would not remove contaminated solids, nor would it provide
total containment of contaminated soils with an impermeable IinE; beneath the
contaminated soils. Alternative 3A would, however, provide forYp.jmpermeable
cap providing containment of the contaminated soils meeting the ;g ements
of 40 CFR 264.310(a) and a post-closure plan that protects human Fealth and
the environment. This alternative would meet all appropriate and relevant
RCRA closure and post-closure requirements in 40 CFR 264.110-264.120.
Alternative 3B would not meet RCRA cap construction requirements as
interpreted in RCRA Guidance Document, Surface Impoundments, Liner Systems,
and Freeboard Controls, July 1982. The potential for contaminants to migrate
f{om the grea and for human exposure to the contaminants would not be
eliminated.

6.2.3.7 Overall Protection of Human Health and the Environment

The combined components of these alternatives will decrease the potential for
direct contact with contaminated soil and subsurface wastes, and surface
water. These alternatives will be protective of public health by mitigating
the risk from dermal absorption or incidental ingestion of contaminated solids
and surface water. Components of these alternatives that contribute to this
reduction of risk from direct contact with soils include access/deed
restrictions, site fence, and the installation of the multi-layer cap. The
gas venting system mitigates hazards due to the lateral migration of landfilil
gas. Removal of contaminated surface water from the site eliminates the
contact hazard associated with the water in the northwest portion of the site.

The deed restrictions would eliminate future potential exposure with
contaminated soil by 1imiting future use or excavation of the site.
Contaminated solids would be covered with a multi-layer.cap, thereby
eliminating risks of direct dermal contact or incidental ingestion.

The deed restrictions will also eliminate future potential exposure through
ingestion of groundwater by prohibiting the use of groundwater directly under
the site. Prohibiting the use of groundwater will also achieve the remedial
action goals of eliminating the dermal absorption and inhalation of extracted
groundwater contaminants from future wells installed on site. It does not,
however, protect from future potential exposure to soluble contaminants that
may first migrate downward, then laterally off site.  These alternatives would
complement any future groundwater remediation by reducing the volume of
leachate being generated that may migrate to groundwater.

6.2.3.8 Community Acceptance

. To be addressed after public comment period.

6.2.4 Alternative No. 4: On-Site RCRA Landfil)
Alternative No. 4 involves the following major components:
0 Perimeter Fence

] Deed Restrictions

() Surface Water Elimination
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o Excavation of_ Waste

(] RCRA-TFype Landfill

0 Multi-Layer Cap

] Runoff Monitoring PRINAL
o Groundwater Monitoring (Rud)

The entire contaminant source volume as defined in Section 5.2 would be
excavated and placed in a lined landfill constructed on site. The landfill
would cover about 20 acres in the center of the site and the western tongue
and northern extension of the existing landfill would be backfilled with clean
soil. Surface water elimination and site fence erection would also be
performed as described for previous alternatives. A site plan showing
implementation of Alternative 4 is presented in Figure 6-4. The landfill
would be constructed in the same central areas being excavated; therefore,
removal of the waste would be performed in a number of phases so that
excavated material would not have to be temporarily stored off site.
Excavated material would be stockpiled on site, while the liner system is
constructed in the open pit, then placed within the liner system.

A RCRA-compliant landfill would consist of a continuous bottom liner system
and a RCRA-type multi-layer cap. The cap would be the same as that discussed
under Alternative No. 3A but covering only 20 acres instead of 34, and the
bottom liner would consist of the following: 2-ft. compacted clay layer, two
synthetic liners, leachate collection system, and leak detection system. The
leachate collection system functions to collect and remove leachate from the
waste material placed in the Tandfill. Leachate would be pumped from the
system and hauled to a public or private treatment facility for disposal. The
leak detection layer is designed to rapidly convey any leachate which may leak
through the primary liner to a sump, thus providing quick detection of tiner
failure. A secondary liner system consisting of a synthetic membrane and a
%?mpacge?]CIay layer provides additional containment in the event of primary
ner failure.

6.2.4.1 Short-Term Effectiveness

There are no residents 1iving within 1,000 ft. of the site. Therefore,
implementation of this alternative should not expose any local population to
increased potential risk. Occasional travelers on Dorney Road and farmers
working in adjacent fields may be exposed to increased risk at times when the
most highly contaminated wastes are being excavated and stockpiled. Emission
control measures accompanied by warning systems will need to be implemented.
Implementation of this alternative may result in a short-term adverse
environmental impact by the disruption of a migratory waterfowl resting area.
Migratory waterfowl and other wildlife currently residing near the site should
be able to relocate easily since the surrounding areas provide sufficient
similar habitat.
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./\
Risks to workers will occur due to contaminant volatilization at waség%v
excavations and at the landfill. Workers involved with the waste ei’&ng%on
and landfilling activities will also be exposed to the additional risks
associated with dermal contact with contaminated solids. Risks will be
mitigated by properly outfitting workers with appropriate personal protection
equipment, including proper breathing apparatus, continuous air monitoring,
and the use of controlled excavations.

It is estimated that design of Alternative No. 4 and contractor procurement
would be completed in approximately 1 year after the signing of the ROD.
Implementation would take approximately 5 years. .

6.2.4.2 Long-Term Effectivene;;fang Permanence

Implementation of the containment technologies in Alternative No. 4 could
serve to mitigate a number of risks identified in the PHE. . As with the soil
cover and cap alternatives, the risk to teenager and adult hunters from dermal
contact with contaminated soils waste and surface water would essentially be
eliminated. The risk due to groundwater ingestion would be reduced since the
source of contaminants in the groundwater would be effectively contained.

The contaminants are not being treated; therefore, a failure or breach of the
cap or liner system would result in the reoccurrence of health risks for
dermal contact and incidental ingestion. These risks have the potential of
being greater than current risks since waste will be concentrated in use large
reservoir and a lTeak could result in a release of higher contamination levels.

Risk associated with migration of landfill gas are effectively mitigated by
the installation of the gas venting system. The collection layer will channel
the Tandfill gas to the passive vents when it will be released to the air.

Adequacy of Controls: The adequacy of the RCRA cap and gas collection and
treatment system were previously discussed for Alternative Nos. 3A and 3B.

The RCRA 1andfill liner shou]d7 in all probability, achieve its overall
performance requirement (K<10°/ cm/sec.), thereby effectively minimizing the
volume of leachate flowing to the groundwater system.

Long-term management activities are the same as for Alternative Nos. 3A and

3B, and include semi-annual inspections, long-term monitoring, and five year

reviews. Long-term monitoring requirements are also the same as for

Alternative Nos. 3A and 3B. Operation and maintenance functions are similar

to those previously discussed for Alternative No. 2. One additional function

to be performed is the routine removal of fluid from the leachate collection
Zone on an as-necessary basis. ‘

Reliability of Controls: The reliability of the RCRA cap, institutional
restrictions, and fencing have been previously discussed. As with the cap, it

is anticipated that the onsite landfill could function properly for an
indefinite period, assuming proper maintenance of the cap and leachate
collection systems are performed. ‘
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If the cap-wonld be breached, the direct contact and VOC inhalation risks
would return to those for a no-action alternative.~%éfﬁ;be Tiner would develop
a leak, the leaching of contaminants to the ground‘W %ﬁf would increase the N~
risks associated with groundwater consumption. It i§°Hot possible, however,

to quantify such a risk.

6.2.4.3 Reduction in Toxicity, Mobility and Volume

The most significant reduction in contaminant mobility is achieved by
encapsulation of the material within the RCRA landfill. As the materials are
not treated, neither contaminant volume nor toxicity are reduced.
Encapsulation of the wastes within the RCRA 1andfill will greatly reduce the
mobility of the contaminants by eliminating infiltration through uncontained
wastes.

Alternative No. 4 provides a greater reduction in contaminant mobility,
qualitatively and quantitatively, than does Alternative Nos. 3A and 3B. It is
not possible, however, to quantify the reduction. '

6.2.4.4 Implementability

Technigal Feasibiljty: All components of Alternative No. 4 utilize relatively
common construction equipment and materials. Fence installation is a simple .
- construction item. Waste excavation, while not a very common item, utilizes
routine construction procedures. Construction of the RCRA liner and cap,
while tedious because of the staging requirements and the number of layers, is
an established procedure. ° :

The reliability of site fencing, deed restrictions, and monitoring have been
previously discussed.” The RCRA landfill should be very reliable in preventing
contact with contaminated solids and in reducing contaminant migration to
groundwater.

If additional remedial actions are deemed necessary, the RCRA landfill should
positively affect such an action. This would be the result of containing all
known contaminated solids in one location at the site.

A1l potential migration pathways should be effectively monitored by the
proposed monitoring program.

bt

Administrative Feasibility: Implementation of the institutional controls will
require coordination with officials of Lehigh County and local townships.
Long-term coordination between USEPA and the State of Pennsylvania will also
be- necessary.

Availability of Services and Materials: A1l components of Alternative No. 4
utilize common construction items and procedures, and routine sampling

procedures and analysis. All necessary equipment and materials are routinely
available agd have been documented sufficiently for the purpose for which they
are intended.
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The total present worth cost for Alternative 4 assuming 5% disc?@@%k; te is
'$46,000,000. Table 6-5 provides a summary of the capital, 0 & M, pd five year
review costs. Five year review is required with this alternative since
contaminants remain onsite. :

ital Cost: Capital costs include mobilization of heavy equipment to the
site, fence erection, surface water removal and disposal, and construction of
the sediment basins and multi-layer cap and bottom liner. Construction of the
l1andfill liner and cap account for over 60% of the $10,000,000 total direct
capital cost.

0 & M Cost: This alternative has the same 0 & M requirements as Alternatives
3A/3B with the addition of leachate collection and treatment from the

. landfill. Also included with the 0 & M expenditures are the costs for
excavation of waste and backfilling, calculated as present worths over the
five year construction period. These are calculated as present worth costs
since they are labor intensive and will be distributed over a significant
period of time.

Five-Year Review: These 6ost# are the same as all previous alternatives. .

6.2.4.6 Compliance with ARARS T

ARARs for this alternative apply to construction of an onsite RCRA landfill
and leachate collection system, excavation of contaminated Soils and municipal
waste, the reclamation of the areas of excavation, collection and offsite
treatment of contaminated surface water, and monitoring activities. - .
Requirements for these activities include OSHA health and safety standards and
RCRA facility standards pertaining to construction of landfills and caps,
preparedness and prevention, contingency plan and emergency procedures,
manifesting and recordkeeping, groundwater protection, closure and post-
closure procedures, and proposed standards for the control of emissions of
volatile organics.

The onsite 1andf{11 would be designed, installed and constructed in accordance
with 40 CFR 264, Subpart N, and monitored according to RCRA regulations and
guidelines, 40 CFR 264.300-264.310. Prior to disposal in the onsite landfill,
contaminated soils and municipal wastes would be dewatered-to eliminate any
free 1iquids. Treatment of the contaminated soils and municipal waste in this
manner would effectively immobilize the contaminant constituents and satisfy
closure and post-closure requirements, 40 CFR 264.110-264.120. '

" Treatment of contaminated surface water would reduce contaminant levels below
surface water criteria (for protection of aquatic life). It is anticipated
that contaminant levels in groundwater would decrease over time to levels
below groundwater quality criteria.

’
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TABLE 6-5
Cost Estimate Surmary
Alternative No. &
Onsite RCRA Landfill

..... N
Present Vorth

-------------------------------------------------------------------

ACCESS RESTRICTIONS

Capital
Cost oM

30 Years
OM/Replacement
5%

---------------------------------------------

Site Fence $86,000 51,000 $20,000 $15,000 $9,000

Deed Restrictions $1,000 i
GENERAL SITE PREPARATION

Equipment Staging Area $30,000

Equipment Mob/Demcd $200,000

Orain Pords $1,000

Treat Contaminated Surface Water $1,000

Clearing and Grutbing $50,000

Runon/Runoff Controls $140,000 $2,000 $39,000 $34,000 $19,000

Waste Storage Building $98,000

EXCAVATION/WASTE HANDLING

Excavate and Stockpile Waste $3,100,000 $14,000,000 $13,000,000 $12,000,000 *

Regrade Waste Pit $270,000 $1,200,000 31,200,000 $1,000,000 *

Backfill and Compact Waste $2,400,000 $11,000,000 $10,000,000 $9,100,000 *

Clean Backfill of "Tongue™ Aress 33,000,000

RCRA BOTTOM LINER SYSTEM

Clay Liner $970,000

Synthetic Liners (2) $1,200,000 :

Leachata Collection System $320,000  $75,000 $1,500,000 $1,200,000 $710,000

Leak Detection System $250,000

Protective Sand Layer $370,000 o/
MOLTI-LAYER CAP ‘ N T
Clay Liner $970,000

Synthetic Liner $4660,000

Drainage System $320,000

Gas Dischargs System $340,000

Vegetative Layer $1,200,000 $1,000 $840,000 $500,000 $290,000 **
MOKITORING .

Runoff Monitoring $12,000 $240,000 $180,000 $110,000

Groundwater Monitoring $26,000 $510,000 $400,000 $250,000

Five Year Review 355,000 $42,000 $23,000
CONSTRUCTION SUBTOTAL $10,000,000 $29,000,000 $27,000,000 $24,000,000

Health and Safetry (10X) $1,000,000

Bid Contigency (15%) $1,500,000

Scops Contingency (20%) $2,000,000

CONSTRUCTION TOTAL $15,000,000 .
Permitting & Legal (5X) $750,000

Services During Construction (8X) $1,200,000

TOTAL IMPLEMENTATION COST $17,000,000

Engineering & Design (10%) 31,700,000

TOTAL CAPITAL COSTS $19,000,000 .
PRESENT WORTN $48,000,000 $46,000,000 $43,000,000 oy

*  Operation costs calculated over 3 yr. construction perfod.

** present worth calculated assuming replacement of the topsoil layer and revegetation every 10 yrs.
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6.2.4. 7 Qgg rall Protection of Human Health and the Environment

The combined components of this alternative will decrease the potentt?t‘ or
direct contact with contaminated soi) and subsurface wastes and eliMW
contact with contaminated surface water. This alternative will be proféctlve
of public health by mitigating the risk from dermal absorption or incidental
ingestion of contaminated solids and surface water. Components of this
alternative that contribute to this reduction of risk from direct contact with
ioiégii?clude access/deed restriction and the encapsulation in the onsite

an

The deed restrictions would eliminate future potential exposure with
contaminated soil by limiting future use or excavation of the landfill.
Contaminated soil would be covered with a multi-layer cap, thereby eliminating
©.risks of direct dermal contact or 1nc1denta1 ingestion.

The deed restrictions will also e]iminate future potential exposure through
jngestion of groundwater by prohibiting the use of groundwater directly under
the site. Prohibiting use of groundwater will also achieve the remedial
action goals of eliminating the dermal absorption and inhalation of extracted
groundwater contaminants from future wells installed on site.

This alternative is more protective of groundwater than Alternative Nos. 2 and
3A/3B. This additional protectiveness is achieved by the encapsulation of the
wastes in an onsite 1andf111

6.2.4. 8 Qommunjtz Acce g;ggg ' ‘ _ .
To be addressed after public comment period.
6.2.5 ative No, 5: On- neratio

Implementation of this alternative would provide complete destruction of
organic contaminants and subsequent containment of the residuals which
contain: remaining inorganic contaminants. The result would be maximum
protection of*both human health and the environment from risks posed by the
contaminated solid media. The components 1nc1uded in this alternative are
shown on Figure 6-5 and listed below- : A

Perimeter Fence .

Deed Restrictions

Surface Water Elimination
Excavation of waste
Incineration

RCRA-Type Landfill
Multi-Layer Cap

Runoff Monitoring
Groundwater Monitoring

000000000
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The only significant difference between this alternative and Alternative No. 4 —
is that contaminated solids would be incinerated prior to placement in the )
RCRA-type landfill. Containment of the ash would be necessary since inorganic
contaminants would not be destroyed through incineration.

6.2.5.1 Short-Term Effectiveness | .f,-;a-.is..\?\?\
: : . 2ud)
The short-term risks to occasional travelers on Dorney Road and farmers
working in adjacent fields are the same as Alternative No. 4. The
environmental impacts on the migratory waterfowl resting area are also the

same.

Onsite incineration may result in short-term low level emissions of organics
as well as products of incomplete combustion. In addition, incineration will
not thermally destroy inorganics. Since there will be an air.pollution
control system on the incinerator to decrease emissions of particulate matter
to permitted levels and inorganics are predominantly adsorbed to particulate
matter, emissions of inorganics (some of which are probable human carcinogens
by inhalation) would not be excessive.

Risks to workers will occur due to contaminant volatilization at waste
excavations, and at the processing and stockpile areas. Workers involived with
the waste excavation and processing activities will also be exposed to the -
additional risks associated with dermal contact with contaminated solids. Low
level emissions of organic and inorganic contaminants from the incinerator
emission may also occur, although the.risks should be insignificant. Risks
will be mitigated by properly outfitting workers with appropriate personal W
protection equipment, including respiratory protecting devices. It is
anticipated that the design and contractor procurement would require
approximately 2 years after signing of the ROD. Implementation of the RA
would take approximately 12 years.

6.2.5.2 Long-Term Effectiveness and Permanence

Magnitude of Residual Risks: Implementation of the treatment and containment
technologies in Alternative No. 5 will mitigate a number of the risks
identified in the PHE. The risks mitigated are essentially the same as those
addressed in Alternative No. 4. In addition, encapsulation of the treatment
residue in a RCRA landfil1l effectively isolates inorganics concentrated by the
thermal treatment process from potential receptors, and also greatly reduces
contamiga?t m?bility. These mechanisms would reduce the overall risk to below
the 10°° level. :

Risks associated with future ground water use should be reduced significantly.
This would be a direct rasult of destroying the organic contaminants and
encapsulating the treatment residue in the onsite 1andfi11, greatly reducing
the volume of contaminants leaching to ground water. As previously discussed,
insufficient information is available to characterize the reduction in risk.
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Adeguacy of Controls: All facets of this alternative have been discussed

previously: for Alternative No. 4, with the exception of the thermal treatment
system. Thermal treatment units have demonstrated high destruction and
removal efficiencies (DRE), in excess of 99.99% for most organic contaminants,
and in excess of 99.9999% for PCBs, as required by RCRA and TSCA regu¥itjons.
Therefore, it is highly probable that the thermal treatment unit willzh 4@?
capable of providing the required process efficiency. ' K

Long-term management requirements are identical to those for Alternative No.
4, assuming that the onsite landfill is required for the treatment residue.

In the event that the treatment residue could be delisted, long-term
management, with the exception of a comprehensive monitoring program to verify
alternative effectiveness, would probably not be necessary.

Assuming construction of the landfill, operation and maintenance functions
would be similar to those for Alternative No. 4, with one exception. As all
organics would be thermally destroyed prior to landfilling, the gas collection
and venting layer would not be necessary and therefore the associated
operational costs could be eliminated.

Reliability of Controls: The reliability of the physical and institutional
controls that comprise this alternative have been discussed previously.

~If the RCRA cap or landfill liner would fail, the health risks that would ;

occur would be less than those should a similar situation occur after the
implementation of Alternative No. 4. This is due to the elimination of
potential risks caused by organic contaminants by their thermal destruction
prior to landfilling. : \ :

6.2.5.3 Reduction in Toxicity. Mobility. and Volume

The thermal treatment of the contaminated materials provides the multiple
benefit of reducing the toxicity and volume of organic contaminants. This is
accomplished by thermal destruction of the organic contaminants, thereby
reducing their volume and eliminating them as toxics of concern in the
treatment residue. o : :

The potential risks associated with the incinerator ash would be mitigated by
its encapsulation within the onsite RCRA landfill. This will reduce the
mobility of these contaminants. E

6.2.5.4 Implementatjon

a y: A1l components of Alternative No 5, except for the ‘

"thermal treatment unit and related items, have been previously discussed.

They were found to be common, easy to implement, reliable technologies.

Incineration is a proven technology for the destruction of organic
contaminants in the onsite soils and subsurface wastes. In order to achieve
compliance with applicable Federal and State ARARs, the incinerator is
required to have a high organic destruction efficiency (99.99% under RCRA,
99.9999% under TSCA), making it an extremely reliable technology.
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To obtainiknfgrhation on handling conditions at a specific site, potential
bidders would need detailed information on amounts and types of waste at the
site. ‘

If future remedial actions are deemed necessary, the thermal treatment and
onsite landfilling of the contaminated solids should serve to facilitate any
such action. This would be due to the consolidation and encapsulation in one
location of the contaminated materials, and the removal of the organics prior
to landfilling. '

The effectiveness of the units in destroying organic contaminants in soils
should be verified by test burns prior to full-scale implementation on site.

. This should also include TCLP analyses on the treatment restdues to determine
if they could be delisted.

A1l potential migration pathways should be effectively monitored by the
proposed monitoring program.

Administrative Feasibjlity: Imp]ementition of the institutional controls will
require coordination with officials of Lehigh County. Long-term coordination
between USEPA and the State of Pennsylvania will also be necessary.

Availability of Services and Materials: A1) components of Alternative No. 5,’

with the exception of the thermal treatment unit, utilize common construction
items and procedures, and routine sampling procedures and analyses. Most of
the necessary equipment and materjals are routinely available and have been
demonstrated sufficiently for the purpose for which they are intended.
Thermal treatment. units are currentiy available for purchase or leasing. A
number of remedial action contractors also have access to mobile treatment
units.

6.2.5.5 Cost

The total present worth of this alternative is $670,000,000, approximately 15
times greater than that for landfilling without treatment (Alternative 4).
Table 6-6 provides a summary of capital, 0 & M and periodic review costs. As
in Alternative 4, costs for ongoing processes during the treatment period,
such as excavation and incineration, are calculated as present worths based on
an annual production.

Capita] Costs: Total direct capital cost is about $15,000,000 and total
capital cost including indirect expenditures is about $28,000,000. The
components of this capital cost are the same as those for Alternative 4 with
the addition of approximately $4,700,000 for incinerator mobilization and
setup.
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V.

vi.

vil.

Present Worth 30 Years
OL¥/Replacement
3% 5% 10%
ACCESS RESTRICTIONS
Site Fence $85, 000 $1,000 $20,000 $15,000 $9,000
Deed Restrictions $1,000
GENERAL SITE PREPARATION
Equipment Staging Area $30,000
Equipment Mob/ODemob $200,000
Drsin Ponds 81,000
Trest Contaminated Surface Mater $1,000
Clearing and Grubbing $50,000
Runon/Runoft Controls $160,000 $2,000 $39,000 . $31,000 $19,000
. Waste Storage Building 98,000
EXCAVATION/WASTE HANDLING '
Excavate and Stockpile Waste $1,300,000 $13,000,000 $12,000,000 $3,900,000 ». -
Load Incinerator $310,000 $3,100,000 $2,700,000 $2,100,000 *
Regrade Waste Pit $110,000 $1,100,000 $1,000,000 $750,000 *
Backfill and Compact Ash $£310,000 $3,100,000 $2,700,000 $2,100,000 *
Clean Backfill of “Tongue* Aresas $3,000,000
INCINERATION
Nob/Demod of Incineration Units $4,000,000
Utility Instatlation - $200,000 -
Pilot Burns and Permitting $500,000 :
Mechanical Processing $5,100,000 $41,000,000 $54,000,000 - $42,000,000
Operation $564,000,000 $640,000,000 $570,000,000 $440,000,000 *
RCRA BOTTOM LIMER SYSTEM
Clay Liner $970,000
Synthetic Liners"(2) - $1,200,000 : : '
Leachate Collection System * $320,000 $75,000 $1,500,000 *$1,200,000 $710,000
Lesk Detection System $250,000 .
Protective Sand Layer $370,000 ‘
MULTI-LAYER CAP
Clay Liner $970,000
Synthetic Liner $660,000
Brainage System - $320,000 .
Vegetative Layer $1,200,000 - $1,000 $840,000 $400,000 $290,000 **
MONITORING : ‘
Runoff Monitoring , - 812,000 $240,000 .  $180,000 $110,000
Groundwater Monitoring $26,000 $510,000 $400,000 $250,000
Five Year Review $55,000 $42,000 $23,000
CONSTRUCTION SUBTOTAL $15,000,000 $720,000,000 $540,000,000 $500,000,000
Héalth end Safety ¢(10X) $1,500,000
gid Contigency (15%) $2,300,000
Scope Contingency (20%X) - - $3,000,000
CONSTRUCTION TOTAL $22,000,000
Permitting & Legal (5X) $1,100,000
Services During Construction (8X) $1,800,000
TOTAL IMPLEMENTATION COST $25,000,000
Engineering & Design (10X) $2,500,000
TOTAL CAPITAL COSTS $28,000,000
PRESEKT WORTN $750,000,000 $670,000,000 $530,000,000

---------------------------------------------------------------------------------------

U YABLE 6°6

Cost Estimate Summary
Alternative Xc. 5
Onsite Incineration

*  Operation costs calculated over 12 yr, incineration peried.
**  present worth calculated assuming replacement of the topscil layer and revegetation every 10 yrs.
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(Red)

0 &% M Costs: ~Operation and maintenance costs approximately $640,000,000 of
which $570,000,000 is due to incinerator operation over the 12 year treatment
duration. Costs for excavation, handling, and backfill of waste are also
calculated as present worth over a 12 year period.

Five-Year Review: Review costs have been previously discussed.

6.2.5.6 Compliance with ARARS

ARARs for this alternative apply to the construction of a RCRA approved onsite
landfill and leachate collection system, excavation of contaminated soils and
municipal waste, incineration of the contaminated soils and municipal waste,
the reclamation of the areas of excavation, collection and offsite treatment
of contaminated surface water, and monitoring activities. Requirements for
these activities include OSHA health and safety standards, and; RCRA facility
standards pertaining to construction of landfills and caps, construction and
operation of incinerators, preparedness and prevention, contingency plan and
emergency procedures, manifesting and recordkeeping, ground water protection,
closure and post-closure procedures, and proposed standards for the control of
emissions of volatile organics.

This containment alternative would consolidate contaminated soils and .
municipal wastes and eliminate all organics and PCBs by incineration prior to
the placement of the waste materials in a RCRA approved landfill. The onsite
landfi11 would be designed, installed, and constructed in accordance with 40
CFR 264, Subpart N, and monitored according to RCRA regulations and
guidelines, 40 CFR 264.300-264.310. Prior to dispesal in the landfill,
contaminated soils and municipal wastes would be incinerated in an onsite
incinerator operated in accordance with RCRA regulations and guidelines, 40 .
CFR 264, Subpart 0. Treatment of the contaminated soils and municipal waste
by incineration and encapsulation in the landfill would effectively

destroy the organic contaminant constituents and satisfy closure and
post-closure requirements, 40 CFR 264.110-264.120. The proposed standards for
the control of emissions of volatile organics, 52 FR 3748, would be met by the
use of an off-gas collection and treatment unit as an integral part of the
incinerator. Thé requirements of the Clean Air Act (CAA) - National Air
Quality Standards (NAQS), as in 440 CFR 1 to 99, do not specifically regulate
hazardous waste incinerator emissions, but it is likely that Prevention of
Significant Deterioration (PSD) provisions would apply to the:treatment
system. No gas vent and collection system would be required for the landfill
as the YOC contaminants would have been eliminated during the incineration
process.

It is anticipated that contaminant levels in surface and ground water would

decrease over time to levels below surface water criteria (for protection of
aquatic life) and ground water gquality criteria.
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6.2.5.7-_Qveral} Protection of Human Health and the Environment

The combined components of this alternative will significantly ease the
risks associated with direct contact with, and incidental ingesE; f
contaminated soil and subsurface wastes and contaminated surfacE'¥%itér. This
alternative will be protective of public health by mitigating the risk from
dermal absorption or incidental ingestion of contaminated soils. Components
of this alternative that contribute to this reduction of risk from direct
contact with solids include access/deed restriction, thermal treatment to
destroy organic contaminants, and the encapsulation of treatment residues in
the onsite landfill. Surface water hazards are eliminated by the removal of
contaminated surface water from the site.

The thermal treatment of the contaminated solids results in the elimination of
a long-term source of ground water contamination, and eliminates the direct
contact risk associated with these materials. It also eliminates the
-potential risk due to inhalation of VOCs in the landfill gas by destroying the
source of the VOCs.

The deed restrictions could reduce future potential exposure with contaminated
soil by 1imiting future use or excavation of the landfill. The treatment’
residue would be covered with a multi-layer cap, thereby eliminating risks of
direct dermal contact or incidental ingestion. .

The deed restrictions will also reduce future potential exposure through
ingestion of ground water by prohibiting the use of ground water directly
under the site. Prohibiting use of ground water will also athieve the
remedial action goals of eliminating the dermal absorption and inhalation of
extracted ground water contaminants from future wells ipstalled on site.

This alternative is more protective of ground water than Alternative No. 4.
This additional protectiveness is achieved by the destruction of organic
contaminants and the encapsulation of the treatment residue in an onsite .
landfill.

Overall, this"alternative is probably more protective of human health and the

environment than is Alternative 4 due to the thermal destruction of organic
contaminants prior to landfilling :

6.2.5.8 Community &ccegtance -

Will be addressed after the pupIic_cpmment period.

.6.3 SUMMARY OF DETAILED ANALYSIS

In this section, the evaluation of"eaéh alternative is summarized and compared

to the other alternatives. A comparative analysis is provided for each of the
efght applicable evaluation criteria identified in Section 6.1.
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6.3.1 Short-Term Effectiveness

Potential risks to the local population should not increas@‘?@}&%
implementation of any of the remedial alternatives since ther@-are no
residents living within 1,000 ft. of the site. Excavation of the contaminated
waste during construction of Alternatives 4 and 5 would, however, pose low
exposure risks due to inhalation of organic vapors or fugitive dust for
travelers on Dorney Road. Migratory waterfowl and other wildlife currently
residing near the site would be temporarily displaced during construction of
all alternatives, except Alternative 1.

Workers responsible for implementing the remedial actions may be exposed to
risks associated with dermal contract, incidental ingestion, and inhalation of
organic vapors or fugitive dust during construction. These risks would be
extremely low for implementation of Alternative 1 since work would be
performed at the site perimater and the construction period would be brief
(1ess than one month). Implementation of Alternatives 2 and 3A/3B could pose
Tow to moderate risks to workers since the contaminated surface soils and
waste would be disturbed during regrading. The duration of the construction
period for Alternatives 2 and 3A/3B would, however, be less than one year.
Implementation of Alternatives 4 and 5 would present moderate risks to workers
due to the extensive-excavation and handling of contaminated waste required -
and the relatively long construction period (approximately 5 years for
Alternative 4 and 12 years for Alternative 5).

6.3.2 Llong-Term Effectiveness

Alternative 1 would provide minimal reduction of the identified, existing
risks by 1imiting access of hunters and other site trespassers and deterring
future use of the site. Monitoring of surface and groundwater would indicate
the need for subsequent action. The reljability of the site fence is
relatively high, but is dependent upon continued inspection and maintenance,
while enforcement of deed restrictions would be difficult to ensure.
Monitoring technologies are well developed and reliable, but only indicate the
presence of a problem rather than performing a protective function.

Alternatives 2, 3A and 3B should be equally effective in reducing the risks of
dermal contact and incidental ingestion of contaminated soil, solid waste, and
surface water. Alternative 2 would not be protective of groundwater, while
Alternatives 3A and 3B would reduce infiltration and the assocfated leaching
of solid waste contaminants to the water table. The reliability of the soil
cover in Alternative 2 is considerably less than that afforded by the multi-
layer caps of Alternatives 3A and 3B. Of the RCRA and PA-type caps, the RCRA
cdp offers slightly greater reliability since a clay liner layer is employed,
in addition to the synthetic liner. The potential for future risk would still
existfwith implementation of Alternatives 2, 3A or 3B since contaminants would
be Jeft on site. :
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Alternatives 4 and 5 would provide maximum protectiveness as Qhey eliminate
both exposure risks and leaching of contaminants to groundwatg;.IUQroperly
constructed, a lined landfill should be very reliable; however,*

reliability is dependent upon continued maintendncé-and monitoring. In
Alternative 4, contaminants remain on site indefinitely; therefore, there
would be a potential for future risks should the landfill liner fail. All
organic contaminants would be destroyed in Alternative 5, thus minimizing the
potential for future risks from organics in the event of liner failure.

6.3.3 Reduction of Toxicity, Mobility, and Volume (TMV)

The THV of site contaminants would be unaffected by implementation of
Alternative 1. Alternatives 2, 3A and 3B would provide little to moderate
reduction of contaminant mobility. These alternatives would reduce the
mobility of surface contaminants, while Alternatives 3A and 3B would also
reduce the mobility subsurface contaminants leaching to groundwater.
Contaminants would be completely immobilized in Alternative 4, but toxicity
and volume would be unaffected. Implementation of Alternative 5 would result
in the most complete reduction of TMV as incineration would destroy all

- organic contaminants, while residual inorganic contaminants would be
immobilized within a2 lined landfill.

6.3.4 ]Implementability

Implementation of Alternative 1 would be extremely simple, requiring only the
construction of a fence around the site and periodic monitoring of existing
wells and surface water. Implementation of Alternative 2 should also prove
relatively easy as, the civil construction techniques required are well
developed and commonly used. Alternativés 3A and 3B would bé somewhat more
difficult to implement due to the complex construction of the multi-layer cap.
Multi-layer cap construction, however, is well developed and should not pose a
major problem with adequate engineering design. Implementation of
Alternatives 4 and 5 would be extremely difficult due to the volume of
contaminated waste to be handled and the necessity for staged construction
with simultaneous excavation and liner construction. Operation and
coordination of the incinerator with excavation and backfilling of the waste
would increase the complexity of the engineering design and site work for
Alternative 5. Implementation of Alternatives & and 5 would not be
impossible, but would require complex design and construction techniques.

6.3.5 Cost

_ The total capital and total present worth costs for all alternatives are
summarized and presented in Table 6-7.

6.3.6 Compliance with ARARs

A11 alternatives would be designed to meet action specific ARARs, with the
exception of Alternative 3B which would not comply with RCRA design
requirements for cap construction. No location-specific ARARs were found to
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, TABLE 6-7 2
SUMMARY OF TOTAL COSTS FOR ALL ALTE

DORNEY ROAD FS

Alternative No. ription

1 Minimal/No Action

2 Soil Cover

3A RCRA Multi-Layer Cap
38 PA-Type Multi-Layer

: Cap

4 Onsite RCRA Landfill
5 Onsite Incineration

Total

$ 120,000
$ 5,300,000
$13,000,000

$12,000,000
$19,000,000
$28,000,000

IRIGIMAL

RNATIVES

Total Presen
$ 760,000
$ 6,900,000
$ 15,000,000

$ 14,000,000

$ 46,000,000
$670,000,000

*Present worth calculated over 30 yea§ period at 5% interest rafe.
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be applicable for any of the remedial actions considered. Chemical-specific
ARARs were considered as they apply to surface water quality and air quality.
For Alternatives 2, 3A, 3B, 4 and 5, surface water discharged to local
drainage, as well as the treated contaminated surface water, wouldgmeet
Pennsylvania Water Quality Standards and Federal Ambient Water Qualityy,
Criteria. Contaminated surface water remaining on site in Alterna tifwould
not meet water quality standards. Controls would be implemented durifig
excavation in Alternatives 2, 3A, 3B, 4 and 5 to reduce particulate and
contaminant vapor concentrations in air to acceptable levels under State and
Federal air quality regulations. Incinerator emissions would also meet State
and Federal air quality requirements.

6.3.7 Overall Protection of Human Health and the Environment

The alternatives evaluated offer a wide range of overall protectiveness from
almost no protection of human health or the environment to maximization of
protection. Alternative 1 would provide minimal protection of human health by
restricting access to the site and no protection of the environment. The
current site-related risks identified in the PHE would be unmitigated.
Alternative 2 would greatly reduce the risks of incidental ingestion and
dermal absorption of contaminated surface water and solid waste by placing a
clean soil cover over the site. The leaching of solid waste contaminants to
groundwater would not be significantly reduced by impiementation of this
alternative. Alternatives 3A and 3B would offer the same protection of human
health as Alternative 2, but with the increased reliability of a multi-layer
cap. In addition, Alternatives 3A and 3B would prevent infiltration of
precipitation into the waste, thus reducing the leaching of contaminants to
groundwater. Implementation of Alternatives 1, 2, 3A and 3B would pose
minimal short-term risks during construction. Alternative 4 would provide
complete three-dimensional containment of the waste material, thus eliminating
human health and environmental risks. Contaminated solid media would,
however, remain on site indefinitely, with the potential for future release.
Alternative 4 would require approximately five years to implement, during
which time workers would be exposed to moderate health risks. Alternative 5
would afford maximum protection of both the environment and public health
since all organic contaminants would be destroyed and the residual inorganic
contaminants would be completely contained within a 1ined landfill on site.
However, implementation of this alternative would require about 12 years to
complete, during which time site risks would not be fully mitigated and
workers would be exposed to moderate health risks.

€.3.8 Eo_m_ny_rsi.tx_a_cséo_t.am
. To be addressed after public comment peried.
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